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STD. 'Z' PIPE COUPLINGS 

21" SQUARE PRECAST CONCRETE 
SLAB TYPE "M" (DWG. F-004) 

2" DIA. x 6" LONG STANDARD PIPE NIPPLES hl //~-- TOP OF CURB OR SIDEWALK 

"' I r 
, .. ·:f .. · ... · .. 

. . . 
't::::= 

_4_"_M_IN_--I • r, • , ~ 2" CONDUIT BENDS (DWG F-006) 

['..."--- (4) 1"-8 ANCHOR BOLT ASSEMBLY 
EQUAU.Y SEPARATED (DWG F-007) 

SECTION "A-A" 

TYPICAL "S-14A" FOUNDATION 
(FORMERLY F-1 FOUNDATION) 

(FORMER DWG LG-126S) 

NOTES: 

1. 3000 PSI CONCRETE TO BE USED. 
5 0312011 GPI REPLICATED IN CADD 2. FOR MIDBLOCK POLE LOCATIONS DISTANCE SHALL BE 36" FROM THE FACE 

OF CURB. 
4 11/1967 JBC LG-126S REVISION 
3 05/1967 JBC LG-126S REVISION 
2 08/1964 JBC LG-126S REVISION 
1 02/1964 JBC LG-126S REVISION 
0 06/1963 GS LG-126S CREATED 

3. INSTALL ONE EXTRA 2" BEND IN ALL POLE FOUNDATIONS THAT ARE TO 
HAVE A CONTROLLER OR MAST ARM ATTACHED, OR WHEN DIRECTED BY 
THE ENGINEER THE EXTRA BEND SHALL BE CLOSED WITH PIPE CAPS. 
HOWEVER, ANY FOUNDATION MUST HAVE A MINIMUM OF THREE ELBOWS. 

FILL OPENINGS AROUND ANCHOR 
BOLTS AND CONDUITS WITH GROUT 
KEEPING TOP SMOOTH AND FLUSH 
WITH TOP OF SLAB, ESPECIALLY AT 
CLEAT BEARINGS. 

POLE & f.' 
FOUNDATION ~ 

8" DIA. CONDUIT CIRCLE 

1e· sauARE PRECAST SLAB TYPE ·s· --~~ I 

(DWGF-004) ~~ ; 

POLE& 
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~~ 
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~~ 
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INSTALL CONDUITS AS PER --~ 2._8w •I 
NOTE 3 AND SHOWN ON [-•~------•-~· 
INTERSECTION DRAWINGS. 

4"MIN. 

PLAN VIEW 
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,-------- STD. 2" PIPE COUPLINGS 

h 1 
2" DIA. x 6" LONG STANDARD 
PIPE NIPPLES 

,-------- TOP OF CURB OR SIDEWALK 

!:! ,"· Y«,~~ - , , »;;:. UNDISTURBED EARTH 

~J~~ l ( ~""' V 2' CONDUIT BENDS EQUALLY 
['\ ~ :::--.... SPACED (DWG F.<J06) 

• • 1\ ~- • . ,.~~~~ 
-...;.["'-= 

-~~,r- ~ 

SECTION B-B 

~-- (3) 314"-10 ANCHOR BOLT ASSEMBLY 
EQUALLY SPACED (DWG F-007) 

TYPICAL "S" & "T" FOUNDATIONS FOR "S-1a" AND "T-1" POLES 
(FORMER DWG LG-170S) 

3 03/2011 GPI REPLICATED IN CADD 
TYPICAL FOUNDATIONS "S-14A","S" & "T" FOR 

"S-14A", "S-1a" AND "T-1" POLES 
2 01/1968 JBC REVISED SLAB ADDED NOTE 
1 07/1967 JBC LG-170S REVISION 

I-"0-+.:::081::.;1.:::965"'--.:..:A:::DB'f-'L:::G-:..;1.:..:70:::Sc:C::;R::EAc::T.=E=.D ---------1 1/2' = 1 '-0" LG-126S 
LG-170S 

F-001 
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2'-Bw (SEE NOTE 9) v/"""-- FACE OF CURB 
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~ I '!I ~~ jdl--~\!1 ' I - - ::J 

i3 I I \ ~ ~ 
~ I \\ I~ 
a .. I I ~ 15' DIA. BOLT \\ 

I CIRCLE I \\ I 21ft SQUARE PRECAST CONCRETE SLAB 

+ TYPE wM" (DWG. F-004). INSTALL OVER 
~---t- L - - - - - - - - - ----\\-- - _j STUD BOLTS BEFORE NEW CONCRETE 

N0.4 BARS AT ±6" ~OP AND BOTTOM \) 

(WHERE SPECIFIED) 

PLAN VIEW 

2" PIPE NIPPLES 
8" LONG 

SETS. FILL ALL HOLES IN SLAB WITH 
GROUT. (FURNISHED BY CONTRACTOR) 

r--- (4) 11/4"-7 ANCHOR BOLT ASSEMBLY 
(DWG F-007) (SEE NOTE 8) 

ONE MAST ARM & NO LUMINAIRE 
ONE MAST ARM & ONE LUMINAIRE 

ONE MAST ARM & TWO LUMINAIRES 
TWO MAST ARMS & NO LUMINAIRE 
TWO MAST ARMS & ONE LUMINAIRE 
TWO MAST ARMS & TWO LUMINAIRE 

3'-0-x3'-()" 
(M2 .. S) 

4'-0"x4'-()" 
(M2""D 

"STANDARD FOOTING TABLE" NOTES: 

5'-9-xs'-9" 
(M2·3S) 

7'-0-x7'-0" 
(M2-3D 

1. USE ABOVE "STANDARD FOOTING TABLE" UNLESS OTHERWISE DIRECTED BY THE ENGINEER. 
2. NUMBERS IN PARENTHESES DESIGNATE TYPE OF FOOTING. 

7'-0"xT-0" 
(M2-2S) 

8'-9"x8'-9" 
(M2·2D 

CONCENTRIC WITH ANCHORAGE r--- STD. 2" PIPE PLUGS IN ALL 
SCORE A2' SQUARE AREA ~ 

1 

___ ...___~~~ / CONDUITS (GREASE) 

TOPOFFOUNDATION- r v 
TOP OF CURB OR SIDEWALK /Vr--- (4) 1 1/4"-7 X 1-3/4ft LONG 

(SEE NOTE 7) --,\ HEX HEAD BOLT (GREASE) 

~~-~~/::~/(;:/~?:/::;;;/(;r:~·~· ;:::~: ·~·:::· ·:··~::::"n:'rtt'"~~;~ ·:: ~-·::::':;:]J/0 .. : s- ROADWAY 

UNDISTURBED EARTH __y(/~ ~~ (, "': : " '.' ' ," ~ 'w 
No. 4 REBAR //, ", " "'' \~ ~-:~"rz"/-~--- (4)1114"-TANCHORBDLTASSEMBLY 

MAX 6• OFF-CENTER ~ " • ~ , " ~~ ~""""" (DWG F-007)(SEE NOTE 6) 

~--, " :-~~ "' ~' 

TOP OF FOUNDATION\ \ 

TOP OF CURB OR SIDEWALK 
(SEE NOTE 7) \ 

"'II 
j 

h 
··"' .... . ' 

·. 

. 
-

2" CONDUIT BEND (DWG F-006) 
OR AS PER SPECIFICATIONS. 

~ 

------r__ 3" MIN. COVER (TYP.) 

TYPICAL CROSS-SECTION SHOWING 
METHOD OF PREPARING FOUNDATION 

FOR PRESENT POLE INSTALLATION 

1. CONCRETE SHALL BE 3,000 PSI TEST CONCRETE 
2. CONCRETE SHALL BE POURED AGAINST UNDISTURBED EARTH 
3. FOOTINGS OVER EXISTING SUBSURFACE STRUCTURE SHALl. BE FOUNDED DIRECTlY ON THE 

ROOF OF THE SUBSTRUCTURE WITH NO INTERMEDIATE LAYER OF SOIL. 

8. FOR MODIFICATION OF STANDARD ANCHOR BOLTS FOR INSTALLATION IN SHALLOW 
FOOTINGS; ALL COLD BENDS SHALl. BE UNIFORM AND A MINIMUM RADIUS OF 10 INCHES. 

9. FOR MIDBLOCK POLE LOCATIONS DISTANCE SHALL BE 36" FROM THE FACE OF CURB. 
10. REBARS SHALL BE USED WITH SPREAD FOUNDATION ONLY, PLACED NO MORE THAN sw 

OFF-CENTER TO FORM PERPENDICULAR LATHING PATTERN. 

' ~ . 
3" MIN COVER (TYP.) t 

TYPICAL CROSS-SECTION SHOWING 
METHOD OF PREPARING FOUNDATION 

FOR FUTURE POLE INSTALLATION 

2" CONDUIT BEND (DWG F-006) 
OR AS PER SPECIFICATIONS. 
SEE NOTE 11. 

4. WHERE REQUIRED,\ OF POLE MAY BE OFFSET AS SHOWN IN PLAN VIEW IN DIRECTION OF 
REFERENCE CURB LINE ONLY. 

11. INSTALL ONE EXTRA2' BEND IN ALL POLE FOUNDATIONS THAT ARE TO HAVE A CONTROLLER FOOTING DETAILS FOR 
OR MAST ARM ATTACHED, OR WHEN DIRECTED BY THE ENGINEER. THE EXTRA BEND SHALL 

5. CAP UNUSED NIPPLES AND PLUG OTHERS WITH OAKUM AND SEAL. 
6. LOCATE DOOR OF TRANSFORMER BASE AS DIRECTED BY ENGINEER. 
7. SIDEWALK FINISH TO BE IN ACCORDANCE WITH STANDARD SPECIFICATIONS OF NEW YORK 

CITY DEPT OF TRANSPORTATION. 
~=ro~~~~~-~~~~~AMr~~~;u;M~o~F~TH~RE;E~~~ESIIE~i~;~;~;~;~~~~~~~!===n~~P~E~s~·~M~-~M~":A~N~o~·~s~-~14iA~·~p~o~~~s~==~ ELBOWS. 2 02/2011 GPI REPLICATED IN CADD 

-. ..-,.- 1 05/1967 ADB ADDED TYPE OF FOOTING DESIGNATION 
_ _ _ I--"0-+.:.:121:.;1.::966"'--.:..:A:::DB'f-'L=B-....:1:::02=8S::.C:::R.::EA=TE=:D:.._ _______ -I 112' = 1'-0" _..._,. LB-10285 F-002 
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GROUNDING WIRE TO GROUNDING BREAKAWAY ROD COUPLINGS. 
POINT. (DWG F-007) 
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UL LISTED FOR UNDERGROUND USE .. 4 ·. 

40-314" (ONE PER BOLT) I ··-. -~ . " -~ :. ,, ...... •' . ~ .. : . ...... ·· ..... . ---;;;>/ ~ 

BOTTOM VIEW 2" ELBOWS WITH DOUBLE BREAKAWAY 
COUPLINGS (DWG F-006) 48" 
(2 PCS IN EACH DIRECTION) 

SECTION 1" CONDUCTIVE 

NEMA "P" AND "R" CABINETS 28"x46''x1/4" GALVANIZED STEEL CONCRETE 

GROUNDING PLATE INCASED IN 
CONDUCTIVE CONCRETE CABINETS FOUNDATION 

NOTES: 

1. LOCATION FOUNDATION MUST BE APPROVED BY NYCDOT. 

2. ANCHOR BOLT PROJECTION ABOVE FOUNDATION SHALL BE 3-112• TO 4-1/2• 

3. CONDUIT PROJECTION ABOVE FOUNDATION SHALL BE 1w TO 4• FOUNDATION FOR GROUND 
4. CONTINUOUS TINNED COPPER GROUNDING WIRE SHALL BE CONNECTED TO MOUNT CONTROLLER CABINET 

EACH ANCHOR BOLT WITH BRONZE GROUNDING CONNECTOR BEFORE 
CONTINUING DOWN TO THE GROUND PLATE ........ 1 0412011 GPI REPLICATED IN CADD 

5. SHALL COMPLY WITH NYCDOT SPECIFICATION 46C UNLESS NOTED _. ,._,. 0 04/2011 N/A GROUND MOUNT CABINET CREATED 314• = 1'-0w F-003 
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t CONDUITS 

DOOR SIDE ~ __ .L 1: _1$-__ ~ "' 
~ll, ,'\J h 

~;>~,X~ I 
(3) 718" DIA. HOLES FOR ANCHOR 1--- --
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~ < (--j ~, I 
(4) 1 112" DIA. HOLES FOR ANCHOR ~/ " \: 

718" DIA. SEMI-CYLINDRICAL ~ 'I ~ ~/I BOLT ASSEMBLIES EQUALLY SPACED 
I " I \ I 

GROOVES FOR DRAINAGE I "( I 
~ I " / I ~ ·, /' 
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~ I 1 

"': T I "·:: ~-~. "':T +! I I I .. -"d·~z: • _l_ I I I : .·., .. : · .. ··, 
1.~~ I •• -~ :• 6 -~ ... 

\__ )MESH·#6GA.WIRES 

I 

~ SECTIONAL- ELEVATION "A·A" SECTIONAL- ELEVATION "A-A" 

18" SQUARE PRECAST SLAB- TYPE us•• 21" SQUARE PRECAST SLAB- TYPE "M" 
(FORMER LG-169S) (FORMER DWG LG-62S) 

NOTE: 

1. 3000 PSI CONCRETE TO BE USED. 

3 03fl011 GPI REPLICATED IN CADD 
18" & 21" SQUARE PRECAST SLABS 

2 03fl011 GPI REPLICATED IN CADD 2 03/1963 AC LG-62S REVISION 
1 01/1968 JBC CONDUIT SLOTS 2 3/6' WIDE ........ 1 10/1968 JC LG-62S REVISION 
0 08/1965 ADB LG·169S CREATED 0 08/1965 JBC LG-62S CREATED 1112. = 1'-0ft LG-169S 

F-004 _. ,._,. LG-l!2S 
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(~yl I 
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I I 

I 
I I '-0· 
I I I 

(4) 1 1/4"-7 ANCHOR BOLT ASSEMBLY WITH DOUBLE I I BREAKING RODS COUPLING (DWG F-007) 

I I I #':~ 
I I - .. ~------ -

~---~ 
-- - ----- -.,." 

I 
I I I 

I I 

I 

UPPER PART OF COUPLING FLUSH I I 
WITH TOP PART OF CYLINDER 

k: 
10 GAGE STEEL 

SPARE I CYLINDER 

I 
21" SQUARE PRECAST CONCRETE SLAB TYPE "M" 

I 
I 
I 

,,., 
32" DIA. x 9" HIGH #10 GAGE STEEL 

r.... l / CYLINDER. SEE DETAIL 'A' I 

-.---

!o 

"' 
~ 

~~~~~~~~ 4.··.·. ~ . 
1- n . •· 

~~~~~~~ 
.. .... 

~~~~~~~~v. \ ~~~~~~~~ .. ·~ ·. 41 ~~~~~~~ r-~ 4. ~" "/.< "/,. "/,. "/,. "/,. "/,. :)>. BUTIWELD 

r-.... ( 

. . 
~2"CONDUIT UPPER PART OF COUPLING FLUSH ·..:~ ~ . 4" 

4 
WITH BOTTOM PART OF CYLINDER . . <I . 4 

:1 
·~ . ·• ·: .!:::::::::::J: .• 

·• ' • •4 ' I 4 :4 "' -~ . I 
<I •· 

' 
:1 

.. .. <I 

ELEVATION DETAIL 'A' 

M-2 FOUNDATION WITH STEEL CYLINDER 
(FORMER DWG LB-14634S) 32" DIAMETER X 9" HIGH STEEL CYLINDER 

(FORMER DWG LG-7Sb) 

NOTE: 

1. FOR DETAILS ON M-2 FOUNDATION, SEE DWG F-002. 

"M-2" FOUNDATION WITH 32" DIA. X 9" HIGH 
3 03fl011 GPI REPLICATED IN CADD STEEL CYLINDER 
2 01/1971 JV REVISED AND REDRAWN 

1 03fl011 GPI REPLICATED IN CADD ........ 1 02/1963 HSC LG-7Sb REVISION 
0 08/2008 JH LB-14634S CREATED (SUPERSEDES LG-1088) 0 11/1962 MF LG-7Sb CREATED N.T.S. 

LG-7Sb 
F-005 _. ,._,. LB-148348 
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STANDARD TAPERED THREAD ON BOTH ENDS 

: 
---------+--

STANDARD 2" STEEL PIPE BEND (GALVANIZED) 

DETAIL OF STANDARD 2" PIPE CONDUIT BEND 

0312011 GPI REPLICATED IN CADD 
0 01/1962 JBC LG-97-8 CREATED LG-97-S F-006 
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11/4"-7HEXNUT ~ 

LOCK WASHER ----.d.~ 
""'""P 

WASHER 

11/4"-7 STUD BOLT, FULLY THREADED ~ 

11/4"-7HEXBOLTCOUPLING,FULLYTHREADED ~ =r 

NOTE: 

I 

I 

I 

I 

I ~ 

I 

I 

1 1/4" 1~ 
I 

I 

3718" I 

--l- _L_ 

ASSEMBLY "B" 
(4 REQUIRED PER POLE) 

FOR "M-2A" POLE 

1. HEX BOLT COUPLINGS SHALL BE GREASED OR ANTI-81EZE COMPOUNDED 

1"-8HEXNUT~ 

LOCK WASHER IIJ 
~~ 

~= 

~ 
WASHER I 

1"-8STUDBOLT,FULLYTHREADED ~~ 
------''--

···-~·="~~·~ /'=r 
~ 

I 

I 
~ I 

1" 

I~ 
I 

4" II 

-'--

ASSEMBLY "C" 
(4 REQUIRED PER POLE) 

FOR "S-14A" & STREET LIGHT POLES 

........ _..._,. 
3 03fl011 GPI 
2 12/1967 )(.)(. 

1 02/1964 )(.)(. 

0 06/1963 GS 

314"·10HEXNUT ~ 

LOCK WASHER~ 

WASHER~ l-----.-

314"-10 STUD BOLT, FULLY THREADED ~ 
I _l_ 

nln !o 

314"-10HEXBOLTCOUPLING,FULLYTHREADED ~ f 

I 

314- 1 -~~~~ 
I ~ 

•. I 

---~ _L_ 

ASSEMBLY "D" 
(3 REQUIRED PER POLE) 
FOR "S-1" & "T-1" POLES 

STANDARD ANCHOR BOLT 
REPLICATED IN CADD ASSEMBLIES "B', "C' AND 'D" 
LG-104S REVISION 
LG-104S REVISION 
LG-104S CREATED 1112. = 1'-0ft LG-104S F-007 



DRAWING NO.

REVISION

DESCRIPTIONBYDATENO

DEPARTMENT OF TRANSPORTATION
BUREAU OF TRAFFIC OPERATIONS

34-02 QUEENS BLVD               L.I.C.,N.Y.11101

OLD DRAWING NO.SCALE:
NEW YORK CITY

N
Y

C
D

O
T 

TR
A

FF
IC

 S
IG

N
A

L 
S

TA
N

D
A

R
D

 D
R

A
W

IN
G

S
, N

ov
em

be
r 2

01
3

K-2CSTUD -~ 

CONTINUOUS #12 NON-INSULATED -~ 
TINNED COPPER CONDUCTOR 

·<1 
. 4 

f:>~'l 
I I 
I I 
I I 
I I 
I I 
I I 
I I 
I I 
I I 

IL ___ _j 

I 
I 
I 
I 

4. 4 

. ~ 

4" . <1 
. "4 .. 4. 4 
. . <1 . .. . 4." . ., 

. ·. 

4 •4 
. <I . . 

:#8 NON-INSULATED STRANDED 

TRAFFIC CABLES 

~- COPPER GROUNDING 
STRAP 

~-SPARE 

2"CONDUIT 

GROUNDING DETAIL FOR RETROFIT 
(FORMER DWG LB-140055) 

K-2CSTUD -~ 

CONTINUOUS :#8 NON-INSULATED _ _____
TINNED COPPER CONDUCTOR 

<1 . 

. · 

·<1 
. 4 

f:>~'l 
I I 
I I 
I I 
I I 
I I 
I I 
I I 
I I 
I I 

IL ___ _j 

I 
I 
I 
I I 

4. 4 

I 
I 
I 
I 
I 

-~ 

. ~ 

4" . <1 
. "4 .. 4. 4 
. . <1 . .. . 4." . ., 

. ·• 

4 •4 
. <I . . 

:#8 NON-INSULATED STRANDED 

TRAFFIC CABLES 

~- BONDING BUSHINGS ON CONDUIT 

~-SPARE 

2"CONDUIT 

GROUNDING DETAIL FOR NEW INSTALLATION 

FOUNDATION GROUNDING DETAIL 

-. .... - 1 0312011 GPI REPLICATED IN CADD 
_. ,._, • I-'0'-+-'1=11200:::..:4-+=JH-+=LB-.:..:;1400=5=S C=REA=T=ED ____ ---1 N.T.S. LB-140058 F-008 
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/ "EL"COLUMN 

I 

I ~ 
2" PIPE, AS PER CONTRACT, 
WITH ENTRANCE CAP OR 
WEATHERHEAD ON TOP 
(LENGTH OF PIPE VARIES) IV 

I 

I ~ INSULATING JOINT 

1/ 
----.--------+-- ~ IT CONCRETE GUARD 

I 

I I ORROMJWAY 

_1_•---+-r.frf..Y 
I ~~:I .. \ . / :. ··. ·'\ 

t ~, ~ 

:-..- .\ v :::.:.... .. ~=-~ :::.:.... 
<~:====tJL~ = = = = = = = = = = =::E(=::::: / It~ EDGEOFCOLUMNBASE 

REAM COUPLING AND CUT DOWN \___ PVC COUPLING FOR 
PVC DUCT TO FIT. CEMENT ALL 2" DUCT 
AROUND WITH MINIMUM COVERING 
OF 2" FOR FULL LENGTH OF PVC DUCT 
AND COUPLINGS 

CONDUIT INSTALLATION AT "EL" COLUMN 

2 0312011 GPI REPLICATED IN CADD 
1 10/1962 J.C. LG-155 REVISION 

CONDUIT INSTALLATION AT "EL" COLUMN 

I-"0-+.:::081::.;1.:::956"'-'':::LE=iRI'-'L:::G-:..;1.:::55::.;C:::R.::EA:..:T.:.:E:::D'----------l 1/2" = 1'-0" LG-155 F-009 
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1 .. 

VARIES, SEE FOOTING TABLE 

.. I 

c: == == 

~CURBFACE / I 

I 

It FOUND. AND POLE 

518" COPPER CLAD GROUNDING ROD _/ PLAN 

2"CONDUIT ~-- 518" COPPER CLAD GROUNDING ROD 

~_j_ 
UPPER PART OF COUPLING FLUSH WITH ~ ~ """ / PRECAST SLAB VARIES, 

TOP PART OF CYLINDER • SEE FOOTING TABLE 
_I 10 

(SEE F~04) 
UPPER PART OF COUPLING FLUSH J ~ • ~ i 
WITH BOTTOM PART OF CYLINDERm 'EI'"" '!' 

,.. SQUARE"'"""" ~ '~ '" • 
r-------1- - . _ LL_ t-h_,.j....__-r,,~~., ------------,,-

I~~-Ll Ll 
7~~ 

<J 

/ / 'ill \ ~ ~,.j r- :~~~ ~TNED~ITS 
(2)518"REBAR _/ / Ll ~ ~~~:~~~O~N 

/ t\._""' • DRAWINGS. 

GALVANIZED TIES _/ <J \..' ~ --. __ ___..,...L-__,1 

.6 ,.j <J ~ 
(3-4)ANCHORBOLTS ______/ Ll <J 

ASSEMBLY VARIES, / <1 <J ,.j 
SEE FOOTING TABLE 

(SEE F~07 &J-3788) ___/ .6 D p 

POUR CONCRETE, 
INCLUDING CYLINDER 

<1 Ll 
3,000 PSI MONOLITl-IIC ~ 

Ll .6 <J ,.j 

(4) 518" NON COATED ~ • --=-- ---: : ~ .-:-: - f-- ' - --;- ~ ~ ,-~.- • • -.. 

REBAR / ,: ~ • ~ '< ... 

6" DEEP CONDUCTIVE 
CONCRETE ELEVATION ~-'----

- GALVANIZED TIES 

POLE TYPE 
FOUNDATION BOLT CIRCLE PRECAST SLAB 

SIZE DIAMETER TYPE 

TYPE "5-1 a" POLE 2'x2'x5' 10" 1B"SQUARE 

STREET LIGHT POLE 2'x2'x5' 15" 21"SQUARE 

TYPE "S-14A" POLE 2'x2'x5' 15" 21"SQUARE 

TYPE "M-2A" POLE 3'x8'x5' 15" 21"SQUARE 

TYPE "M-3" POLE 3'x9'x5' 15" 21"SQUARE 

NOTES: 

1. INSTALL ONE EXTRA 2" BEND IN ALL POLE FOUNDATIONS THAT ARE TO 
HAVE A CONTROLLER OR MAST ARM ATTACHED, OR WHEN DIRECTED BY 
Tl-IE ENGINEER. THE EXTRA BEND SHALL BE CLOSED WITH PIPE CAPS. 
HOWEVER, ANY FOUNDATION MUST HAVE A MINIMUM OF THREE ELBOWS. 

ANCHOR BOLT 
ASSY. 

314" DIA. (ASSY "D"} 

1" DIA. x 44" LONG 

1" DIA. (ASSY "C") 

1 1/4" DIA. (ASSY "B") 

1 1/4" DIA. (ASSY "B") 

COASTAL STORM FOUNDATION 

1 02/2013 GPI REPLICATED IN CADD 
I--=0-+~02/2=0.:..:13+D:;.;R+:..:.NY.:....:C~D;.::O..:..T..::.C:...::REA::...:..:.T=ED:;..._ _______ --I 3/-4" = 1,_0• F-010 
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,---1 •. ---1 ---w-----~-.--. 1- 1 
I .... •·• •·• .... I 

-, 

-f-

-f-

_L 

I 2'-<l' I 

n 
II 
II 
II 

I n 
II 
II 
II 

I 

I 

II II !I 
c===F=~~~~~~~~~~~= ===~ ~ 

111{'1!~> <~\ \\\CJIII ~-"II 1111 • 1111 

1111 0 1111 [ 
IIIII Q: --~!ll--- -:::J A'W I 1111 --v ,1rr--- ~, 

~~~~~> <~ ~~~~ I 1111 • 1111 
IIIR" ':>lj ,)Ill 

II BOLTCIRCLE II 
u U 3/8" REBAR 

L (EXISTING 4'x4' CONCRETE FLAG) _j 
-------------------

4" DIA. x48" LONG PEDESTAL POLE 

~-- STEEL FLANGE BASE 

VIEW"A-A" 

TYPICAL 2'x2' FOUNDATION 

NOTES: 

1. FOOTING IS FOR SHALLOW DEPTI-liNSTALLATION ONLY. 

2. FOR TYPICAL 2'x2' FOUNDATION, DRILL HOLES IN EXISTING CONCRETE 
AND INSERT 318" REBAR PRIOR TO POURING CONCRETE. 

3. MONOLITIC 4'x4' FOUNDATION DOES NOT NEED REBAR. 

3/B"REBAR 

314" CONDUIT 

4'-0" 

-.-r--------------------------------------. 
I 

2'-8" 

I 

(NEW 4'x4' CONCRETE FLAG) 

_L_~------------------------------------~ 

VIEW"B-B" 

TYPICAL 4'x4' FOUNDATION 

0 04/2012 GPI REPLICATED IN CADD 

ACCESSIBLE PEDESTRIAN SIGNAL {APS) 
FOUNDATION 

F-011 
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MAST ARM LENGHT (ft) •N (ft) "B" (ft) ·c" (in) 
25'T035' 7 3 15 

40'TO 50' 8 ~112 18 

·e· 

·e·.a· 

VERTICAL REBAR 

r 2"-11 112" x 2" HIGH HEX NUT 

~ 2" SPLIT LOCK WASHER 

~ Z" FLAT WASHER 

~ 2"-11112"x12"LONGSTUDBOLT, fTll FULLY THREADED 

~~ 2"-11112"x8"LONGHEXCOUPLING 

~I fOUND. 
&POLE 

2"-11112x12"LONGTHREAD ~ 

Eb8!:i 

OUTLINE OF POLE BASE 

TOP OF CURB OR SIDEWALK \-~--:--.Jf»~·±-;l'n~~Jiil+.tt:J:::jii:4...--:-:-~---
! ' .- ·+: ~ ' ' 

l-4 <1 

<J 

21 

" 
<1 

TOP OF FOUNDATION 

. ' 

"' '~ .4 ' 

~ ~ 
"""""- ' 
<J 

~ .4 
<J .4 

---------- (4)2"DIAx81"LONG ANCHORBOLTS, ------::- I- --- FULLY GALVANIZED 

<J 

" <1.. ..-:l . 

" 
<1 

ELEVATION 

<J 

_l_ 
" {, 

T 

NOTES: 

1. ANCHOR BOLTS, NUTS AND WASHERS SHALL COMPLY WITH ASTM 307 STANDARD. 

2. REINFORCEMENT IS NOT REQUIRED FOR POLES SUPPORTING MAST ARMS UP TO 35'. 
WHEN REQUIRED, IT SHALL BE 40,000 PSI AND COMPLY WITH ASTM 815 STANDARD. 
VERTICAL REBAR LENGTH SHALL BE "A"-1 FEET. HORIZONTAL REBARS SHALL BE 
VERTICALLY SPACED 12" OFF-CENTER. ALL REBARS SHALL BE SIZE 5 (518" DIAMETER). 
REBAR CAGE SHALL BE CENTERED IN THE FOUNDATION. 

3. CONDUITS SHALL BE 2" OR 3" AS PER ENGINEER. INSTALL ONE EXTRA BEND IN ALL POLE 
FOUNDATIONS THAT ARE TO HAVE A CONTROLLER OR MAST ARM ATTACHED, OR WHEN 
DIRECTED BY THE ENGINEER. THE EXTRA BEND SHALL BE CLOSED WITH PIPE CAPS. 
HOWEVER, ANY FOUNDATION MUST HAVE A MINIMUM OF THREE ELBOWS. 

2" -

8"x8"x1" PLATE 

"J 1fl' 

ANCHORBOL T DETAIL 
(4 REQUIRED PER POLE) 

0 1112013 DR CREATED 

NYSDOT REGION 10 
TRAFFIC SIGNAL POLE FOUNDATION 

1/2" = 1'-0" F-012 
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TIE ROD FINIAL, 
SEE DETAIL "D" ON 
DWG P-001_2 

~------ SEE DETAIL "G" ON DWG P-001_2 

I· 29":t CIA. ·I 
FRONT ELEVATION 

APPROX. WEIGHT OF BASE CASTING 
(BOTH HALVES): 300 LBS. :t 

SCALE: 318"=1'-0" 

"--- MAST ARM CAPITAL 
SEE DETAIL "C" 

(2) 5/8" DIA. X 21'-6" LONG LOW All.OY • HIGH STRENGTH 
STEEL TIE RODS (NOT IN CONTRACT) 

MAST ARM 3" STANDARD LOW 
ALLOY- HIGH STRENGTH STEEL 
PIPE (APPROX. 20'-0" ALONG CURVE) 
(NOT IN CONTRACT) 

65'-0"± RADIUS 

APPROX. 615116" ACROSS FLATS AT BOTTOM OF CASTING 
(APPROX. 7 1/2" ACROSS ROUNDED CORNERS) 

~-- OCTAGONAL STEEL SHAFT (LOW ALLOY HIGH 
STRENGTH STEEL) 8 1/2" ACROSS FLATS AT 
BOTTOM OF SHAFT, APPROX. 9 3116w ACROSS 
ROUNDED CORNERS (0.14" TAPER PER Foon 
(NOT IN CONTRACn 

REFERENCE DRAWINGS: 

M-2 MAST ARM ARRANGEMENT DRAWING -- ·-- ·-- ·-- ·-- ·-- ·-- ·-- ·-- MA-001 
M-2 MAST ARM ASSEMBLY DRAWING ·-- ·-- ·-- ·-- ·-- ·-- ·-- ·-- ·-- ·-- MA-002 
M-2 MAST ARM DETAILS OF PARTS ·-- ·-- ·-- ·-- ·-- ·-- ·-- ·-- ·-- ·-- • MA-003 
THE ROD ELBOW AND SIGNAL SUSPENSION CASTING DETAILS---------- MA-004 
DETAILS OF "M-2A" POLE TRANSFORMER BASE - ·-- ·-- ·-- ·-- ·-- ·-- ·-- MA-008 
"M-2A" POLE ANCHOR BASE-BOLT COVER AND SPRING NUTS DETAILS ·-- • MA-009 

NOTES: 

1. BASE COVER ORNAMENTAL CASTINGS FOR THE "M-2A" SHAFT SHALL BE 
CAST IRON. 

2. CAPITAL TIE ROD FINIALS & POLE TOP FINIALS SHALL BE ALUMINUM. 

3. BASE COVER EXTENSION TO BE OMITTED ON wM-2Aw POLE WITH N.Y.C. 
TRAFFIC CONTROLLER CABINET. 

• 
!a 

~ 
~ 

CABLE 

STEEL TRANSFORMER 
BASE (EXISTING) 

~ .. 
~ 
w 
I!! .. 
~ 
0 

" ;! 
" 0 

" ~ 
1.1 

TRAFFIC SIGNAL ASSEMBLY 
(NOT IN CONTRACT) 

2 PIECE (WRAP AROUND) 
CAST IRON ORNAMENTAL 
BASE COVER 

(4) 1" HALF ROUND DRAINAGE 
NOTCHES LOCATED 90 DEGREES 
APART AT GRADE LEVEL 

I!! I!! z z 
5 5 
0. 0. 

:z :z 
ii1 ii1 
~ ~ 

~ ~ 
~ 0 
~ ~ 

TRANSFORMER BASE (18":t SQUARE) 
(TYPE "M-2A") 

0512011 GPI REPLICATED IN CADD 

SIDE ELEVATION 
SCALE: 314" 1'-0" 

SECTONA-A 
SCALE: 314"=1'-0" 

~-- CONTRACTOR TO CAULK 
TOP OF BASE IN FIELD 

BASE COVER EXTENSION 
SEE DETAIL "B" & NOTE 2 

BASE COVER 
SEE "DETAIL N 

,--- ACCESS DOOR 
SHALL BE HINGED 

"--- (4) 1" HALF ROUND DRAINAGE 
NOTCHES LOCATED 90 DEG. 
APART 

"M-2A" POLE WITH CAST IRON CASTING 

& 20' TRAFFIC SIGNAL MAST ARM 

I-"0-+.:::031::.;1.:::99::o3-+-'C"'H+'L:::D-c:1.:::06:::Sc::C::.:R:EA.:.:T.=ED::_ _______ --l AS NOTED LD-1065 P-001_1 
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5116" CIA. 
THROUGH HOLE 6 3/8"± 

~~~ 
~ I· 17116"± 

TIE ROD ARM FINIAL 
DETAILD 

10 1/4" ±CIA. 
1·51/2"± DIA~ I 

~~-- (3) 114"· 20 TAPPED 
HOLES AT 120 DEG. 

4 3/4"± 

I· 
915116"± 

·I OCTAGONAL 

I· 11 1/8" ± CIA. 

2 PIECE WRAP BASE EXTENSION 
DETAILS 

"-- 5116"-18 TAPPED 
HOLES (1 PER LUG) 

NOTES: 

1. ALL ORNAMENTAL CASTINGS FOR THE "M-2A" SHAFT (BASE COVER, 
CAPITAL, TIE ROD FINAL, POLE TOP FINAL, ETC.) SHALL BE CAST IRON. 

2. BASE COVER EXTENSION TO BE OMITIED ON "M-2A" POLE WITH N.Y.C. 
TRAFFIC CONTROLLER CABINET. 

---.-------- POLE TOP FINIAL 
DETAIL F -j ~I••--1_31_4"_±_D_IA_. 

rJb~~~~~~~~~~~7-- 112"-13TAPPED HOLE (1 PER LUG) 

~1 ______ ,._,_M_ .. _. ___ ·~I 

---------

I. .I 1-
15 718" ± 

29 518" ±CIA 

2 PIECE WRAP BASE ACCESS DOOR DETAIL 

DETAIL A 

·I 

FINIAL FLOWER 
DETAILG 

___J 3"± 

I CIA. 
---.----.--

----1 

I· 71116". ·I 
OCTOGONAL 

5 112"± CIA. 

~ 

(4) 3/8"-16 TAPPED fc 
HOLES AT 90 DEG. ~ 

~ 

BOTTOM PORTION OF POLE TOP FINIAL 
DETAILE 

0512011 GPI REPLICATED IN CADD 

9 5116" ±CIA 

8 112" ± OCTAGONAL 

(4) 3/8"-16 TAPPED HOLES 
AT90 DEG. 

~-- 5116"-18 TAPPED HOLE 
(1 PER LUG) 

/"""-- 318"-16x10" LONG SQUARE OR 
HEX HEAD THROUGH BOLT 
(1 112" THREADED) 

2 PIECE WRAP AROUND CAPITAL 
DETAILC 

"M-2A" POLE WITH CAST IRON CASTING 

& 20' TRAFFIC SIGNAL MAST ARM 

I-"0-+.:::031::.;1.:::99::o3-+-'C"'H+'L:::D-c:1.:::06:::Sc::C::.:R:EA.:.:T.::ED::.._ _______ --l11/2' = 1 '<l" LD-1068 P-001_2 
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---.---.------ RIBS, 1 PER CORNER 
PER SECTION G-G, AND 
3 PER SIDE SECTION H-H 

0.156" WALL 6063-T52 
ALUM ALLOY 

STAINLESS STEEL 
HINGE WITH 
(6) 3/16" STAINLESS 
STEEL RIVETS 

A-356-T6 CAST ALUM 
ALLOY PERMANENT 
MOLD BASE 

SHALLOW 
REINFORCING 
RIBS AT SIDES 

DEEP 
REINFORCING 
RIBS AT CORNERS 

SECTION C-C 
N.T.S. 

117/16"DIA. 

MINIMUM TELES 
OF SHAFT-1" 

SECTION D-D 
SCALE: 6" -1'-0" 

COPE 

REMOVABLE 
DOOR 

1 314" 

ADAPTER PLATE 

IN ADAPTER PLATE 

t 

t 

41/8" 

2 318" 

SECTION E-E SECTION G-G 
SCALE: 6" -1'-0" SCALE: 6" -1'-0" 

--lsc:-- - -- - -- ---------. 

1C cy SLOTTED HOLE 

,_~ 8112"x9 7/8"x13 1/4" REMOVABLE 
DOOR, A-356-TB CAST ALUM ALLOY 

I I 
PERMANENT MOLD 3/8" 

I I 
~ I I A33706, 318" THICK GROUNDING PAD ~ 

I I WELD IN CENTER OF SIDE WALL 
(ALONG 1" EDGE ONLY) AND 

I I DOSSERT #TGC-8-50-BBNT -8N GROUND 
STUD WITH BRONZE LOCKWASHER 

I ' . 
' ' 

I 

rs L_ ' BY ' ' 
' ' 
' ' 

FRONT VIEW OF BASE AND POLE 
N.T.S. 

11" 

TOP VIEW OF BASE AND POLE 
N.T.S. 

2 0512011 GPI REPLICATED IN CADD 
10/2004 JH REVISED HINGED DOOR 

0 07/1980 ML 10174S CREATED 

1/4"-20 ST. STEEL SOCKET 
HEAD CAP SCREW 
(FOR INSIDE DOOR LATCH) 

TO BE VOID OF ALL SHARP 
EDGES ON OUTSIDE OF BASE 

NOTE: 

SECTION A-A 
N.T.S. 

1. THE NAME OF THE MANUFACTURER. 

2. SHALL BE POWDER COATED WITH GRAY FED 
COLOR 5958 #26373 

2 1/2"x1/2" STEE 
GALVANIZED 

NOTE 1)AND ---tt-- NYC NAME (SEE 
YEAR OF MANUF 
TO BE STAMPED 

ACTURER 
ON PAD 

~ 1118" 

I "'-
k_ I ' 

I 
I '-
I 

1118" 

: ;! 

' I £! ~ . 
~ I -~ ~ 

/ "' I 
I 
I 

DETAIL OF ANCHOR CLEATS 
SCALE: 6" = 1'-0" 

11/16" 

STANDARDANCHORBOLT J= ~/4" 
ASSEMBLY (3 REQ'D. PER £!:! 
POsn STANDARD STUD BOLT .,... 
3/4w CIA., NUT AND PLAINWASHER 518" 
HEX. BOLT COUPLING AND 
314""L" BOLT (TO BE SUPPLIED BY ~ 
THE DEPARTMENT OF TRANSPORTATION) 

1/2" 

----1 I· 
SECTION F-F 

ANCHOR CLEAT 
3REQ'D 

SCALE: 6" = 1'-0" 

(SEE DETAIL) 

10" CIA. BOLT CIRCLE 

"---- ADAPTER PLATE-A 356-TB 
CAST ALUM. ALLOY 

"---- 117/16" CIA OPENING 
4 0512011 GPI REPLICATED IN CADD 
3 10/1970 PC REDRAWN AND REVISED 
2 12/1966 ADB REMODIFIED TRANSFORMER BASE 

05/1965 N/A MODIFIED TRANSFORMER BASE 

BOTTOM VIEW OF RIBS 
SCALE: 6" = 1'-0" 

SECTION H-H SECTION J-J 
SCALE: ew = 1'-0" SCALE: 6" = 1'-0" 

NYC TRAFFIC SIGNAL POLE "S-1a" 

SECTION B-B 
N.T.S. 

I-"0-+.:::051::.;1.:::965"'--.::D:::SH+-'L:::Dc::68:::S:..:C::.R:::EA:..:T:..:E:::D ________ --l AS NOTED LB-101745 
LD-68S 

P-ll02 
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I 
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318w CIA. HOLE ~ 

I 
FORGALV. 

1\ 
I / 

L I 

I ~ 

1\, ~ 

t ~I 1/8" 

6.360~:~8 

9116" CIA. 
(4) HOLES 

CONTINUOUS 
WELD (TYP.) 

PLATE TO BE 
MOUNTED FLUSH 
AGAINST SHAFT 
EXTENSION 

DO NOT WELD 
THIS AREA 

ELEVATION OF SHAFT EXTENSION 
SINGLE ARM TYPE 

SCALE 1 1/2""' 1'-0" 

5/16"THICK 

SECTION C·C 
SCALE 11/2" 1'-0" 

1114" CIA HOLE IN POLE PLATE 
1 1/2" CIA HOLE IN SHAFT EXT 
ROUNDED EDGES. (HOLES TO BE 
CONCENTRIC) 

MODIFIED TYPE 6'-0"x7'-6" BRACKET 
ARM AS PER STREET LIGHTING STD 
DWG # J-3951 (N.I.C.) 

RELOCATED EXISTING CAP USING 
EXISTING S.S. BOLTS 

/"-- FOR TWIN ARM CONSTRUCTION 
WHERE REQUIRED 

~-- {3) 112"-13 TAPED HOLES AFTER GALV 

~-- PIERCE 1" CIA HOLE IN SHEET 
BEFORE BENDING, 3 PLACES 

"--- ORIENTATION OF 
WELD IS OPTIONAL 

~-- STD POLE PLATE AS PER 
STREET LIGHTING STD 
DWG # E-3728 MILD STEEL 

BOLT BRACKET ARM TO SHAFT 
EXTENSION WITH {3) 112"-13 MACH. 
SCR. 11/2" LONG WITH LOCKWASHERS 
(N.I.C.) 

-~-- SLIDE SHAFT EXTENSION 
IN BETWEEN EXISTING 
TRAFFIC POLE AND CLAMP 

DETAIL "A" 

_/-- EXISTING CLAMPS ON TRAFFIC POLE 
SHAFT FOR MOUNTING TRAFFIC MAST 
ARM 

ASSEMBLY VIEW SINGLE ARM 
SCALE: 112""' 1'-0" 

,. 
~-- TOP OF WASHER 

112"-13 UNC-2B 

DETAIL "B" 

r---------- EXISTING BOLT 1/2"-13x1". ALL 4 BOLTS ARE TO 
BE PLACED TO THIS POINT PRIOR TO 
INSTALlATION OF CAP. AFTER CAP IS IN PLACE, 
4 BOLTS SHALL BE TURNED ALL THE WAY IN. 

DETAIL OF EXISTING CAP 
RELOCATED TO THE TOP 

OF SHAFT EXTENSION 
SCALE 1112" -1'-0" 

TOP OF EXISTING 

TRAFFIC POLE"-,~-.-4,--.-

DETAIL "A" 
SCALE 1112" 1'-0" 

SECTIONA·A 
SCALE 11/2" = 1'-0" 

2 0512011 GPI REPLICATED IN CADD 

----- TOP OF WASHER 

"---l. LOOSE WASHER 
SEE DETAIL "Bw 

END OF SHAFT 
EXTENSION 

11/2006 NJ REDRAWN FROM BUR. G&E. DWG. H.Q159 

INSTALlATION INSTRUCTIONS FOR SHAFT 
EXTENSION FOR "M-2A" POLE 

THE PROCEDURE SHALL BE AS FOLLOWS: 

1. PLACE SECURE TEMPORARY CLAMP UNDER 
TOP TRAFFIC POLE CLAMP "02" AND "82". 

2. REMOVE "B2" HALF CLAMP FACING SIGNAL. 
3. RELEASE LOAD FROM POLE BY MOVING BACK 

CLAMP "02" AND CROSS ARM TOGETHER WITH 
TIE RODS ETC. SUFFICIENTLY TO PERMIT 
SHAFT EXTENSION TO SLIDE ON (USING 
SUFFICIENT RIGGING). 

4. SLIDE SHAFT EXTENSION IN PLACE AND DRIVE 
DOWN TO TOP OF TEMPORARY CLAMP. 

5. RELAX BACK CLAMP "02" AND CROSS ARM 
TOGETHER WITH TIE RODS ETC. TO ORIGINAL 
POSITION. 

6. REPLACE HALF CLAMP w92• FACING SIGNAL 
AND TIGHTEN BOLTS SECURELY MAKING SURE 
SHAFT EXTENSION IS SQUEEZED TIGHT 
AGAINST. 

7. REMOVE TEMPORARY CLAMP UNDER "02" AND 
"B2" AND ALL OTHER RIGGING. 

IN NO WAY SHALL THIS TRAFFIC POLE BE 
DISTURBED EXCEPT AS SPECIFIED ABOVE. 

NOTES: 

1. MArL OF SHAFT EXTENSION: LOW ALLOY HIGH 
STRENGTH STEEL, CORTEN, NAX, MAYARI, OR 
EQUAL. 

2. HARDWARE: FURNISH 4 WASHERS {DETAIL "B") 
WITH EACH SHAFT EXTENSION, MArL: AL-6061 
ORAL-1100. 

3. FINISH: SHAFT EXTENSION AND POLE PLATE 
ASSEMBLY TO BE HOT-DIPPED GALV. AFTER 
FABRICATION. 

4. NO HARDWARE OTHER THAN THE 4 WASHERS 
IS REQUIRED WITH EACH SHAFT EXTENSION. 

5. N.I.C.: NOT IN CONTRACT. I.E. NOT FURNISHED 
WITH SHAFT EXTENSION. 

6. FOR ALTERNATIVE TO DETAIL "A", SEE DWG 
J-5255. 

7. FOR 151/2" SHAFT EXTENSION SEE DWG P-004. 

7' SHAFT EXTENSION FOR "M·2A" POLE, 

SINGLE & TWIN TYPES 

SCALE: 6"- 1'-0" I-"0-+"'03/'-'1"'973"'---'C"-P+-1:::::434=7S::.:C:::R.:::EA::..:T.:.:E:::Dc_ _______ --l AS NOTED LB-143478 P-ll03 
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314" 

0 

SIMPLEX PLATE 

NYOVAL2003 

SPACER PLATE 

,,. 

ELEVATION 

151/2" 

EXTENSION SHAFT 

LOWER SLEEVE 

(4) 1/2"-13 UNC X 1" LONG HEX. 
HEAD STAINLESS STEEL BOLT 
AND LOCK WASHER 

SECTION D-D 

@ 

CAP 

6314" OCT 

17 
6114" 

l_ 
-c- I 

,.'... -.---

SECTION A-A ~ ~ 
~ 

~ 
SECTION B-B 

-'---
9116 DIA HOLES 
(4 REQ'D) 

LOWER SLEEVE 

PLATE 5116-x4 1/2" -~-
BENT AS SHOWN ---. .. ,,,, ~ 

IDENTIFICATION 
STAMPED IN PLATE ~ 

f-

r ~ ;; 
~ 

~-
b' 

,___/ 

~ 
,.....,..., 

t-

't< 
-

~ 
r 

----

1-.-- ~ 

~ 
.. 

~ 

-

I'- 11/4" D lA. WIRING ACCESS 
EDGES DEBURRED 

AND OUT) 
HOLES ( 
INSIDE 

1/2"-13 UNC TAPPED 
HOLES (4 REQ'D) 

SIMPLEX PLATE 

3D VIEW 

N.T.S. 

-

$ 
~ 

~ 

-

--q -

r:--

+ v I 

rk 
I 

r---

1-
~ 
~ 

,_ 

TO 
51 

(3) 9116" DIA. HOLES 
MATCH HOLES IN 

MPLEXPLATE 

T 
SPACER PLATE 

0512011 GPI REPLICATED IN CADD 
0 1112006 NJ LC-5248 CREATED 

6114" OCT 

SECTIONC-C 

1 112" DIA. HOLE 
ROUNDED EDGES 

114"THICK 

6 318" OCT. INSIDE 

112"-13 UNC 
TAPPED HOLES 
(4REQ'D) 

EXTENSION SHAFT 

NOTES: 

1. MAT'LSTEELSTEELASTMA36. 
2. SHAFT EXTENSION TO BE HOT DIPPIED GALVANIZED 

AFTER FABRICATION TO ASTM A123. 
3. FORT EXTENSION SEE DWG P-003. 

15-1/2" SHAFT EXTENSION FOR "M-2A" POLE 

LC-5245 P-ll04 
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i v 
I I 'M' 

~~ I (lll 

SIGNAL POLE \ I 

I 

I 
i' 

I 

I 
I 

I 
I 

I I 
TAP POLE FOR 

1112" PIPE/CHASE NIPPLES 

I 

~ ;\ 

I 

I 

I 

I 

I 

I 

I 

I 

I 

CONTROLLER 
CABINET 

PARTS LEGEND -CALL ALUMINUM) 
(FURNISHED BY CONTRACTOR) 

"G"- 1 112" CHASE NIPPLE (DWG SE-009) 
"H"- 1112" X 11/2" LG PIPE NIPPLE (DWG SE-012) 
"I"- 1112" PIPE LOCKNUT (DWG SE-010) 
"K"- NEOPRENE SEAL GASKET (SEE NOTE 4) 
"L"- INSULATED THROAT BUSHING 
"M"- TOP MOUNTING BAND (DWG P-006 OR P-007) 
"N"- BOTTOM MOUNTING BAND {DWG P-006 OR P-007) 

~-- DRILL 7/16" DIAM. HOLES FOR (4) 318" CARRIAGE BOLTS-
11/4" LONG WITH LOCK WASHER, HEX NUT, AND ACORN NIJT 
EACH (All STAINLESS STEEL- TYPE 304). FORCE BOLTS 
INTO THE HOLES TO OBTAIN COMPLETE BEARING FOR HEADS, 
FASTENERS FURNISHED BY CONTRACTOR. 

I / TERMINAL PANEL 

v TERMINAL PANEL 

'K" 8'] 
'G" 

'K" 

y'L" 
;----- CONTROLLER CABINET 

I 

~·~·I 
'P--~......C~-

'N" 
I 

I I 

I 

I 
I 

I 

~ 
I 

SECTION "A-A" 
SCALE: 1 112" = 1'-0" 

NOTES: 

SECTION "B-B" 
SCALE: 1 1/2" -1'-0" 

1. ALL PIPE THREADING TO BE STRAIGHT MACHINE 
THREADING- 11 112 THREADS PER INCH (CLASS 2 FID 

2. ROUND BOTH INSIDE EDGES OF AL PIPE NIPPLES AND 
CHASE NIPPLE. 

3. CONNECTION STRAPS TO BE 1 1/2"x1/4w OF ALUMINUM 
ALLOY 6063-T52. 

4. NEOPRENE SEAL GASKET SHALL BE 
2 112" O.D. x 2" I.D. x 118ft THICK 

TRAFFIC 
SIGNAL POLE 

CURB 

I 
19' 

I 11---___ 21_" --~-11 I 21" I 

-~rr===========~ rr==l=========j]ll -e-rr== I========;]· I -c-

--

ct. 
I 
' 

~ 

i 

I <Ill 
' 

I 
' 

=~ ' ----1 

I 

x-: 
' 

I 

TOP OF SIDEWALK 

( 

CABINET ELEVATION 
SCALE: 1"- N.T.S. 

TRAFFIC CONTROL TRAFFIC CONTROL 

NEW YORK CITY NEW YORK CITY 

00 

------ 00 ------------
------TYPE 6 (15"Dx19"Wx35"H) ---------=== 

~======~,-~ 

TYPE 8 (15"Dx21"Wx43"H) 

ASTC CONTROLLER CABINETS 
SCALE: 1"- 1'-0" 

1 0512011 GPI REPLICATED IN CADD 

TRAFFIC CONTROL 

NEW YORK CITY 

00 

------------=== === 
~======~--

TYPE 12 (15"Dx21''Wx49"H) 

MOUNTING ASTC CABINET 

ON TRAFFIC SIGNAL POLE 

I-"0-+.:::0312=00::.7-+'J"'H-+'L=B.:.:12=39:::5S=:C:.:REA=T:::ED:_ _______ -I AS NOTED LB·12395S 
LG-49-S 

P-ll05 
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r 1/2"1DENTIFICATION MARKS 
TO BE STAMPED HERE 

u 

w 

X 

y 

N 

I 

5 0612011 
4 02/1976 
3 02/1976 
2 03/1976 ........ 1 02/1976 
0 02/1976 _. ,._,. 

MBAND u v w X z TYPE y 

A 31/2" 511/16" 8 7116ft 10 7/16" 11 15116" 8 3116" 

B 3 3/8" 5112" 81/8" 10 118" 11 518" 7718" 

c 3114" 5" 7718" 9718" 11 318" 7 5/16" 

D 31/8" 4 15118" 7 1/2" 91/2" 11" 71/8" 

X (lEE NOTE 3) 
211/16" 4318" 61/2" 8 1/2" 10" 61/4" 

NOTES: 

1. ALL BANDS TO BE FABRICATED FROM 1 1/2"x1/4"1YPE 6063-T52 ALUMINUM ALLOY 
2. ALL DIMENSIONS± 1/16" 
3. BAND FOR MOTOROLA BOX 

GPI REPLICATED IN CADD 
N/A LB-1364-S CONTROLLER CABINET MOUNTING BANDS 
N/A LB-1363-S FOR "M-2A" POLE 
N/A LB-1362-S 
N/A LB-1361-S 
GS LB-1360-S s· = 1'-0" LB-1360-S, LB-1361-S, LB-1 

P-ll06 
362-S, LB-1363-S, LB-1366-S 
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1/2" IDENTIFICATION MARKS 

~ TO BE STAMPED HERE 

SBAND w X y z TYPE 

A 5314' 73/4w 91/4" 2518' 

B 5 7/16" 7 7/16" 815116" 21/2" 

c 5118" 71J8w 8 518" 2 5116" 

D 5' 7' 8 1/2" 2114" 

w 

N r I 1 112" -
I I 

-'- ./ ' NOTES: 

I I 
1. ALL BANDS TO BE FABRICATED FROM 1112"x1/4w TYPE 6063-T52 ALUMINUM ALLOY 

X 2. ALL DIMENSIONS ± 1116w 

y 

CONTROLLER CABINET MOUNTING BANDS 
FOR "5·1a" POLE 

3 0612011 GPI REPLICATED IN CADD ........ 1 02/1976 N/A LB-1366-S 
0 02/1976 JV LB-1365-S CREATED 6" = 1'-0w 

LB-1365-S 
P-ll07 _. ,._,. LB-1366-S 
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1s• DIA. 

FOR REMOVAL ONLY 

TYPE "8" MODIFIED POLE ........ 1 0512011 GPI REPLICATED IN CADD 
0 06/1953 JWS LG22-5 CREATED _. ,._,. 1112. -1'-0ft LG-228 P-ll08 
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2 7116" 

7/8" 

12 718" 

81/8"±1132" 

1 1/2" 27132" 

I 

N.~."'TY 
MFR',NJ E 

B 

45132" 

PLAN VIEW OF SHOE BASE 
SCALE: 6"= 1'-0" 

SYMMETRICAL ABOUT ct 

•• 4 .. I 
I 

I 

I 

I 

318" 
I 

I 
I 
I 
I 
I 
I 
I 
I 
I 

/'C-- THIS SURFACE TO BE 
FLAT SMOOTH AND AT 
RIGHT ANGLES TO 
VERTICAL CENTER LINE. 

15116" (REF.) 

4318" 

I 2 5132" I 

~----~--- -,,___,.----

R1'-5 11/16" 

-'--+-- SQUARE HOLE TO BE 
CENTERED IN ROUND 
HOLE (lYP.) 

I 

N.Y.IITY ,f. 
aao MFR'SI NAME 

R 5/16" -~..___ 

I.D. DETAIL (SEE 
ALTERNATE LOCATION 
IN PLAN VIEW.) 

BOTTOM VIEW OF SHOE BASE 

I.D. DETAIL ALTERNATE 
LOCATION ,---------------~....-----------, 

DETAIL "A" 
(:1 PLACE§l 

SCALE: 2""' 1" 

FOR REMOVAL ONLY 

SCALE: 6"= 1'-0" 

NOTES: 

1. ALL UNMARKED DRAFT TO BE 2 DEG. MATERIAL-ALUMINUM 
ALLOY A-356-T6 SEMI-PERMANENT OR PERMANENT MOLD 
CASTING. FINISH AS CAST. TOLERENCE UNLESS OTHERWISE 
SPECIFIED TO BE ±1132." (4) 1"-8 H.D. GALV. STEEL BOLT ASS'YS. 
SHALL BE FURNISHED WITH EACH SHOE BASE: BOLT DESIGN AS 
SHOWN IN DETAIL 

2. SEE P-009_1, P-009_2, AND P-009_3, FOR IDENTIFICATION 
DETAILS AND LOCATION NOTE. 

3. SEE DRAWING P-009_3 FOR SECTION wB-8, w we-e, w wD-D, w & BOLT 
DETAIL 

3 05fl011 GPI REPLICATED IN CADD 
SHOE BASE FOR TYPE 10 LAMP POLE 

2 10/1964 N/A H-5010(10) REVISION 
07/1963 N/A H-5010(10) REVISION 

I-"0-+.:::051::.;1.:::963"'---I-'R.::.P-+'H-"-5:::0c:;10:>.1:.::0'-'C:::.R:::EA:..:T:..:E:::D _______ --l AS NOTED H-5010(10) P-009_1 
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R1'-8" 

2 518" 

5114" (4 PLACES) 

51/4" 

POSITIONING BOSSES 

~~I ,. 
3!1B"TYP. BACKANo '-j I ~ 

SIDES 1 

HOOK LUG ON 
DOOR ( 2 REQ'D) 

I 

318" FrGE ON DOOR HINGE 

3" 1 1/2" 

5718" 

NO DRAFT ON 
THIS SURFACE 

HALF SECTION "A-A" 

1-118" DIA., 4 HOLES, 
CAST PLUS 3" 
DRAFT PER SIDE 

~ 
M 

~ 
~ 

TOP OF LUG TO SLOPE 
UPWARD TOWARD 
CORNER 12" DRAFT 
AROUND SLOTTED 
HOLE FOR BODY 

REST OF TOP OF LUG TO 
HAVE 15" DRAFT 
BOTTOMS OF LUGS TO BE 
FLUSH WITH THE 
BOTTOMS OF THE SIDES. 

---yc 

111W 

~--------''-~7_m_·-+------------~~! 
I 7"0PEN 

I~ 

, __ ,_ ___ --./! i 
~ 

4 5132" REF. ~ 
85116" REF. 

TOP OF BASE 

"'· / 

R1'-511/16" 

R29132"BOSS 
ON UNDER SIDE 
OF FLANGE 

THIS SURFACE AND 
MATING SURFACE 
TO BE FLAT 

=--.----,- - - - ---c_t=_ --::r_ ~\ 

1/2'-13x1-114" LG. ST. STL. 
1 BUTTON HEAD SOCKET 

SCREW WITH UPSET END 

or----------+ DOOR THICKNESS 5132" 
EXCECPT 114"x1w THICKNESS 
BORDER AROUND PERIPHERY 

5132" 

1W EDGE OF COVER ~ 
ALTERNATE LOCATION 
FOR YEAR AND 
MANUFACTURE'S 
NAME (3116" LETTERS) 

I 

@ ~" I ~ ,4> '<&. 

I 

' 

~ 
I 

¢, .. ~· I 

3 314" 

3 1/4" 

LUG FOR ANCHOR BOLT SECTION C-C 

DRILL & TAP 5/16"-18 THRU 
FOR GROUNDING STUD 

FOR REMOVAL ONLY 
6 0512011 GPI 
5 07/1974 N/A 
4 01/1973 N/A 
3 04/1968 N/A 
2 03/1965 N/A 

01/1965 N/A 
0 07/1964 JSB 

REPLICATED IN CADD 
H-5010 11A REVISION 

SECTION "B-B" 

NOTES: 

1. SEE DRAWING P-009_3 FOR SECTION DETAIL "E", SHIM DETAIL, 
SECTION THRU POSITIONING BOSS, SECTION AND BEVELED 
WASHER AND IDENTIFICATION DETAIL. 

2. MATERIAL: ALUMINUM ALLOY #A-356-T8. 
3. PERMANENT MOLD CASTING. 
4. FINISH AS CAST. 
5. ALL DRAFT ANGLES TO PARTING LINE TO BE 3 DEG. 
6. TOLERANCES ON DIMENSIONS TO BE :t1132", UNLESS 

OTHERWISE SPECIFIED. 
7. FURNISH {4) BEVELED WASHERS WITH EACH TRANSFORMER 

BASE. WASHERS TO BE SHAPED TO FIT SLOPE OF INTERNAL 
LUGS. 

TRANSFORMER BASE FOR TYPE 10 LAMP POLE 
CLARIFIED BOLT LUG & SECTION B·B 
CHANGED LATCH 
CHANGED DOOR RADII & PAD DIMENSION 
(4) 11/8" DIA HOLES WERE 11/16' DIA 
H-5010 11A CREATED H-5010(11A) P·009_2 
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1/8" 

R1132" 

l 
SECTION "C-C" 

SCALE: 6" = 1'-0" 
SEEDWGP-009_1 FOR NOTES 

I 

~ ljl 

1 314" DIA. :t .010" -------.J j 

SQUARE SINK ON -----;--::=H~Ll'J.I:" 
BOLTSHARPCORNERt r., ~W)_'· /1 rSHOECASTINGDESIGN 
AS POSSIBLE 0 ... 

• 0 I~ 1"-8HOTDIPPED s I ~ I GALVANIZEDSTEELBOLT 

-7" V1 I :J f /j " 
///{ I ~ 

CASTING FLAT IN THIS __ /"" I I ,_ 
ENTIRE AREA FOR I ~ .. ~~ ENTIRE PERIHERY. 0 
THIS SURFACE FLAT 

~ 
~ ~--!-H ~f-~~:.J/_. -~t-~- TRANSFORMER BASE 

1 

,.....,~~~:ij~~/,.,..=::=== HD GALV. STL. WASHER 

{ I HD GALV. STL. LOCKWASHER 

.,. 
-~-- HD GALV. STL. NUT, 

BOLT DETAIL SHOWN IN PLACE 
TAPPED 1164" OVERSIZE 
AFTER GALVANIZING. 

SCALE: 3""' 1'-0" 
SEE DWG P-009_1 

1 0512011 GPI REPLICATED IN CADD 
0 0711964 JSB H.S010(11A) CREATED 

R1132" 

~ 

\ 1" 

fl 
1/8" (REF.) 

1/8-x45* CHAMFER 
~ 

~ ~ I 
~ 

~ J ~ ~ 

' ~ ~ ~ 

~ R1" 

~ 
Rue- ~ 

~ 
-~· I .010"STEP 

SECTION 
1
B-B 

SCALE: 6" = 1'-0" 
SEE DWG P-009_1 FOR NOTES 

1 112" _I 

fo 

~ 
~ -~ 

-~-----,---"' 

I~ ~ 
__j _ _L_ 

3" 

SHIM DETAI~ 
SCALE: 6" = 1'-0" 

MAT'L" HOT DIP GALV. STL (2) 
1/8" THK & (2) 1/16" THK. 

FURN. PER BASE 
SEE DWG P-009_2 ADDITIONAL 

FOR NOTES 

~1 N.Y. CITYI 
1965 -~1 ~~ 

MFR'S NAME 

I 

SCALE: 1'-0""' 1'-0" 

IDENTIFICATION DETAILS 
LOCATED ON SIDE OPPOSITE FROM 
DOOR, 112" BELOW TOP EDGE. 

ON THE SHOE BASE, THE 
IDENTIFICATION DETAILS SHALL BE 
LOCATED AS SHOWN ON SHEET 10 
OF 12 PARALLEL TO MAJOR AXIS OF 
SHAFT BETWEEN BOLT HOLES 

SEE NOTE X ON DRAWING P-009_2 
AT SECTION "B-B" FOR AI.. TERNATE 
LOCATION 

l 

_L~ ~I ;r ~ ------'=-'---· 1 1 114" 

~-----.- -~- ~ 
2' 

,._ ___ SHOE BASE ~~ --1 I 25132" 

9/32" 

1~. ~ ~ 
~~~ l 1114"DIA. ~~ j_ ~ ~ ~ ~ 

1m-CLEARANCE ~~~:=:FORMER --c -1

-J- - ~ ~ I ~ ~ 
114" 

6m"R --" 

~ 
!., loj ~ ;; ~ 

~~.l ~~ ~~ 
--r- Y. 

CORNER 3/B"x45" : ~ --

SECTION THRU POSITIONING BOSS CHAMFER ' •• 
SCALEo6"-1".0" ):--;;--::-=-=="'· ---'- ~ 

SEE DWG P-009_2 FOR NOTES DETAIL OF BEVELED 

~§~ =/} ~~~:!r~r 
1/32" R-BREAK 

~ ALLSHARP 

~ 10• ;ORNERS 

---"''If"-' 

~v~ 
2" LONG RIBS 
ON EACH SIDE 

1" 

_j ..... I 

~ j I 
I 

I 

SECTION DETAIL "E" 
SCALE: e·"' 1'-0" 

MArL: 118" THK. ST. STL 
SEE DWG P-009_2 FOR 

ADDITIONAL NOTES 

FOR REMOVAL ONLY 

1 0512011 GPI REPLICATED IN CADD 

SECTION 
SCALE: 6""' 1'-0" 
SEE DWG P-009_2 FOR 
NOTES 

DETAILS FOR SHOE AND TRANSFORMER 

BASE FOR TYPE 10 LAMP POLE 

I-"0-+.:::051::.;1.:::963"'---'R"-P-+-'H.:.;.S:::Oc::10,..(11:.::0)'-'C::.R:=EA:.:.T:.::E:=D _______ --l AS NOTED H-5010(10) 
H.S010(11A) 

P-009_3 
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~/ 

114" 

HALF SECTION TOP VIEW 

3 25132" 

OPENING 

I 
STAINLESS STEEL PIANO 
HINGE WITH STAINLESS STEEL 

"t 
RIVETS AT TOP OF DOOR 

_l_ 
I 

• • 0 0 ~~~~~ 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
L 

DOOR B"x91112"x14 118" 

14 7132" 

SECTION "A-A" 

- INSIDE LATCH AT 
BOTTOM CENTER OF 
DOOR AS PIER NYCDOT 
SPEC.#28 

/1/~ 
I \ 1... 

-.

ro 
~ ~ 
~ ~ 

----'-=±=~~ll'~"'/~0J ~ i/ ~ - ~ .! ~ ~ 8 ,. •• ,:. : 43" 

~ )/y ~ ~ ~ ~1 "'-· 
~ <>:11 5518" ~ 

5 7/8" 

14112" 

HALF SECTION BOTTOM VIEW 

L /

5116"-18 TAPPED HOLE FOR 
GROUNDING STUD TYPE BURNDY 
K2C20 OR EQUAL WITH BRONZE LOCK 
WASHER 13 1/2" AT CENTER OF SIDE 
WALL 

~r==T=t!-ln 

t 
3/16" -

"' z z 
w 

" .. 
0 

~ 
N 

ro 
;; 
:! 

T'l' 
~ I \ -

141511.. T 
SECTION "B-B" 

i 

T 
I 

I 

I 

I 

~lr-

REMOVABALE AL ALLOY POLE CAP 
WITH (3) 1/4"-20 2x3/8" ST. STEEL 
SET SCREWS PASSIVATED. 

-~.t-

I 

r ~ 6063-T6 AL. All.OY ARM v 8"0.D.x0.188"WALL-TAPERED8"x41/2" 

i 

l 
I 6-63210-15,356-TGCAST AL. ALLOY BASE 

TYPE SB-2 WITH (4) 360 CAST AL. ALLOY 
BOLT COVERS 

4043 ~L~/C ~ 1/4 v 
12"SQUARE 

NOTES: 

"S-14A" SHAFT 
N.T.S. 

1. SHOE BASE TO BE STAMPED •NYC 83, C-HIN 318" 
LETTERS PERB-63210-11. 

2. SUPPLY WITH 4 ASSEMBLIES CONSISTING OF 1"-8x4" 
HEX. HEAD BOLT OVERSIZE FLATWASHER, LOCK 
WASHER AND HEX NUT (ASS'Y NO.A-81420) 

"S-14A" TRANSFORMER BASE 
NOTES: 

1. ALL MATERIAL TOBEALUM.A356-T6 
TWO PIECES WELDED TOGETHER. 

2. SEE F-001 FOR FOUNDATION. 

2 0312011 GPI REPLICATED IN CADD 
1 10/2004 JH LC-4128 
0 1960 N/A LC-4128 CREATED 

"S-14A' SHAFT AND TRANSFORMER BASE 

N.T.8. LC-4128 P-ll10 
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ST. LIGHT ARM 
(SEE STREET LIGHTING DWG #5317) 

~-- TYPE "S" SHAFT EXTENSION 
(SEE STREET LIGHTING DWG #5317) 

~-- TYPE "S" SHAFT 
(SEE STREET LIGHTING DWG #5317) 

TYPE"S"POLE 

TRAFFIC SIGNAL ASSEMBLY 
(NOT IN CONTRACT) 

TRAFFIC SIGNAL --~ 
(NOT IN CONTRACT) 

SLIPFITTER 1SA --~ 
(NOT IN CONTRACT) 

,----l 

I?'="':,) I 
II I 
I \, __ 0 I 

-----1 
I ,;:;::."\ I 
II ]1 
lt-~-r:/1 
1-------1 
I ?'=".I 
If \1 
I \ J I 
L_">-_V_j 

TRAFFIC SIGNAL ----------__ _;~±~-~ ADAPTER FOR TYPE •p• POLE 
(SEE STREET LIGHTING DWG #5318) 

TYPE"P"SHAFT 
(SEE STREET LIGHTING DWG #5318) 

----.---

• 

TYPE "P" POLE 

1---+---+-+-------------rALLIANCE DOWNTOWN NEW YORK (ADNY) STREET 
LIGHTITRAFFIC SIGNAL POLES TYPE "P" & "S" 

0 2013 GPI CREATED N.T.S. P-ll11 



DRAWING NO.

REVISION

DESCRIPTIONBYDATENO

DEPARTMENT OF TRANSPORTATION
BUREAU OF TRAFFIC OPERATIONS

34-02 QUEENS BLVD               L.I.C.,N.Y.11101

OLD DRAWING NO.SCALE:
NEW YORK CITY

N
Y

C
D

O
T 

TR
A

FF
IC

 S
IG

N
A

L 
S

TA
N

D
A

R
D

 D
R

A
W

IN
G

S
, N

ov
em

be
r 2

01
3

SEE DETAILS 'A' AND 'B" 

SINGLE ARM DAVIT SHAFT EXTENSION 
ON "M-2A" POLE 

SCALE: 1/4' ~ 1'.(1' 

NOTES: 

1. AU. DAVIT SHAFT EXlENSIONS SHALL BE ASSEMBLABLE. 

2. 'M-2A POLE', MAST ARM AND TRAFFIC SIGNAL ASSEMBLIES ARE NOT PART OF CONTRACT. 

3. FOR MORE INFORMATION SEE STREET LIGHTING DWG. J-5309B. 

TOP OF 'M-2A' POLE 

DETAIL"A" 
N.T.S. 

TRANSITION FORM OCTAGONAL ----
TO ROUND SHAPE 

TWIN ARM DAVIT SHAFT EXTENSION 
SCALE: 1/4" = 1'-0' 

BOTIOM OF DAVIT SHAFT EXTENSION 

8.05' (O.D.) 

SECTION ·A-N 

SECTION •c-C" 

1 06/2013 GPI REPLICATED IN CADD 

A 

B 

DAVIT SHAFT EXTENSION, 11 GA. 

6.11" 

SECTION "B-8" . 
CID 

1/8" GAP. DO NOT WELD 

BOTTOM OF DAVIT SHAFT EXTENSION 

DETAIL •s• 
N.T.S. 

DAVIT SHAFT EXTENSION 
FOR •M-2A• POLE 

l----=04 --=:20;,;,;13:;..._j...:D::.:R-=+.:::CREA:.=.:..:.;TE::.:D:.._ _________ ---I AS NOTED P~12 
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~ 
~ 

MAST ARM PROJECTION "L" 

SEE MAST 
ARM END 
DETAIL 

STRAIGHT MAST ARM SEGMENT "LS" 

TAPERED MAST ARM•S:E:G:M:E:NT:"R:"~l------=~-=-==-=-==--=-=-==-~~-~-~=-=-==-=-=~-=-~~- =-==-=-=~-=-=~-=-=~- ::::-:::::- :::-=:-:::-:=::-:$~ 
6" DIA. x 318" THICK STEEL PLATE. 
DRILL HOLE TO MATCH 3" SCHEDULE 
40 PIPE INSIDE DIA. AND CHAMFER 
SIDE FACING MAST ARM 

I 

\ ~ SEE MAST ARM 
~ CONNECTION DETAIL 

I 
I 

MAST 
ARM 

MAST ARM SPLICE DETAIL 
(REQUIRED FOR 45' TO 50' MAST ARMS ONLY) 

I 
/ 

SCHEDULE OF DIMENSIONS 

rn 
11! 

rn 
::;; 

..: !i 
~ ~ ::;; 

[I! 
::;; 
0 

c "' 
~ ~ 
b ~ "' a: a: 
0 f2 ... 
b S> ; ~ 

"A" POLE SHAFT "D" POLE SHAFT 
O.D. &WALL REINFORC. O.D. & WALL 

8 518" OD, 0.322" TH 7 3/4" OD, 0.375" TH 

8 518" OD, 0.322' TH 7 314" OD, 0.375' TH 

10 314' OD, 0.365" TH 9 3/4" OD, 0.375' TH 

10 314' OD, 0.365" TH 9 3/4" OD, 0.375' TH 

10 314' OD, 0.365" TH 9 314" OD, 0.375' TH 

POLE SHAFT "A' 

4'X6 112" NOMINAL HAND 
HOLE WITH REINFORCED 
FRAME AND COVER. 
(112"-13 NUT WELDED TO 
HAND HOLE FOR GROUND 
CONNECTION) 

"B"x"B" BASE 
PLATE SIZE 

15 314" X 15 314" 

15 314' X 15 314" 

18 112' X 18 1/2" 

18 112' X 18 1/2" 

18 112' X 18 1/2" 

"BC"BOLT 
CIRCLE 

15" 

15' 

18" 

18' 

18' 

"L" MAST ARM "E"MASTARM 
PROJECTION O.D.&WALL 

30' 8 518" OD, 0.250" TH 

35' 8 518' OD, 0.250' TH 

40' 10 112" OD, 0.250' TH 

45' 10 112" OD, 0.250' TH 

50' 10 112" OD, 0.250' TH 

POLE SHAFT 
REINFORCEMENT 'D" 

POLE SHAFT 'A' 

POLE BASE PLATE 

ALUMINUM BOL TINUT 
COVER WITH STAINLESS 
STEEL SCREWS 

BASE PLATE/POLE SHAFT SECTIONAL VIEW 

NOTES: 

1. 314' THUR-BOLT ASSEMBLY SHALL BE CONSISTED OF ONE THRU-BOLT, TWO HEX NUTS, 
ONE FLAT WASHER AND ONE LOCK WASHER, ALL IN STAINLESS STEEL. 

"G"ANGLE "R"RADIUS "LS" 

18" 140' 5' 

18" 200' 10' 

15' 200' 15' 

14" 330' 15' 

13" 400' 20' 

/ ' 
I I 

. 
fill 

"B" 

POLE SHAFT 

(6) 112' DIA. PLUG WELDS 
AT 60' GROUND FLUSH 

r SEE BASE PLATE/POLE 
SECTIONAL VIEW 

BASE PLATE 

OUTLINE OF 
POLE SHAFT 

2 1/4" DIA. HOLES 
ON BOLT CIRCLE 
"BC" 

BASE PLATE/POLE SHAFT CONNECTION DETAIL 

~~--.,~. 
0 1212013 DR CREATED 

3/16 

~ 

3' SCHEDULE 40 STD. PIPE x 8' LONG 

:iii 
0 z . 

MAST ARM END DETAIL 

STANDARD 
ELBOW 

2'WIDE 
BACKUP 

RING 

ctMAST 
ARM 

MAST ARM CONNECTION DETAIL 

NT.S. 

"' 

(6) 112" DIA. PLUG WELDS AT 60' 
GROUND FLUSH 

HOLE FOR314" STAINLESS STEEL 
THRU-BOL T DRILLED IN FIELD TO 
SUIT MAST ARM ORIENTATION. 

l 

9 314" O.D. x 0.375' WALL THICK TENON FOR 
40' TO 50' LONG MAST ARMS. 
7 314" O.D. x 0.375' WALL THICK TENON FOR 
30' AND 35' LONG MAST ARMS. 

NYSDOT REGION 10 
TRAFFIC SIGNAL POLE 

P~13 
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57/8" 

~ 
~ 

~ 

fc 
iii 
; 

;-- TOP OF SHAFT 

f • 

CABLE OUTLET 
SEE DWG MA-002_2 
(ELEVATION "C-Cj 

"A2" 

OCTAGONAL SHAFT- LOW 
ALLOY- HIGH STRENGTH STEEL-
18'-5 112" LONG, 1/4" THICK WALL 
- APPROX. 0.14" TAPER PER 
FOOT- BOTTOM OF SHAFT IS 
8112" ACROSS FLATS (APPROX. 
9 3116" ACROSS ROUNDED 
CORNERS). TOP IS 6" ACROSS 
FLATS (APPROX. 6 7116" ACROSS 
ROUNDED CORNERS). 

r--- ANCHOR BASE 

~-- BOLT COVERS "N2A" 

TRANSFORMER 
BASE 

BOTTOM OF 
TRANSFORMER 
BASE 

; ~ 

~ 
~ 

"-
1; 

20'..()" 

.. 
"' ;; 

-l N 

~ 
~ 

.. 
S! 
~ 

(2) 518" DIA. x 21'-6" LONG 
LOW ALLOY-HIGH 
STRENGTH STEEL TIE RODS 

MAST ARM 3" STD. LOW 
ALLOY-HIGH STRENGTH 
STEEL PIPE APPROXIMATELY 
20'-0" LG. ALONG CURVE w 

~-"z J:Q 
.,>-

~~ .... 
~~ 
1<>
u.::> 

~[ 
z 
;;; 

WASHERS"A" 

<t OF POLE 

"K2A" 

20'-0" 

CROSS ARM - 3 112" 
DIA. EXTRA STRONG 
STEEL PIPE 

PLAN SECTION "A-A" 

NOTES: 

CONTRACTOR SHALL INSTALL ONE OF THE FOLLOWING TRAFFIC SIGNAL MAST ARM ASSEMBLIES 
ON "M-2A" POLE AS DIRECTED: 

1. TRAFFIC SIGNAL MAST ARM ASSEMBLY 20'-0" LONG 
2. TRAFFIC SIGNAL MAST ARM ASSEMBLY 20'-0" LONG WITH 5'-0" EXTENSION 

MA-002 
MA-005 

........ 4 
3 
2 

"--- TRAFFIC SIGNAL ASSEMBLY 
(NOT IN CONTRACT) 

~--TIE RODS 

DRAWING 
2. MAST ARM "M-2" DETAILS OF PARTS "A2","B2","C2", "D2", "F2A" & "H2" 

"J2A" 

<t_ MASTARM 

3. MAST ARM "M-2" TIE ROD ELBOW AND SIGNAL SUSPENSION CASTING DETAILS "J2A", "K2A", "L2A" 
4. MAST ARM "M-2" DETAILS OF TRANSFORMER BASE 
5. MAST ARM "M-2" ANCHOR BASE-BOLT COVER-AND SPRING NUTS DETAIL 

MA-002 
MA-003 
MA-004 
MA-008 
MA-009 

0412011 GPI 
11/2003 NM 

REPLICATED IN CADD 
REVISEDDWG 

"M-2A" POLE & 20' TRAFFIC SIGNAL MAST ARM 
ARRANGEMENT DRAWING 

05/1973 JBC REVISED DWG. 
03/1967 JBC REVISED DWG. 

1--''--f_:::::..:.:=+=-+-=======-------------l 318" = 1'-0" _. ,._,. 0 09/1966 CL LC-302 CREATED LC-302 MMJ01 



DRAWING NO.

REVISION

DESCRIPTIONBYDATENO

DEPARTMENT OF TRANSPORTATION
BUREAU OF TRAFFIC OPERATIONS

34-02 QUEENS BLVD               L.I.C.,N.Y.11101

OLD DRAWING NO.SCALE:
NEW YORK CITY

N
Y

C
D

O
T 

TR
A

FF
IC

 S
IG

N
A

L 
S

TA
N

D
A

R
D

 D
R

A
W

IN
G

S
, N

ov
em

be
r 2

01
3

TAPERED 
OCTAGONAL SHAFT 

(4) 1/4"-20x1 314" LG. HEX. 
HEAD BOLTS, WITH HEX. 
NUT, PLAIN WASHER AND 
LOCK WASHER EACH, ALL 
STAINLESS STEEL 

BOLT COVER 4 REQ. 
(DWG MA-009) 

7116" DIA. HOLE 
IN SHAFT 

CONT. WELD 
ATBOTIOM 
OF SHAFT 

It_ POLE 

I 

(4) 1 1W-7x31/2" LG. HEX. HEAD 1 

BOLTS WITH HEX. NUT AND I 
STANDARD WASHER EACH 
(ALL HEAD GALVANIZED) 

I 

I 

I 

BOTTOM OF BASE 

DOOR 

PLAN SECTION "B-B" 

TRANSFORMER BASE AND SHOE BASE ASSEMBLY 

B 

CONTINUOUS WELD 

ANCHOR BASE 
(DWG MA-009) 

TRANSFORMER BASE 
(DWG MA-008) 

It_ POLE ---.--

6112"± 

It_ CROSS ARM 

I 
5 718" 

• 

PART"D2" 

It_ POLE 

CONT. WELD 
ALL AROUND 

3 1/2" X-STRING 
STEEL PIPE 

WASHER I 
SEE DETAIL "A" 

(12)518"-11 __ / 
S.S. HEX. NU I' 

I 

I 
I 

I 

'1--f'---- SLOTS I 
--'+---___cf-1::,-- L.J._Jc.._...;...--,...l....LJ FOR TIE 

I \____ RODS • 

13" LG. NC 11 
THREAD ON THIS 
END OF ROD 

cL. 

I OPEN ENDS/ 

_j 

~ 

MAST ARM ASSEMBLY ........ 
=== _. ,._,. 

I 

I 

6 
5 
4 
3 
2 

0 

20'-0"± 

~-- {8) 518"-11 HEX. HEAD MACH. 

PART"BT 

BOLTS, 2 112" LG., WITI-1 HEX. 
NUT & LOCK WASHER EACH 
{ALL STAINLESS STEEL) 

SYMM. ABOUT CL 

SIDE TOWARD 
SIGNAL 

3114" 

SIDE AWAY 
FROM SIGNAL 

2 1/4" 

(2) 5/8" DIA. x 21'-6" LG. LOW ALLOY 
I 

HIGH STRENGTH STEEL TIE RODS 

9" LG. NC 11 THREAD ON 
THIS END OF THE TIE ROD 

PART"J2A" 

____--- (2) 318"-16x518" LG. ST. STEEL SQ. 
HEAD CUP POINT SET SCREWS 

_____ h 

314" DIA. HOLE 

!------ 318"-16x5" LG. STAY BOLT ~ 

0412011 
1112003 
11/1970 
12/1968 
02/1968 
0311967 
09/1966 

VIEW"E-E" 
(WITH TIE RODS AND 

WASHERS "A" OMITTED) 

GPI REPLICATED IN CADD 
NM REVISEDDWG 
JBC REVISEDDWG 
JBC REVISEDDWG 
JBC REVISED DWG. 
JBC REVISED DWG. 
CL LC-303 CREATED 

WITH HEX. NUT & COTIER 
PIN-ALL STAINLESS STEEL 

NOTES: 

WASHERS DETAIL "A" 
(4REQ'D) 

1. SEE DWG. MA-002_2 FOR ELEVATION "C-C." 

"M-2A" POLE & 20' TRAFFIC SIGNAL MAST ARM 

ASSEMBLY DRAWING 

3" = 1'-0ft LC-303 MA<l02_1 
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(4) 1/2" SPRING NUT 
STAINLESS STEEL 
(DWG MA-009) 

(4) 1/2"-13x1w ST. STEEL 
HEX. HEAD MACH. BOLT 

PART"D2" 
(DWGMA-003) 

't_ CROSS ARM 

PART"A2" 
(DWGMA-003) 

CABLE f.'. 
OUTLET't:.-

't_ POLE 

ELEVATION "C-C" 
SCALE: 3""' 1' 

CAP PART "H2" 
(DWGMMl03) 

PART-<:2" 
(DWG MA-003) 

HINGE: 3W-10x3 1/2" LG. HEX. HEAD 
MACH. BOLT- WITH HEX NUT- 2 
PALIN WASHERS & COTTER PIN (ALL 
STAINLESS STEEL THREAD 1 318" LG.) 

PART"F2N 
(DWGMA-003) 

I 
I 

I 

I 
I 

I TIERODELBOWPART"J2A" 
(SEE DETAIL DWG. MA-004_2) 

WASHERS 

WEATHERHEAD PART "L2A" 
(SEE DETAIL DWG MA-004_3) 

SECTION "D-D" 
SCALE: N.T.S. 

1"---- 1 1/4" SCHED. 80 LOW 
ALLOY-HIGH STRENGTH 
STEEL PIPE (ROUND 
INSIDE EDGES) 

1 1/4"x1 3/4" CABLE INLET-ROUND 
BOTH EDGES, INSIDE & OUTSIDE TO 
AVOID CUTTING CABLE INSULATION. 

CONT. WELD 
ALL AROUND ........ 

=== _. ,._,. 

6 0412011 
5 1112003 
4 11/1970 
3 12/1968 
2 0211968 

03/1967 
0 09/1966 

TOP OF SHAFT 

9/16" DIA. HOLE --~ 

UV RESISTANT PLASTIC 
BUSHING IN END- SAME AS 
IN WEATHERHEAD 

r:~---~--- UNIVERSAL LINKwK2A" 

~ (SEE DETAIL DWG MA-004_2) 

"' " w ., 

i' ~ 
z 
0 
1jj 
z 

~ w 
"-., 
::> w ., w 

~ 
[!!. 

"' 1jj 

1/2" SPRING NUT 

GPI REPLICATED IN CADD 
NM REVISEDDWG 
JBC REVISEDDWG 
JBC REVISEDDWG 
JBC REVISED DWG. 
JBC REVISED DWG. 
CL LC-303 CREATED 

518-

OUTSIDE OF SHAFT AT 
CAP CONNECTION 

SCALE: 1" = 1' 

DETAIL -"F" 
SCALE: N.T.S. 

"M-2A" POLE & 20' TRAFFIC SIGNAL MAST ARM 

ASSEMBLY DRAWING 

NTS LC-303 MA<l02_2 
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~ 
~-----'-

::! ~ 
1-

~ ~ 
~ !n 
m 

J I 

PLAN 

11116" DIA. THRU 
HOLES (TYP.) 

I 

I 

I 

-+--+ 
I 

I 

I 
( 

~ 
m 

:f .r 

- -r., 

--

-- -

"' 
11/16" DIA. THRU HOLES (TYP.) 

CLAMP SEGMENT - PART "A2" & "82" 

13116" DIA. DRILLED HOLE 

t-ro 

11/4" MAX 

ARM SUPPORT HINGE- PART "F2A" 

1 112" DIA. SPOTFACE 
AT 2 PLACES (ON 
FORGINGS) 

DRILL 13116" 
HOLETHRU 

POLE CAP- PART "H2" 

~ 

HINGE CLAMP SEGMENT- PART "C2" 

SECTION "C-C" 

3/8" 

I· 
5/16" 

d 
(4) 9/16w HOLES IN LINE 
WITH HOLES IN POLE 

SYMM.ABT<t 

~ ~1-

CROSSARM CLAMP SEGMENT "02" 

NOTES 

1. DRILL ALL HOLES BEFORE GALVANIZING. 

I 

I 

I 

2. ALL CAST STEEL -A.S.T.M. A27-65AND FORGED STEEL-C1025,0R EQUAL 
3. ALL DIMENSIONS SHOWN ARE SUBJECT TO STANDARD FORGING AND 

CASTING PRACTICES 

~ ., 

"M-2A" POLE & 20' TRAFFIC SIGNAL MAST ARM 
DETAILS OF PARTS "A2", "82", "C2", "02", "F2A", "H2" 

0412011 GPI REPLICATED IN CADD 
0 09/1966 CL LC-304 CREATED LC-304 MMJ03 
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PART"J2A" --~ 

PART "K2A" ----

S.S.WASHER 

PART"L2A" 

(4) 1W-20x5/8" ST. STEEL 
SQ HEAD CUP POINT SET 
SCREWS- EQUALLY 
SPACED 

----+---@~1 
I 

ct. I I 

" "' "' \ 
\ 

\ 
\ 
\ 

___ _j L __ 
I 

__ _j 

ALWAYS ASSEMBLE 
WITH HEADS OF 
BOLTS ON SIDE 
NEAR CABLE LOOP 

~-- 518"-11x2114" LG. HEX. 
HEAD UNTHREADED 
BOLTWITHA4 -1116" 
THICK WASHERS AND 
A 1/8" DIA. COTTER PIN 
(ALL STAINLESS STEEL) 

~-- (2)#8-32x314" LG. ST. STEEL RD. 
HEAD SCREWS 

S.S. COTIER PIN 

..--1"--....:---\~-------- 2 112" OD x318" THICK UV 

FRONT VIEW 

RESISTANT PLASTIC 
BUSHING WITH 7/B" DIA. 
HOLE AT THE CENTER. 
BREAK BOTH EDGES OF 
HOLE. 2 REQ'D. 

~-- 1 112-x1 1/2" LG. SCHED. 40 STAINLESS 
STEEL WELDED PIPE NIPPLE -WITH 
CONTINUOUS CLASS 2A "NPSM" 
THREADING FOR CONNECTION TO THE 
JUNCTION BOX IN THE SIGNAL MOUNTING 
ASSEMBLY (SMOOTH EDGES) 

TRAFFIC SIGNAL SUSPENSION ASSEMBLY 

........ _. ,._,. 

1/16" TI-L- S.S. WASHER 

NOTES: 

1. MATERIAL: SAND CAST ALUMINUM ALLOY 356-TB. 
2. STANDARD TOLERANCES. 
3. ALL PIPE THREADS TO BE N.P.S.M. (STRAIGHT MACHINE) 

SIDE VIEW 

5 0412011 GPI REPLICATED IN CADD 
4 04/19n N/A LC-305 REVISION TRAFFIC SIGNAL MAST ARM TIE ROD ELBOW & 
3 09/1971 N/A LC-305 REVISION SIGNAL SUSPENSION CASTING DETAIL-ASSEMBLY 
2 11/1970 JBC LC-305 REVISION 

03/1967 JBC LC-305 REVISION 
0 09/1966 CL LC-305 CREATED s· = 1'-0ft LC-305 MA<J04_1 
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318"-16x5/8w ST. STEEL SQ. 

HEAD CUP POINT 
SET SCREWS - REQ'D 

1" DIA. FLAT BOSS 
3132"1HKAT CL 

NOTES: 

DETAIL "B" 

1. MATERIAL: SAND CAST ALUMINUM ALLOY 356-T8. 
2. STANDARD TOLERANCES. 
3. ALL PIPE THREADS TO BE N.P.S.M. (STRAIGHT MACHINE) 

4' 

SECTION "B-B" 

(2) 11116" DIA. 
DRILLED HOLES 

TIE ROD ELBOW- PART "J2A" 

71/16" 

~I 
A 

VIEW"A-A" 

........ 
=== _. ,._,. 

7132:' 

2 TAPPED HOLES FOR 
#8-32x3/4" SCREWS 

5 0412011 GPI 
4 04/19n N/A 
3 09/1971 N/A 
2 11/1970 JBC 

03/1967 JBC 
0 09/1966 CL 

TT 
DETAIL "E" SECTION "E-E" 

SPLIT STAINLESS 
STEEL BUSHING 300 
SERIES 4- REQ'D 

---1318'17!'±1/~'13/8'1-
--~-

_l_ 

CONCENTRIC LINK- PART "K2A" 

REPLICATED IN CADD 
LC-305 REVISION TRAFFIC SIGNAL MAST ARM TIE ROD ELBOW & 
LC-305 REVISION SIGNAL SUSPENSION CASTING DETAIL-"J2A"&"K2A" 
LC-305 REVISION 
LC-305 REVISION 
LC-305 CREATED s· = 1'-0" LC-305 MA<J04_2 
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1118" 

,----

2112"0.0. 

SIDE VIEW 

BOTTOM VIEW 

v 
D 

<)' o· .,; 

7/8" 

1" LG. THREAD- 11 112 PER INCH 
NPSM FOR 1 112" S.S. PIPE NIPPLE 

... 

)o 

VIEW"D·D" 

~-- lWO 311B"x3116" CHASES (MACHINED) 

SAME AS DETAIL "B" FOR 
PART"J2A" 

2 TAPPED HOLES FOR 
#8-32x3/4" SCREWS 

3" 

+0" m 

FRONT VIEW 

WEATHERHEAD- PART "L2A" 
NOTE: ALL INSIDE EDGES TO BE ROUNDED 

6 0412011 GPI REPLICATED IN CADD 
5 04/19n N/A LC-305 REVISION 
4 09/1971 N/A LC-305 REVISION 
3 11/1970 JBC LC-305 REVISION 
2 03/1967 JBC LC-305 REVISION ........ 09/1966 CL LC-305 CREATED 
0 07/1970 REP LB1333S CREATED _. ,._,. 

2 1/2" 

~ : 
j::: __ J 

: ~ 

UV RESISTANT PLASTIC BUSHING 

TRAFFIC SIGNAL MAST ARM TIE ROD ELBOW & 
SIGNAL SUSPENSION CASTING DETAIL· "L2A" 

s· = 1'-0" LC-305 
MA<J04_3 

LB-1333S 
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25'-0" MAST ARM 
ASSEMBLY 

N.T.S. 

~ 5' I MACHINE 3 112" PIPE TO 3 518" I.D.-

I 

~
112" ROUND INSIDE EDGE TO SLIDE UNHINDERED 

ONTO EXISTING 3" MAST ARM PIPE 

I 314
• 3/4"1->---;~-- 3W DIA. HOLE (2 REQ.) 

I ~ -¢-
1~ T . 
I 

I ----'-------

\ .. J 
I 
I 

J 

4" 

SECTION D-D 

EXISTING 3" CIA. x 20' LONG 
MAST ARM 

3112" PIPE 

NOTES: 

3" PIPE 

2112" PIPE 

(3) 318"-16x5/8" LONG 
SQ. HEAD CUP POINT 
STAINLESS STEEL SET 
SCREWS. 120 DEG APART 

318"THICKPLATE --~ 

D 

D 

VIEW A-A 

2 112"x2' LONG PIPE SLEEVE. 
(ROUND OlJTSIDE EDGES AND 
SMOOTH INSIDE EDGES) 

3 1/2"x6" LONG PIPE 

3116" CONTINUOUS 
WELD ALL AROUND 

MAST ARM EXTENSION- 3" SCHED. 
40 STD. PIPE x 5'-0" LONG 

= + ,-
- -+-"'-+-

___ ~ ~--

r-- EXISTING 518" TIE ROD 

(6) 1/2" CIA PLUG WELDS 
FLUSH OFF Ol!TSIDE. 
120 DEG. APART 

-------+-
======= ·=~ 

8" 

12" 

5'-0" 

VIEWC-C 

318"-16x5112" LONG, PARTIALLY 
THREADED W TO 1 5116") HEX HEAD 
BOLT WITH HEX NUT, 2 PLAIN WASHERS 
AND 3/32''x1" COTTER PIN. DRILL 7164" 
COTIER PIN HOLE 1/2" FROM THE BOLT 
END. (ALL STAINLESS STEEL) 

7116" HOLES IN "J2A" (DRILLED IN FIELD) 
17132" HOLES IN PIPE 

5' EXTENSION FOR 
1. ALL PIPES SHALL BE SCHEDULE 40. 

~~~~s~~=~~~~~-~~r~~~~~~~a2l~~~~a;;~~~~~~~~~~~~~==~2~0~'T~AA~F~F~I~C~S~~~N~A~L~M~A~S;T~A~R~M~==~ 3. AFTER FABRICATION, ENTIRE MAST ARM EXTENSION ASSEMBLY SHALL BE 03/2013 SBF DESIGN CHANGE 
HOT-DIP GALVANIZED. GALVANIC COATING SHALl. NOT HINDER ASSEMBLING IT ~ ~- 06/2011 GPI REPLICATED IN CADD 
TOTHEMASTARM. --- 0 09/1971 JBC l8-1354-8CREATED LB-13545 MMJ05 _. ,._,. 
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.E!.el!:i 
SCALE: 1/4" = 1' 

j 1• 

3'-4 114" 

SEE DETAIL "C" SEE DETAIL "8" 

15'-0" 

WOOD POLE 

TOP OF SIDEWALK OR CURB 

~~-- MAST ARM • Z' ST'D STEEL PIPE 

TIE ROD 

518"-11 SQ. HEAD BOLT WITH (2) 
2" SQ.x 1/4"TH. WASHERS,(1) 
STANDARD. PLAIN WASHER AND 
HEX NUT (ALL GALVANIZED) 
(FURNISHED BY OTHERS) 

~-- 112"-13x4" BOLT WITH HEX NUT AND LOCK 
WASHER (ALL STAINLESS STEEL) 

~-- BRACE ANGLES 
2"x1112-x1 3/16''x4'-0" LG. 

~~-- (2) 112"-13x4" LG. GALVANZIED SQ. HEAD 
LAG SCREWS (FURNISHED BY OTHERS) 

~ 

I 

5/8" DIA. TIE ROD (3W I.D. EYE ON 
EACH END- WELDED CLOSED) 

DETAIL "A" 

2'-0" 
1/2" DIA. HOLE 
THRU PIPE 

5/8"-11 SQ. HEAD BOLT WITH (1) 'Z' SQ. X 1/4" TH. 
WASHER AND HEX NUT (ALL GALV) 
(FURNISHED BY OTHERS) 

SCALE 1" 1' 

112"-13x4w GALV SQ. HEAD __ _/ 
LAG SCREW (FURNISHED 

1. ITEMS MARKED "FURNISHED BY OTHERS" ARE TO 
BE FURNISHED BY THE CONSTRUCTION 
CONTRACTOR AT TIME OF ERECTION. THESE BOLT 
ASSEMBLIES SHALL BE MANUFACTURED FROM 
STEEL AS PER ASTM SPECIFICATIONS A-325-61T 
AND ELECTRO-GALVANIZED. 

BY OTHERS) 

TRAFFIC SIGNAL MAST ARM FOR WOOD POLES "MAW-15" ASSEMBLY 
SCALE: 114" = 1' 

-~ 

~ 

I 

I 

I 

- --t-
•• 

DETAIL "C" 
SCALE 1" 1' 

TIE ROD 

1"x1/4"x11J2" PLATE- WELDED 
TO PIPE ON 3 SIDES. (NOT AT 
BENT PLATE) 

CONTINUOUS WELD 
ALL AROUND 

1" DIA. HOLE MODIFIED FOR 
CABLE ENTRANCE. 
(CHAMFER INSIDE EDGE) 

518w·11x2'" HEX HEAD BOLT 
WITH HEX NUT & LOCK WASHER 
(AU. STAINLESS STEEL) 

DETAIL "B" 
SCALE 1" = 1' 

2"x1/4" BENT PLATE 
(TIGtfT FIT) 

3/4" DIA. HOLE 

9/16" DIA. HOLE 

SECTION "A-A" 
SCALE 1" -1' 

TRAFFIC SIGNAL MAST ARM 
FOR WOOD POLE "MAW·15" ASSEMBLY 

AS NOTED LB-956 MMJ06 
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T ARM HEAD "R2" 

~ ~ ~ ~ ~- -l-_r:J--L ~14"WALLI1 
// I I 

// I I ~ 
/ I I 

/ ~ MAST ARM HEAD "R2" I I 
/ / ~ ri ____ _ 

I / I I 

7/16" DIA HOLES 3/8"-16x3 314" ST. STEEL HEX HEAD BOLT 

SPLIT STAINLESS STEEL 
BUSHING - 300 SERIES 

314" DIA. BOSS 
1/8" THICK 

I 114" RIB I I 1 518" 2" 
I ~----------~~~--------------~ 

/ I f-~ I 

LOCK WASHER & 
HEX NUT 
(STAINLESS STEEL) 

I UVRESISTANT __j L-------_j----------

I !! / PLASTIC BUSHING l ~ 

L ----~~----~~ ~ 
~- -~--1-w r---~ 
r- 1 I ;o l ----Lj L___ --- ___ _j 

3"0.D. 

VIEW"A-A 
RECESS FOR BUSHING 

3116" 

~A 

~ 

LUGONTOPOF 
WEATHERHEAD wl2A" 
(SEE DWG. MA-004_3) 

---t--

318" 718" ± 1/16 

_I_ 
---

I 

-+-

SIDE ELEVATION 

318" 

---- UNIVERSAL LINK "K2Aw 

(4) STAINLESS STEEL 
WASHER 1/16" THICK 

DETAIL "B" 

518''x2 1/4w LG. UNTHREADED ST. STEEL 
BOLT (HEAD SHAPE OPTIONAL BUT 
BEARING AREA SAME) 

BOLTHOLEWITHST.STEEL ----"0?~ 
BUSHING SEE DETAIL "8" 

318" 

I· 1 5/8" ± 1/16 ·I 
END ELEVATION 

~-- 1/8" DIA. COTTERPIN 
(STAINLESS STEEL) 

(4) S.S. WASHER 
1/16"THICK 

1/Bw DIA ST. STEEL COTTON PIN 

~-- 518" UNTHREADED ST. 
STEEL BOLT 2 1/4" LONG 

MAST ARM TRAFFIC SIGNAL HEAD 
"R2" & CONCENTRIC LINK "K2A" ASSEMBLY 

2 0312011 GPI REPLICATED IN CADD 
11/1971 JBC MOVED SCREWS-CHANGED NIPPLE 

I-"0-+.:::081:.;1.:::97c::O--f"R=EP+'L=B-c:1.:::332=S=CRc::EA=TE=D=-----------I Nl" = 1'-0" LB-13325 MMJ07 
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5/16" BURNDY GROUNDING 
STUD BRONZE SPLIT L.W. 
5/16" ST'D. WASHER 

LOOSE 5/16" HEAVY NUT 
(9116" ACROSS FLATS) 

SEE DETAIL OF 
NUT RETAINER 

A 

13 114":t 118" SQUARE 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

ROUND BOTTOM EDGE 
TO PROTECT CABLE 

3" LONG WELDS ON 
INSIDE OF ALL 
CORNERS AT TOP 
OF BASE 

1/4"PLATE 

LATCH STOP 

LATCH 

4" LONG WELDS ON 
INSIDE OF ALL CORNERS 
AT BOTTOM OF BASE 

CLEAT (SEE PLAN) 

~-- BREAKTOPEDGE 

---- CONTINUOUS WELDS 
ALL AROUND 

ELEVATION- SECTION 
SCALE: 3"-1' 

7/16" DIA HOLE 

~ 
4318" 

i_c 
"'--- APPROX.'t_ OF SIDE OF 

TRANSFORMER BASE 

DETAIL OF NUT RETAINER 
(FILLET WELDED TO TRANSFORMER BASE) 

SCALE: 6" = 1' 

-17118"fL_ 

~ 
SECTION "C-C" 

SCALE: 6" - 1' 

7/16" 

DETAIL OF SHIM 
12 RBQD. 1/16" THICK 

SCALE: 3"=1' 

1/4"x1" STEEL DOOR 
LATCH GAI..V. 
THREADED 
FOR CAP SCREW 

LATCH STOP 

PEEN END OF 
BOLT AFTER 
LATCH IS ADDED 

~-- 118" DEEP RECESS- 3/4" DIA 
FLAT UNDER HEAD OF SCREW 
PARALLEL TO LATCH 

318"-16x1" ALLEN SOCKET 
HEAD CAP STAINLESS STEEL 

CHAMFER CORNER 

VIEW "D-D" 

REGULAR 
OCTAGONAL 
CUTOUT 

0 
:!:: ~ 

~ 

6518" 

4" 

/ 
3/4" THICK CLEATS 
(SEE DETAIL "A") 

R7 1/2" {BOLT CIRCLE) 

' 
/ 

R1111B• 

•• 

·I 

PLAN- SECTION ""A-A" 

SCALE 3"•1' • I I~/ : '( 
ROUND TOP OF CONTACT SIDE 
OF LATCH PLATE 3/4" LONG I / I I 

r 1 

3@29/16" 

I I 

DETAIL "A" 
3 CLEATS MAY BE OBTAINED 
FROM OCTAGONAL CUTOUT. 

1 318" DIA. HOLE AT CENTER OF 
EACH CLEAT. 4 CLEATS REQ'D. 

SCALE: 3"=1' 

"M-2A" POLE TRANSFORMER BASE DETAIL 

0412011 GPI REPLICATED IN CADD 

I-..!!O--I-!!:09~/1~966~...!C::!:Lc.J-.!L:!:C.:::30:!!!6~C::!:R~EA!!T!!:E~D----------l AS NOTED LC-306 MMJOB 
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b I 1" 0 

580"1 "' "' ~--~ 
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....... I t 

I r; "' ~ L 

--

. 700" 

1/4" SPRING NUT 
SCALE: 2" - 1' 

NOT IN CONTRACT 

WIND FOR 114w·20 
SCREW- 4 112 TURNS 
MATERIAL- 300 SERIES 
STAINLESS STEEL 

L ____________________ ~ 

~ 

( 

( 

a· -

I r 1 r 1 

'-''-''-' 

.250" 

-

~-

;.,n.--
~ " '. ,, 

1\ t\ 
f--~ 

I 
I 
I 

'-'-'-'-
.076" DIA WIRE-WIND 
FOR 1/2"-13 SCREW-31/2 
TURNS 

MATERIAL - 300 SERIES 
STAINLESS STEEL 

1/2" SPRING NUT 
SCALE: 2" - 1' 

1 5/16wTO 
1 318" DIA. 
(4 HOLES) 

~ .. 

7/16" DIA. 
(REF.) 

,_ 

8112" ACROSS FLATS 

TO FIT BOITOM OF SHAFT 

9 518" DIA 

121/2"SQUARE 

~ 
SCALE: 3" "' 1' 

ANCHOR BASE 
SCALE: 3" 1' 

RAISED MARKINGS (TYP.) 

MFRS. SYMBOL 
AND DATE 

>--- DRAIN SLOTS 

LOCKING TAB 

1 5/16" TO 1 3/8" DIA. 
4 HOLES 

SECTION "D-D" 
SCALE: 3" 1' 

ANCHOR BASE MARKINGS 
SCALE: 3" 1' 

5/16" DIA. 
HOLE 

SECTION "B-B" 
SCALE: 3" = 1' 

SECTION "C-C" SECTION "A-A" 
SCALE: 3"- 1' SCALE: 3" 1' 

BOLT COVER "N2A" 
SCALE: 3" = 1' 

"M-2A" POLE ANCHOR BASE 

BOLT COVERING & SPRING NUTS DETAIL 

0412011 GPI REPLICATED IN CADD 
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() 
() 
() 

f" 

LBOTTOMOF 
REAR HOUSING 

= 

I 

r--- TOPOF 
SIDEWALK 

SIGNALS MOUNTED ON STREET LIGHT 
AND "M-2A" POLES 

NOTES: 

1. TWO INDEPENDENT STRAPS SHALl. BE INSTALLED IN EACH GROOVE OF 
ALL HUBS FOR ALL SIGNAL MOUNTINGS. 

2. STRAPS SHALl. BE STAINLESS STEEL, A.I.S.I. TYPE 301. 

3. STAGGER HOLES IN POLE FOR CABLE FOR TRAFFIC SIGNALS MOUNTED 
AT THE SAME ELEVATION. 

+ 

SECTION "A-A" ("VB-2P"l 
(FOR MORE DETAILS SEE DWG. SE-021) 

POLE 

........ _. ,._,. 

5 
4 
3 
2 
1 
0 

= 
= 

LBOTTOMOF 
REAR HOUSING 

F 

_[_

TOP OF 
R SIDEWALK 

~~ 

SIGNALS MOUNTED ON "S-1a" POLE 

0712011 GPI REPLICATED IN CADD 
11/1969 RAR REVISED 
07/1967 ADB REVISED AND REDRAWN 
06/1963 GS REVISED 
04/1963 JBC REVISED 
04/1955 ADB LG-39-8 CREATED 

VEHICLE & PEDESTRIAN SIGNALS 

MOUNTED ON POLES 

112. = 1'-0ft LG-39-S SE<l01 
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TOP VIEW 
TOP VIEW 

17" 

14' 
10' 7" I. 13.5. 

• 

•• 6' 

I. 10" .I 0 r 
Ff \-.J 

~ 
t 7 ~ 

~ 
!e 

~ Jt_._, 
' ~ 

b E; N 

t (/ 

Fl ~,I b 
~ 
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1\ ~'I 
t 7 ~ 

Ff ~r' n ' ~ 

T 
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SIDE VIEW FRONT VIEW 

8 INCH VEHICLE SIGNAL 
SIDE VIEW FRONT VIEW 

NOTES: 

1. TUNNEL VISORS FOR 8" SIGNALS SHALL BE 12• LONG. 

121NCH VEHICLE SIGNAL 2. TUNNEL VISORS FOR 12" SIGNALS SHALL BE 16" LONG. 

3. ALL SIGNALS SHALL BE LED INCANDESCANT LOOK. 

8" & 12" VEHICLE SIGNALS ........ 1 07/2011 GPI REPLICATED IN CADD 

==== ===== == 0 0212008 JO LB14551S CREATED 1112. = 1'-0ft LB-145518 SE<l02 _. ,._,. 
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TOP VIEW 
TOP VIEW 

16.5" 

16.5" 

/1/------------~,~---. 

0 
7 

) 

'--------------_/ 

SIDE VIEW FRONT VIEW 
SIDE VIEW FRONT VIEW 

HAND/MAN PEDESTRIAN SIGNAL 
PEDESTRIAN COUNTDOWN SIGNAL 

16"x16' PEDESTRIAN SIGNALS ........ 
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"D" 

"A" 

LC-23-1 

"C" 

318" TYPICAL 

SIGNAL HEAD 
(N.I.C.) 

LC-<1-4 

VIEW"A-A" 

SEE NOTE 1 

THREADED HOLE 
FOR STANDARD 
1 1/2" PIPE, N.P.S.M. 

318" TYPICAL 

CLOSURE FOR 
"2MS" ASSEMBLY 

·o· 

SIGNAL HEAD (N.I.C.) 

"B" SETSCREWS IN 
BOTTOM TO CLEAR 
SURFACE FOR COVER 

12 118" 

TYPICAL DIMENSION 

VIEW""B-B"" 

PARTS LIST 

DESCRIPTION 

FOUR WAY AL. JUNCTION BOX (LC-23·1) 

THREE-WAY AL. JUNCTION BOX (LC-23-2) 

AL. JUNCTION BOX COVER (LC-23-3) 

1 1/2"x4" LONG SCHEDULE 40 AL. PIPE, 11 112 NPSM 314" THREADED ON BOTH ENDS 

1 1/2" DIE CAST AL. SERRATED TEE 

1 1/2"x3J4" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A) 

1 1/2" DIE CAST AL. PIPE LOCKNlJT 

1 1/2" DIE CAST AL. SERRATED LOCKING RING 

1 1/2"x2" LONG DIE CAST AL. CLOSURE CMJ (LC-8-6) 

1 1/2"x518" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) 

LC-23-2 NEOPRENE SEAL WASHER 2 314" 0Dx1 718" 1Dx118" TH (N.I.C"') 

"A" 

QTY. REQ'D FOR ASSEMBLY TYPE 

DRAWING NO. r---,-----,----,----J 
"1MB" "2MB" "3MB" "4MB" 

SE-005 

SE-005 

SE-005 

2 3 4 

SE-007 2 3 4 

SE-009 2 3 4 

SE-010 2 3 4 

SE-008 2 3 4 

SE-011 2 3 4 

SE-011 2 3 4 

2 3 4 

THREADED HOLE FOR r~~~W~A~Y~S=IG=~~~H=~~=ST=E=E=L~TI=E--------------f-~~~-+--~~~--~-~ 
STANDARD 11/2" THREE-WAY SIGNAL HEAD STEEL TIE (120 DEG.) 

SE-013 

PIPE, N.P .S.M. 
SE-013 

"B" FOUR-WAY SIGNAL HEAD STEEL TIE SE-013 

1/4"-20x518" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW ("Aj 4 4 4 

1/4"-20x7/16" LONG ST. STEEL SOCKET HEAD SET SCREW ("B") 2 3 4 

#10-24x518" LONG ST. STEEL FILLISTER HEAD MACHINE SCREW ("C") 4 4 4 

1/4"-20x1/2" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW ("Dj 4 6 8 

*- NOT IN CONTRACT (N.I.C.) 

4-WAY "MS" SPIDER ASSEMBLY (AS SHOWN) 
2-WAY "MS" SPIDER ASSEMBLY (AS SHOWN) 3-WAY "MS" SPIDER ASSEMBLY 

LC-<1-4 --~ 

~ "0"--~ 

LC-23-3 --~

SERRATED SURFACE 1 

TO MESH WITH SIGNAL 
HEAD SERRATIONS 

SIGNAL HEAD I -
(N.I.C.) I 

SIGNAL HEAD TIE 

nilS SIGNAL AND TIE 
CONNECTION IS IN MOUNTING 
ASSEMBLY "4MS" ONLY. FRONT VIEW 

"A" 

LC-23-1 
SERRATED TEE 

·o· 

LC-8-4 

LC-8-2A 

THIS CHASE NIPPLE 
AND SERRATED TEE 
ARE IN MOUNTING 
ASSEMBLY "4MS" 
ONLY. 

SEAL 
WASHER 
(N.I.C.) 

Ll _ 

"A" 

SIGNAL HEAD TIE 

FRONT VIEW 

LC-23-1 

SERRATED TEE "'BY 
·o· 

~ SPIDER ASSEMBLY 

WEATHERHEAD (N.I.C.) 
(SEE DWG. MM104) 

~--"A" 
~--"A" ,-

1 

L' L ~ 
~ 
I I "'~(r:::;)" I 

LC-<1-6 L' - ~-~1 

1 1/2" PIPE 
LOCKNUT 

SEAL WASHERS (N.I.C.) 

_l_j 1-WAY MAST ARM SIGNAL MOUNTING ASSEMBLY- "1MS" 
SEAL WASHER (N.I.C.) 

SERRATED LOCKING RING 

4-WAY MAST ARM SIGNAL MOUNTING ASSEMBLY- "4MS" (AS SHOWN) 
2-WAY MAST ARM SIGNAL MOUNTING ASSEMBLY- "2MS" (AS NOTED) 

3-WAY MAST ARM SIGNAL MOUNTING ASSEMBLY- "3MS" 

1. FOR TWO-WAY ASSEMBLY SUBSTITlJTE CLOSURES LC-8-4 FOR 
MOUNTING BRACKETS ON THIS CENTERLINE. 

2. THIS DRAWING AUGMENTS DRAWING LB-636-S DATED 3-65 AND 
DRAWING LC-24 REVISED 3-17-65. 

3. SIGNAL HEADS MAY BE ROTATED AROUND CENTERS OF 
CONNECTIONS. 

4. A THIN COAT OF "MOLYKOTE ANTI-8EIZE THREAD COMPOUND" 
BY DOW CORNING OR APPROVED EQUAL, SHALL BE USED ON 
ALL THREADING IN ALUMINUM THREADED CONNECTIONS. 

........ _. ,._,. 

7 0912011 
6 512006 
5 10170 
4 03165 
3 11164 
2 12163 

05158 

GPI 
NM 

CHIU 
GS 
GS 
GS 
JBC 

REPLICATED IN CADD 
REVISED 
REVISED AND REDRAWN 

MAST ARM TRAFFIC SIGNAL MOUNTING 
ASSEMBLIES "1MS", "2MS", "3MS". "4MS" 

0 11/1954 JBC i-=-+==-f"=l-'L:::C-c:2c:.4.:::CREA=:::TE:::D'----------111/2" = 1'<l" LC-24 SE-004_1 
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PARTS LIST 
PART DESCRIPTION DRAWING QTY. 

NO. 

1 1 112"x1 314• LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A) SE-009 1 

2 1 1/2" DIE CAST AL. PIPE LOCKNUT SE-010 1 

3 1 112" DIE CAST AL SERRATED LOCKING RING SE-008 1 

4 1 112"x2• LONG DIE CAST AL. CLOSURE CAP (LC-8-6) SE-011 1 

5 NEOPRENE SEAL WASHER 2 3/4"0Dx118"TH (N.I.C*) 1 

*- NOT IN CONTRACT 
PART1 

PART3 

PARTS 

~ 

I I I I I 

PART4 

PART2 

r-rrTw I ul 

--~ 
FRONT VIEW 

ONE-WAY MAST ARM SIGNAL MOUNTING ASSEMBLY 

MAST ARM TRAFFIC SIGNAL MOUNTING 
ASSEMBLY "1MS"- DETAIL ........ _. ,._,. 0 07/2011 GPI CREATED s· = 1'-0ft SE-004_2 
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PARTS LIST 
PART DESCRIPTION DRAWING NO. QTY. 

1 FOUR-WAY AL. JUNCTION BOX (LC-23-1) SE-005 1 
"A" 

2 AL JUNCTION BOX COVER (LC-23-3) SE-005 1 - 3 1 112"x4w LONG SCHEDULE 40 AL. PIPE, 11 112 NPSM 314" THREADED ON BOTI-l ENDS 2 

l 4 1 112" DIE CAST AL SERRATED TEE SE-007 2 

-~ ~ ©' 5 1112"x1 314" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A) SE-009 2 

( 
6 1 112" DIE CAST AL PIPE LOCKNUT SE-010 2 

~ 7 1 112" DIE CAST AL. SERRATED LOCKING RING SE-008 2 

6 1 1J2"x2" LONG DIE CAST AL CLOSURE CAP ( LC-8-6) SE-011 2 
""""!!"' "" "" 

PART9 

9 1 112"x518" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) SE-011 4 

10 NEOPRENE SEAL WASHER2 3/4"0Dx1 718"1Dx118'"TH (N.I.C.") 2 - 11 TWO-WAY SIGNAL HEAD STEEL TIE SE-013 2 

VIEW 11A-A11 
"A" 1W-20x518" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 4 

·c· "B" 1/4"-20x7/16" LONG ST. STEEL SOCKET HEAD SET SCREW 2 

·c· #10-24x518" LONG ST. STEEL FILLISTER HEAD MACHINE SCREW 4 

·c· 1/4"-20x112" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 4 

·c· •NJ.C.-(NOT SUPPLIED) 

0 

~ ~ ~ 

K©} K©} ( 0 " ~ 

"" = 

~ .... 0 0 PART1 --
VIEW"B-B" 

fJi: .... ················ :..:>:A'f ... ········· 
PART3 

8 <> 19 
PART4 

~ ( <> <> ~ 
~ ~ (/ 

~ 
PART 10 NOTES: 

~ ~ THE EXTENDED TWO-WAY MAST ARM SIGNAL MOUNTING ASSEMBLY "E2MS" IS SIMILAR TO THE "2MS" ASSEMBLY EXCEPT THAT: 
1. THE ALUMINUM PIPE MEASURES 11/2"x8 314" (INSTEAD OF 4"1N "2MS") 
2. THE EXTENDED TWO-WAY SIGNAL HEAD STEEL TIE IS 23" CENTER TO CENTER (INSTEAD OF 14"1N "2MS") 

PARTS 
FOR "E2MS" PARTS LIST SEE DWG. SE-004_6. 

PARTS 

PART2 

PARTS 

- ~ PART7 

...... ...... 
FRONT VIEW PART 11 

TWO-WAY MAST ARM SIGNAL MOUNTING ASSEMBLY 
MAST ARM TRAFFIC SIGNAL MOUNTING 

ASSEMBLY "2MS" ·DETAIL ........ _. ,._,. 0 07/2011 GPI CREATED 3" = 1'-0" SE-004_3 
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~---PART9 

"--- "D" 

~---PART1 

~~------------------------------------PART4 

VIEW 11A-A11 

"A"--""" 
r---- PART3 

"C" 

PART2 

PARTS--~ 

FRONT VIEW 

THREE-WAY MAST ARM SIGNAL MOUNTING 
ASSEMBLY 

VIEW"B-B" 

/"-- PART10 

/'"-- PART6 

----PART7 

~-- PART11 

PARTS LIST 

PART DESCRIPTION DRAWING NO. QTY. 

THREE-WAY AL. JUNCTION BOX (LC-23-2) SE-005 

2 AL JUNCTION BOX COVER (LC-23-3) SE-005 

3 1 112"x4w LONG SCHEDULE 40 AL. PIPE, 3 11 112 NPSM 314" TI-lREADED ON BOTH ENDS 3 

4 1 112" DIE CAST AL SERRATED TEE SE-007 3 

5 1 112"x1 314" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A) SE-009 3 

• 1 112" DIE CAST AL PIPE LOCKNUT SE·-010 3 

7 1112" DIE CAST AL. SERRATED LOCKING RING SE-008 3 

• 1 112"x2" LONG DIE CAST AL CLOSURE CAP ( LC-8-6) SE-011 3 

9 1 112"x518" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) SE-011 3 

10 NEOPRENE SEAL WASHER 2 3WODx1 7/8"1Dx1/8"TH (N.I.C.*) 3 

11 THREE-WAY SIGNAL HEAD STEEL TIE (120 DEG.) SE-013 

"A" 1W-20x5/8" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 4 

"B" 1/4"-20x7116" LONG ST. STEEL SOCKET HEAD SET SCREW 3 

"C" #10-24x5/8" LONG ST. STEEL FILLISTER HEAD MACHINE SCREW 4 

"D" 1/4"-20x112" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 6 

"N.I.C.-(NOT SUPPLIED) 

NOTES: 

TI-lE EXTENDED THREE-WAY MAST ARM SIGNAL MOUNTING ASSEMBLY wE3MS• IS SIMILAR TO THE •aMSw ASSEMBLY 

EXCEPT THAT: 
1. THE ALUMINUM PIPE MEASURES 1 1/2-xB 314• (INSTEAD OF 4• IN "3MS") 

2. THE EXTENDED TI-IREE-WAY SIGNAL HEAD STEEL TIE IS 23• CENTER TO CENTER (INSTEAD OF 14" IN "2MS•) 

FOR "E3MS" PARTS LIST SEE DWG. SE-004_6. 

0 07/2011 GPI CREATED 

MAST ARM TRAFFIC SIGNAL MOUNTING 
ASSEMBLY "3MS"- DETAIL 

SE-004_4 
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- -II 

II 

PART9 

@ 
f 

1%1 

PART1 

a 

~-c· 

9 

~ 
PART4 

9 

-
VIEW"A-A" 

1A 

PARTS 

VIEW"B-B" 

"A" ,-------- PART 3 

<> <> ) 

"' (/ 

~------ PART10 

-c· 
~--PARTS 

PART2 

PARTS 

/"--PART7 

~ ...... ._ ~~-- PART11 

FRONT VIEW 

FOUR-WAY MAST ARM SIGNAL MOUNTING 
ASSEMBLY 

0 "' "' 

=(©} ) 

PARTS LIST 

PART DESCRIPTION DRAWING NO. 

1 FOUR-WAY AL. JUNCTION BOX (LC-23-1) SE-005 

2 AL JUNCTION BOX COVER (LC-23-3) SE-005 

3 1112"x4" LONG SCHEDULE 40AL. PIPE, 11112 NPSM 314" THREADED ON BOTI-l ENDS 

4 1 112" DIE CAST AL SERRATED TEE SE-007 

5 1112"x1 314" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A) SE-009 

• 1 112" DIE CAST AL PIPE LOCKNUT SE-010 

7 1 112" DIE CAST AL. SERRATED LOCKING RING SE-008 

• 1 112"x2" LONG DIE CAST AL CLOSURE CAP ( LC-8-6) SE-011 

9 1 112"x5J8" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) SE-011 

10 NEOPRENE SEAL WASHER2 314"0Dx1 718"1Dx1/8--rH (N.I.C.") 

11 FOUR-WAY SIGNAL HEAD STEEL TIE SE-013 

"A" 1W-20x518" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

"B" 1/4"-20x7/16" LONG ST. STEEL SOCKET HEAD SET SCREW 

·c· #10-24x518" LONG ST. STEEL FIUJSTER HEAD MACHINE SCREW 

·c· 1/4"-20x112" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

•N.I.C.-(NOT SUPPLIED) 

NOTES: 

mE EXTENDED FOUR-WAY MAST ARM SIGNAL MOUNTING ASSEMBLY "E4MS" IS SIMILAR TO mE "4MS" 
ASSEMBLY EXCEPT THAT: 

1. mE ALUMINUM PIPE MEASURES 1 112"x8 314ft (INSTEAD OF 4ft IN "4MS") 
2. THE EXTENDED FOUR-WAY SIGNAL HEAD STEEL TIE IS 23" CENTER TO CENTER (INSTEAD OF 14ft 

IN "2MS") 

FOR "E2MS" PARTS LIST SEE DWG. SE-004_6. 

MAST ARM TRAFFIC SIGNAL MOUNTING 
ASSEMBLY "4MS" ·DETAIL 

0 07/2011 GPI CREATED SE-004_5 
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PARTS LIST 

QTY. REQ'D FOR ASSEMBLY TYPE 
PA~ DESCRIPTION DRAWING NO. 
NO. "E2MS" •E3Ms• •E4MS "E5MS "ElMS 

1 FOUR WAY AL JUNCTION BOX (LC-23-1) SE-005 1 1 1 1 

2 AL. JUNCTION BOX (LC-23-3) SE-005 1 1 1 1 1 

3 1 1/2-xfl 314" LONG SCHEDULE 40 AL. PIPE, 11 112 NPSM 314" TI-lREADED ON BOTH ENDS 2 3 4 4 6 

~~~~11 1<§}1 
4 1 112-x1r LONG SCHEDULE 40AL. PIPE, 11 112 NPSM 314" THREADED ON BOTH ENDS 1 

t I ~ ~ 5 1112-x4" LONG SCHEDULE 40 AL. PIPE, 111/2 NPSM 314" THREADED ON BOTH ENDS 1 

JT4 

~,r ' 6 1 1/2" DIE CAST AL. SERRATED TEE SE-007 2 3 4 5 6 

7 1 1/2-x3/4w LONG DIE CAST AL. CHASE NIPPLE {LC-8-2A) SE-009 2 3 4 5 6 
PART 1 PARTS PART 1 

~PART3 
[\. PART3 

6 1 1/2" DIE CAST AL. PIPE LOCKNUT SE-010 2 3 4 5 6 

~'- L.... 9 1 1/2" DIE CAST AL. SERRATED LOCKING RING SE-008 2 3 4 5 6 

10 1 1/2-xl" LONG DIE CAST AL. CLOSURE CAP (LC-B-6) SE-011 2 3 4 5 6 .._ .... 11 11/2-xsJBw LONG DIE CAST AL. CLOSURE C/lP (LC-8-4) SE-011 2 3 4 5 6 
PARTS PART 11 

PART 11 VIEW"C-C" 12 NEOPRENE SEAL WASHER2 3/4" 0Dx1 718" 1Dx1/6" TH (N.I.C") 2 3 4 5 6 
VIEW"A-A" 

13 EXTENDED FIVE-WAY SIGNAL HEAD STEEL TIE SE-013 1 

14 EXTENDED SIX-WAY SIGNAL HEAD STEEL TIE SE-013 1 

15 11!2"120 DEG. DIE CAST AL. ->r CONNECTOR WITH SIDE OllTLET SE-<>20 1 2 

"A" 1/4"-20x5/8" LONG ST. STEEL sa. HEAD HOLLOW NOSE SET SCREW ("A") 4 4 4 4 4 

"B" 1/4"-20x7/16" LONG ST. STEEL SOCKET HEAD SET SCREW ("B") 2 3 4 4 4 

"C" #1o-24x5/8" LONG ST. STEEL FILLISTER HEAD MACHINE SCREW ("C") 4 4 4 4 4 

·o· 1/4"-20x1f2" LONG ST. STEEL sa. HEAD HOLLOW NOSE SET SCREW ("D") 4 6 8 13 16 

"C"~ 
~I 

"C"~ THREE-WAY AL. JUNCTION BOX (LC-23-2)** SE-005 1 

t PART 15 PART15 EXTENDED TWO-WAY SIGNAL HEAD STEEL TIE- SE-013 1 

JJi. I I I EXTENDED THREE-WAY SIGNAL HEAD STEEL TIE (120 DEG.)** SE-013 1 

\_PAm 

,... EXTENDED FOUR-WAY SIGNAL HEAD STEEL TIE-- SE-013 1 

.•. __/ " -NOT IN CONTRACT (N.I.C) 

--DRAWING FOR "E3MS" ASSEMBLY IS SIMILAR TO DRAWING FOR "3MS" ASSEMBLY (SE-004_ 4) 

-- DRAWING FOR "E2MS" ASSEMBLY IS SIMILAR TO DRAWINGS FOR "2MS" ASSEMBLY (SE-004_3) 

·o·A 

- • DRAWING FOR "E4MS" ASSEMBLY IS SIMILAR TO DRAWINGS FOR "4MS" ASSEMBLY (SE-004_5) 

·o· 

VIEW"B-B" VIEW"D-D" 

"A" rc _m ·A·;·o·cr 1A _m r·o- AY 
t •L 

::',~/~:~ f\1 h~ ~ .~ - PART 2 / PART11 _T PART7 PART7 

~ ~ ~ PART9~ 
PART12 ~ 

PART9~ • • PARTS~ ~3 PART8~!14 
PART10 

PART10 

FRONTVIEW FRONT VIEW 

EXTENDED FIVE-WAY MAST ARM ~~•v••••~ MAST ARM TRAFFIC SIGNAL MOUNTING 

SIGNAL MOUNTING ASSEMBLY :)UNTING ASSEMBLIES "E5MS", "E6MS" ........ _. ,._,. 0 07/2011 GPI CREATED 1"=1'-0" SE-004_6 
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DRILL & TAP FOR 114"-20x518" LONG 
STAINLESS STEEL SQ. HD. HOLLOW 
NOSE SET SCREW· 4 REQ'D ·TYPE "A" 

DRILL & TAP FOR 1/4"-20x7/16" --~_: 
LONG STAINLESS STEEL 
SOCKET HD. SET SCREW- 4 
REQ'D- TYPE "B" ~I 

2112" 

SECTION ELEVATION "A-A" 

CHAMFER 

TAP FOR 1112"STD. PIPE NPSM.11 
112 THEADS PER INCH. 5 OPENINGS 

~ 
~ 
N 

N 

;! .. 
"' 318" 

~ 
N 

~ 

DRILl. & TAP FOR 1/4"-20x518" 
LG. ST. STEEL SQ. HEAD 
HOU.OW NOSE SET SCREW 
TYPE "A"- 4 REQ'D 

DRILL & TAP FOR 114"-20x7/16" --~~ 
LONG STAINLESS STEEL 
SOCKET HD. SET SCREWS-
TYPE "B"- 3 REQ'D 

SECTION ELEVATION "B-B" 

CHAMFER 

TAP FOR 1112" STD. PIPE NPSM. 11 
112 THREADS PER INCH. 4 OPENINGS 

~--FLUSH 

STEEL FILLISTER HEAD MACHINE --~•~ 0 I 

2 

2

112

" " 0 0 
DRILL&TOPFOR#10-24x5/8"LG.ST. --~-114"± I ~ ! ~I DRILL & TOP FOR#10-24x5/8" LG. ST. --~

STEEL FILLISTER HEAD MACHINE r--'"--+--'"--1 
~ 

SCREWS· TYPE "C" • 4 REQ'D , - , - , 

NOTES: 

2112" 2112" 

·-
BOTTOM VIEW 

FOUR-WAY JUNCTION BOX 
LC-23-1 

1. FOR ASSEMBLIES OF SPIDER SEE DWG. SE-004. 

SCREWS· TYPE "C" • 4 REQ'D 

2. TOLERANCES, UNLESS OTHERWISE NOTED, TO BE:± .01" FOR DECIMAL DIMENSIONS,± 1132" FOR MACHINING 
DIMENSIONS,± 1/16" FOR CASTING DIMENSIONS, AND± 112~ FOR ANGULAR DIMENSION. 

3. PIPE THREADS FOR ALL PIPE FITTINGS TO BE NPSM (STRAIGHT MACHINE). 

4. COVER TO BE PUNCHED OUT OF #11 GAUGE ALUMINUM SHEETING, ALLOY 6061-TS, INCLUDING HOLES. 

DIMENSIONS SHOWN ARE TYPICAL 

BOTTOM VIEW 

THREE-WAY JUNCTION BOX 
LC-23-2 

2 07/2011 GPI REPLICATED IN CADD 
0512006 NM REVISION 

0 11/1954 CR LC-23 CREATED 

1" 

2" 

17Ja2" 

2716" 

COVER- PLAN VIEW 
LC-23-3 

JUNCTION BOXES 

(4)#3 HOLES 

FOR MAST ARM SPIDER ASSEMBLIES 

s· = 1'-0" LC-23 SE<l05 
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TOP VIEW 
N.T.S. 

2.625" DIA 

2.437" O.D. SERRATED BOSS 

2.000" I.D. SERRATED BOSS 

1.942" DIA :t 0.005" 

FOR 1.500" PIPE 

2.750" 

SECTION A-A 
N.T.S. 

72 SERRATIONS EQUALLY SPACED AT so 

NOTE: 
FEMALE SERRATION ON 
TOP CENTERLINE 

SECTION ALONG CENTER LINE OF 
FEMALE SERRATION 

2.437"0.0. 

2.000"1.0. 

2.625" DIA. 

I• .. (RADL'.L) •I 
,.----~ 

~t 
I 

FEMALE SERRATION ON TOP 
CENTER LINE (72 TEETH) 

't 

FRONT VIEW OF SERRATIONS 
(OUTSIDE VIEWl 

DETAIL OF SERRATIONS 
SCALE: 1" = 0. 1 00" 

07/2011 GPI REPLICATED IN CADD 

I-"0-+.:::021:.;1.:::965"'--.::D:::8H-'1-'L=B-..::634=8.::C::.:R=EA.:..:T.::ED=------------l AS NOTED 

SERRATED CONNECTION FOR 

SIGNAL SECTION TOP 

LB-0348 8E-006_1 
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~ 
TOP VIEW 

N.T.S. 

2.687" DIA. 

0.125" GROOVE 

2.437" O.D. SERRATED BOSS 

1.942" DIA. ± .005" 

FOR 1.5" PIPE 

#~-r~ 
_!fJs. 

2.750" 

SECTION A-A 
N.T.S. 

EQUALLYSPACEDAT5" 

B~ 

NOTE: 
MALE SERRATION ON 
TOP CENTERLINE 

HORIZ. ct OF SERRATIONS 

SECTION ALONG CENTER LINE OF 
FEMALE SERRATION 

2.437" O.D. 

2.687" DIA. 

DETAIL OF SERRATIONS 
SCALE: 1" = 0.100" 

07/2011 GPI REPLICATED IN CADD 

I-"0-+.:::021:.;1.:::965"'--.::D:::SH+-'L:::B-..::63:::5:::S..::C::.:R=EA.:..:T.::ED=-----------l AS NOTED 

5" (RADIAL) 

I 

I 

MALE SERRATION ON TOP 
CENTER LINE (72 TEETH) 

~ 

SERRATED CONNECTION FOR 

SIGNAL SECTION BOTIOM 

LB-0358 SE-006_2 



DRAWING NO.

REVISION

DESCRIPTIONBYDATENO

DEPARTMENT OF TRANSPORTATION
BUREAU OF TRAFFIC OPERATIONS

34-02 QUEENS BLVD               L.I.C.,N.Y.11101

OLD DRAWING NO.SCALE:
NEW YORK CITY

N
Y

C
D

O
T 

TR
A

FF
IC

 S
IG

N
A

L 
S

TA
N

D
A

R
D

 D
R

A
W

IN
G

S
, N

ov
em

be
r 2

01
3

37/8" 

115/16" 

314" 314" 

~ I --

~~~1----r-----~--

CHAMFER--, 

i __ LI _____ i _ 
- I 

I -~-
1 /~ ~" I 

/ " I 
I I I \ 

I I I \ I 

- - _d----- I \ ----t ~ -_ 
-- L - I -- ~ 

(I -- 21114· 

i\1 

r 1 31/32"1.D. SERRATED BOSS 

~ 2 9116" O.D. SERRATED BOSS 

~ ~ FRONT VIEW 
SCALE: 1'-0"- 1'-0" 

t t 

72 SERRATIONS EQUALLY SPACED AT so 

VIEW"A·A" 
SCALE: 1'-0" = 1'-0" 

..2J 

DRILL AND TAP 2 HOLES 
114"-20 NC AND SUPPLY 2 
SET SCREWS 1/4"-20x1/2" 
LONG SS, HOLLOW NOSE 
SQUARE HEAD 

VIEW"B·B" 
SCALE: 1'-0"- 1'-0" 

29116" O.D. 

~-- 1 112" STANDARD PIPE 
NPSM THREADING 
11 1121HREADS PER INCH 

1 31132" I.D. 

~ 
0 

~ rn 

~ ~ HORIZ. <t_ OF SERRATIQN_S__ _ __ _ _ __ I _L_ ~ 1------ --- --

TT 

SECTION ALONG CENTERLINE OF 
FEMALE SERRATION 

SCALE: 1" = 0.100" 

4 07/2011 GPI REPLICATED IN CADD 
3 0512006 NM REVISED 
2 08/1967 DSH CHANGED LENGTH OF THREADING ........ 01/1967 DSH REVISED TMD & NOTES 

t 
[:; 

~ 

NOTES: 

1. MATERIAL-ALUM. BASE ALLOY DIE CASTING 
COMMERCIAL DESIGNATION N0.13 

2. RADII- CORNER & FILLET 1/16" 

3. DRAFT ALLOWANCE 2°, IN NO CASE SHALL DRAFT 
DECREASE WALL OR RIB THICKNESS SPECIFIED. 

4. 118" RAISED CHARACTERS. 

5. CASTING SHALL BE SOUND FREE FROM BLOW HOLES, 
SCALES, FINS, BURRS, DENTS, AND CRACKS. 

6. DEBURR & BREAK ALL SHARP EDGES. 

7. ALL INSIDE EDGES SHALl. BE CHAMFERED 

s• (RADIAL) 

FRONT VIEW OF SERRATIONS 
(OUTSIDE VIEW! 

SCALE: 1"=0.100" 

1 1/2" DIE CAST ALUM. SERRATED TEE DETAIL 

SE-007_1 === 0 03/1965 DSH LB-639S CREATED _. ,._,. 1-E....j..!~~~!!!j...!:!!:!~~=~--------i AS NOTED LB.039S 
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4" 

2" 8'] 
1" 

1
" v DRILLANDTAP3HOLES 

1/4"-20 NC AND SUPPLY 3 
_l SET SCREWS 1/4w-20x1/2" 
Y LONG SS, HOLLOW NOSE 

k---=-_--=-_--=-_-=,--- ~ - I ---- ---F--=---=--=tiT SQUARE HEAD 

~ I f T I IIJ 

I I u· I Ill 
I I I I l' II 

"' I~~. I ____ I_/~ JL-.---a; ~-:--- - -- ---+- I '\V I'<' 
CHAMFER~ N - : 3/8" : / ~ -~- ~" 1

112
" I: t--

~ I I // I "\ I II 
I~ I I I I \ I II 
I '-U-- ~ 2114" IAI--=----=-- -~~ 

r- I I ~ I I 
II II .____ 

~-.__ II ,_ II 
D II '¥. l_j_ 

~ -_-_-_ :1-:; I-- -~t:::...= ----~ 

r 1 31132" I.D. SERRATED BOSS ~ 
2 9/16" O.D. SERRATED BOSS 

~~~ 
A FRONT VIEW 

SCALE: 1'-0" = 1'-0" 

1 31132" I.D. 

11 • 
0 "' 

VIEW"B-B" 
SCALE: 1'-0"- 1'-0" 

29/16"0.0. 

/ 1 1/2" STANDARD PIPE 
NPSM THREADING 
11 112 THREADS PER INCH 

"' !'! 
ci 

NOTES: 

1. MATERIAL-ALUM. BASE ALLOY DIE CASTING 
COMMERCIAL DESIGNATION N0.13 

2. RADII- CORNER & FIU.ET 1/16" 

3. DRAFT ALLOWANCE 2a, IN NO CASE SHALl. DRAFT 
DECREASE WALL OR RIB THICKNESS SPECIFIED. 

4. 1/8" RAISED CHARACTERS. 

5. CASTING SHALL BE SOUND FREE FROM BLOW HOLES, 
SCALES, FINS, BURRS, DENTS, AND CRACKS. 

6. DEBURR & BREAK ALL SHARP EDGES. 

7. ALL INSIDE EDGES SHALL BE CHAMFERED 

s• (RADIAL) 

~ ~ ________ HORIZ. ~OFSERRAT~NS _________ -~-~ ~ 
TT 

72 SERRATIONS EQUALLY SPACED AT 5D 

VIEW"A·A" 
SCALE: 1'-0" = 1'-0" 

SECTION ALONG CENTERLINE OF 
FEMALE SERRATION 

SCALE: 1" = 0.100" 

t 
~ 
~ 

FRONT VIEW OF SERRATIONS 
(OUTSIDE VIEWl 

SCALE: 1" = 0.100" 

11/2" DIE CAST ALUM. SERRATED TEE DETAIL 

TWO SERRATED BOSSES 

i--!!0+!!!07'!f_l2~01!.e3~D~R~CecREA=T!!:E~D __________ 
1 

AS NOTED LB-0398 SE·007_2 
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72 SERRATIONS EQUALLY SPACED AT 5o 

TOP VIEW OF 72 TEETH SERRATED RING 

I· 2.000" I.D. SERRATED BOSS ·I _l_ 

~·-·-·t .. -·-·-c?l 

J ~ 0.0156" + 1164 

I -0.00 • 

1.938" I.D. RING 

2.375" O.D. RING 

SECTION A-A 

SERRATED RING 
SCALE: 1'-0w- 1'-0" 

2.375" O.D. RING 

2.000" I.D. SERRATED BOSS 

HORIZ. ct OF SERRA IONS 

I .. 1.938w I.D. RING 

SECTION ALONG CENTER LINE OF 
MALE SERRATION 

SCALE: 1"=0.100" 

0.109" + 1/64" 

-0.000" 

1.938" I.D. RING 

2.219" 

2.375" O.D. RING 

SECTION B-B 

5" (RADIAL) 

I 

~ 

OUTSIDE FRONT VIEW OF MALE 
SERRATION 

1-+----+-+--------------11 1/2" DIE CAST SERRATED LOCKING RING DETAIL 

3 07/2011 GPI REPLICATED IN CADD 
2 0512006 NM LB14252S REPLACED 

I-"0+.:::031:.:1.:::965"'--.::D:::SH+-'L:::G-:..;1.:::58:::Sc.:C"'R=EA'-"T-=E::.D ---------1 AS NOTED LB-142528 SE-llOB 
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SMOOTH FL USHSURFACE 

.M., 11 112 THREADS 1112"N.P.S 
PER INCH (CLASS 2 FIT) 

CHAMFER 

ROUND INSIDE EDGES OF OPENING. 
(BOTH ENDS) 

J 

1 318" DIA. 

_l_ 
!g 

Jl \ [l l ~ , I 
I 

~ -

1 112" DIA. 

1 3/4" LONG CHASE NIPPLE 
(LC-8-21 

PLAN 
TY""PiCAL 

SMOOTHFL USHSURFACE 

.M.,111/2THREADS 1112" N.P.S 
PER INCH (CLASS 2 FIT) 

CHAMFER 

ROUND INS IDE EDGES OF OPENING. 
(BOTH ENDS) 

J 

1 318" CIA. 

I 1\ I , 

1 112" CIA. 

1 3/8" LONG CHASE NIPPLE 
(LC-8-2Al 

3 07/2011 GPI REPLICATED IN CADD 
2 05/2006 NM LB14253S REPLACED 

_l_ 
!g 

l ~ 
I 
I 

~ -

1 1/2" DIE CAST CHASE NIPPLES DETAILS 

I-"0-+.::.04::.;11.::965"'--.:..:A:::DB'f-'L:::G-:..;1.::67'-'-8::.;C:::R.::EA:..:T.:..:E:::D'---------I 1'<l" = 1'-0" LB-142538 SE<l09 
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CAST YEAR OF MANUFACTURE 
(RECESSED ON BOTTOM) 

CAST NAME OF MANUFACTURER 
(RECESSED ON BOTTOM) 

CHAMFER TOP AND BOTTOM 
EDGES OF THREADING 

1 112" NPSM THREADING 
111/2T.P.I.-CLASS2BFIT 

N0.13AU.OY 
ALUMINUM 

07/2011 GPI REPLICATED IN CADD 

NOTES: 

1. ALL EDGES TO BE SUGHTL Y ROUNDED FOR SAFETY. 

2. THE TOP AND BOTTOM OF THE NUT SHALL HAVE SMOOTH, 
FLUSH, PARALLEL SURFACES. 

3. THE PIPE LOCK NUT SHALL BE DIE CAST WITH THE 
CONTRACTOR RETAINING POSSESSION OF THE DIE. 

1 112" DIE CAST ALUMINUM PIPE LOCKNUT 

I-..!!O--I-!!:03/!!C1~97e!!O~G~FS~L:!:G-~1!!:87~-5:!:C~R!!:EA:!:!T!!E:eDc.._ _______ -l Nl" = 1'-0" LG-187-5 SE<l10 
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UNDERCUT1 3J4W DIA. 

CHAM FER 

ROUND INSIDE 
EDGE OF OPENING 

PLAN 
!TYPiCAL! 

2 7116" 

SMOOTH FLUSH 
SURFACE 
(lYPICAL) 

:;:;· 
!1 

~p ~~ I 

I I 
I 

I r I 

1 112" DIA. MAX 

2" LONG CLOSURE CAP 
!LC-8~) 

I 
~I 

I 

" 

\ 
\__,~ 

NPSM, 11112THREADS 
CH (CLASS 2 FIT) PERIN 

5/8" LONG CLOSURE CAP 
!LC-8-4! 

1 3/8" LONG CLOSURE CAP 
!LC-8-5) 

2 07/2011 GPI REPLICATED IN CADD 
09/2006 ADB LB14254S REPLACED 

I-"0-+.::.04::;11::::965"'--f"JB:::C'f-'L:::G-:_:1:::;68-S=C:::R.:::EA::.:Tc:.:E:::Dc_ _______ -l 1'.{)" = 1'-0" 

11/2" CLOSURE CAPS DETAIL 

LB-142545 SE<l11 
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NOTE: 

1. 11/2" SCHEDULE 40 STAINLESS STEEL WELDED PIPE NIPPLE -11/2" LONG- WITH 
CONTINUOUS CLASS 2A "NPSMw THREADING FOR CONNECTION TO THE JUNCTION BOX IN 
THE SIGNAL MOUNTING ASSEMBLY. (SMOOTH INSIDE EDGES) 

1 1/2' PIPE NIPPLES ........ 1 07/2011 GPI REPLICATED IN CADD 

_. ,._,. 0 0812003 JH LB13720S CREATED 1'-0R = 1'-0" LB-137208 SE<l12 
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7" 7" 
~------------------~~-----------------"-~~--

THREE-WAY ASSEMBLY TIE 
120" TYPE 

SCALE: aw- 1'-0" 

,,. 

TWO-WAY ASSEMBLY TIE 
SCALE: a•"' 1'-0" 

8112" 

NOTES: 

1. SIGNAL HEAD TIES, INCLUDING OPENINGS, SHALl. BE STAMPED OUT OF 
#11 GAGE SHEETING (U.S. STANDARD). 

SEE DETAIL "A" 

........ _..._,. 

2 1/2"x1/8" STEEL BAR 

TYPICAL DETAIL "A" 
SCALE: 6""' 1'-0" 

2 07/2011 GPI REPLICATED IN CADD 
0512006 NM REVISION; VOID LG-133-S 
11/1963 CL LB14251S REPLACED 

FOUR-WAY ASSEMBLY TIE 
SCALE: a• -1'-0" 

SIGNAL HEAD TIES FOR 

ASSEMBLIES "SP", "SPA", "MS" 

0 11/1963 CL LG-133-S CREATED i--=-+==+=-!-======----------1 AS NOTED 
LG-133-S 

LB-142518 
SE-013_1 
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1-

1915/16" 

1111/16" 1111/16" 

26 318" 

"E2MS" ASSEMBLY TYPE 
SCALE: 11/2" = 1'-0" 

"E5MS" ASSEMBLY TYPE 
SCALE: 1 1/2" = 1'-0" 

-I 

1. EXTENDED SIGNAL HEAD TIES SHALL BE STAMPED OUT OF 118" THICK SHEETING 

"E3MS" ASSEMBLY TYPE 
SCALE: 11/2" = 1'-0" 

"E6MS" ASSEMBLY TYPE 

SCALE: 11/2" = 1'-0" 

13 3/16" 

"E4MS" ASSEMBLY TYPE 

SCALE: 11/2" = 1'-0" 

DETAIL "A" 
SCALE: 6"- 1'-0" 

EXTENDED SIGNAL HEAD TIES FOR 

"E2MS", "E3MS", "E4MS", E5MS", "E6MS" 

~0~~00~~~0D11~G~P~I_R~E~P~LI~CA~T~E~D~INuC~AD~D--------------~ ASNOTED SE-013_2 
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L __ ~ __ 'j 
TWO-WAY SLIPFITTER ASSEMBLY- "2SPA" 

SCALE: 11/2"- 1'-0" 

THREE-WAY SLIP FITTER ASSEMBLY- "3SPA" FOUR-WAY SLIPFITTER ASSEMBLY- "4SPA" 
SCALE: 1 1/2"- 1'-0" SCALE: 1 112" = 1'-0" 

VIEW"A-A" 

~-- LC-<l-6 

~-- SEAL WASHER (N.I.C.) 

~- ___ _ ___ ~ 1_11PELOCKNUT 

L-~-~~ __j, 
~----t-- -1
- v------~ 

I -~~~ 

L _ __,--·~·----J 
SIGNAL HEAD __j '= oJ ' 
(N.I.C) ~ SLIPFITTER w1SN 

"D" Tr 1 

,_ 

ONE-WAY POLE SIGNAL 
MOUNTING ASSEMBLY- "1 SA" 

SCALE: 3" = 1'-0" 

LC-8-6--~-
~ SIGNAL HEAD TIE 

(SEE "PARTS LIST") 

SERRATED 
LOCKING RING 

~;Lr>----f---- SEAL WASHER (N.I.C.) 

'iii~*.ILJ.-~-~---- 1 1/2" PIPE LOCK NUT 

~--~-----~At--_, L~2 

rr--.---,rvv~ "A" ~-- LC-,.. 

LC-6-4~- ~ / , ~ 
tCJ ~ ~ ~ 

------t-t1K>-~ - --4~ ~ '<2, 'Sf 
1112""SERRATEDTEE ~ 
11/2" STD. PIPE 8~~==~~~:::;:~-- "D" 

SLIPFITTER"4S" ----~~'t;======= 

"2SPA"1 "3SPA"1 AND "4SPA" 
POLE SIGNAL MOUNTING ASSEMBLIES 

SCALE: 3"- 1'-0" ........ _..._,. 
3 07/2011 
2 0312006 
1 02/1967 

PARTS LIST 

DESCRIPTION 

DIE CAST AL. SLIPFITTER "1SN 

DIE CAST AL SLIPFITTER "48" 

1 1/2-x3 1/4" LONG SCHEDULE 40 AL. PIPE, 11 112 NPSM 314" THREADED ON BOTH ENDS 

1 112" DIE CAST AL. SERRATED TEE 

1112"x1 3/4" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A) 

1 112" DIE CAST AL. PIPE LOCKNUT 

1112" DIE CAST AL. SERRATED LOCKING RING 

1 1/2"x2" LONG DIE CAST AL. CLOSURE CAP (LC-6-6) 

1112"x518" LONG DIE CAST AL. CLOSURE CAP (LC-8-6) 

NEOPRENE SEAL WASHER2 3/4"0Dx1 7/8"1Dx1/8"TH (N.I.C.*) 

TWO-WAY SIGNAL HEAD STEEL TIE 

THREE-WAY SIGNAL HEAD STEEL TIE (90 deg.) 

FOUR-WAY SIGNAL HEAD STEEL TIE 

1/4w-20x1/2" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW rAw) 

318"-16x1" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW \D") 

"-NOT IN CONTRACT (N.I.C.) 

NOTES: 

1. SIGNAL HEADS MAY BE ROTATED AROUND CENTERS OF CONNECTIONS. 

2. A THIN COAT OF "MOLYKOTE ANTI-8EIZE THREAD COMPOUND" BY DOW 
CORNING, OR APPROVED EQUAL, SHALL BE USED ON ALL THREADING IN 
ALUMINUM THREADED CONNECTIONS. 

DRAWING QTY. REQ'D FOR ASSEMBLY 

NO. "1SA" "2SPA" "3SPA" "4SPA" 

SE-015 1 

SE-016 1 1 1 

2 3 4 

SE-007 2 3 4 

SE-009 1 2 3 4 

SE-010 1 2 3 4 

SE-008 1 2 3 4 

SE-011 1 2 3 4 

SE-011 5 5 5 

1 2 3 4 

SE-013 1 

SE-013 1 

SE-013 1 

9 11 13 

4 4 4 4 

GPI REPLICATED IN CADD 
SLIPFITTER POLE SIGNAL MOUNTING 

ASSEMBLIES "1SA", "2SPA", "3SPA", "4SPA" 
NM REDRAWN LC-314-S TO LC-314-D 
JV SET SCREW "A' WAS 3/8' LONG 

0 02/1967 AB LD314-S CREATED i--=-+==+=-!-======-----------1 AS NOTED LC-314-S SE-014_1 
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PARTS LIST 
PART DESCRIPTION DRAWING QTY. 

PART4 NO. 

1 DIE CAST AL. SLIP FITTER "1SN SE-015 1 

2 1 112-x1 3W LONG DIE CAST AL CHASE NIPPLE (LC-8-2A) SE-009 1 

~ 3 1 1/2" DIE CAST Al. PIPE LOCKNUT SE-010 1 

~~ 
4 1 112-x:l" LONG DIE CAST AL. CLOSURE CAP (LC-8-6) SE-011 1 

PART5 5 NEOPRENE SEAL WASHER 2 3/4"0Dx1 718"1Dx118"TH (N.I.C.*) 1 

-- -- D 318"-16x1" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 4 

I n 1 I 

~ rh *-NOT IN CONTRACT 

~ 
I 

PART3 

I 

I 

I PART2 

I 

I I I 
----

~ 
--

~ I \ 
/PART1 I 

I 

I 

I ·o· 
I -- /. ~ --

i"- ' I ~ -
I 

I 

I 

I 

I ~ OFPOLE 

ONE-WAY POLE SIGNAL MOUNTING ASSEMBLY- "1SA" 

SLIPFITIER POLE SIGNAL MOUNTING ASSEMBLY 
.. 1SA" ........ _. ,._,. 0 0812011 GPI CREATED s· = 1'-0" SE-014_2 
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<> 

<> 

"A" <> 

VIEW"A-A" 

<> 

~-- PART2 

-~- ~· 
=(©)=) 

PARTS 

PAAT9~---~~, ~"~ 
PARTS ~ 
PART7 __ __/ 

~PART4 PARTS 

~ 
~ 

I <> <> 
\1----J-----;.......;/ 

1 
"D" __ __/ 

PART1 

TWO-WAY SLIPFITTER ASSEMBLY 

NOTES: 

1. SIGNAL HEADS MAY BE ROTATED AROUND CENTERS OF CONNECTIONS. 

2. A THIN COAT OF "MOL YKOTE ANTI-SIEZE THREAD COMPOUNDw BY DOW 
CORNING, OR APPROVED EQUAL, SHALL BE USED ON ALL THREADING IN 
ALUMINUM THREAD CONNECTIONS. 

PARTS LIST 
PART DESCRIPTION DRAWING QTY. 

NO. 

1 DIE CAST AL SLIP FITTER w4S• SE-016 1 

2 1 112"x3 1/4w LONG SCHEDULE 40 AL. PIPE, 11 1/2 NPSM 314" THREADED ON BOTH ENDS 2 

3 11/2" DIE CAST AL SERRATED TEE SE-007 2 

4 1 112"x1 3/4" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A} SE-009 2 

5 1 1/2" DIE CAST AL PIPE LOCKNUT SE-010 2 

6 1112" DIE CAST AL. SERRATED LOCKING RING SE-008 2 

7 1 112"x2" LONG DIE CAST AL CLOSURE CAP (LC-8-6) SE-011 2 

8 1112"x518" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) SE-011 5 

9 NEOPRENE SEAL WASHER 2 3/4-cJDx1 718.1Dx118"TH (N.I.C.") 2 

10 TWO-WAY SIGNAL HEAD STEEL TIE SE-013 1 

A 1/4"-20x112" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 9 

D 318"-16x1" LONG ST. STEEL SQ. HEAD HOU.OW NOSE SET SCREW 4 

*SUPPLIED BY OTHERS 

1---+---+-+-------------l SLIPFITTER POLE SIGNAL MOUNTING ASSEMBLY 
"2SPA" 

0 0812011 GPI CREATED SE-014_3 



DRAWING NO.

REVISION

DESCRIPTIONBYDATENO

DEPARTMENT OF TRANSPORTATION
BUREAU OF TRAFFIC OPERATIONS

34-02 QUEENS BLVD               L.I.C.,N.Y.11101

OLD DRAWING NO.SCALE:
NEW YORK CITY

N
Y

C
D

O
T 

TR
A

FF
IC

 S
IG

N
A

L 
S

TA
N

D
A

R
D

 D
R

A
W

IN
G

S
, N

ov
em

be
r 2

01
3

-<> 

"A" 

VIEW"A-A" 

PARTS 

PART10\ 
PART7 ---.____ \ 

PARTS~··············· -a~ ~...., 
PARTS--/ 

1A 
~PART4 

~ 
D l::::> \ 

c <> <> 
J 

PART27 
t 

"D" 

PART1~ 
1 

THREE-WAY SLIPFITTER ASSEMBLY 

PARTS LIST 

PART DESCRIPTION 

DIE CAST AL. SLIP FITTER "4S" 

2 1 1/2"x3 1/4" LONG SCHEDULE 40 AL. PIPE, 11 112 NPSM 3/4" THREADED ON BOTH ENDS 

3 1112" DIE CAST AL. SERRATED TEE 

4 1112"x1 314" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A) 

5 1 112" DIE CAST AL. PIPE LOCKNUT 

6 1112" DIE CAST AL. SERRATED LOCKING RING 

7 1 112"x2" LONG DIE CAST AL. CLOSURE CAP (LC-8-6) 

8 1112"x5/8" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) 

9 NEOPRENE SEAL WASHER 2 314"0Dx1 7/8"1Dx1/8"TH (N.I.C.") 10 THREE-WAY SIGNAL HEAD STEEL TIE (90 deg.) 

A 114"-20x1/2" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

D 318"-16x1" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

*-NOT IN CONTRACT (N.I.C.) 

NOTES: 

1. SIGNAL HEADS MAY BE ROTATED AROUND CENTERS OF CONNECTIONS. 

2. A THIN COAT OF "MOLYKOTE ANTI-SIEZE THREAD COMPOUND" BY DOW 
CORNING, OR APPROVED EQUAL, SHALL BE USED ON ALL THREADING IN 
ALUMINUM THREAD CONNECTIONS. 

DRAWING QTY. 
NO. 

SE-016 1 
3 

SE-007 3 

SE-009 3 

SE-010 3 

SE-008 3 

SE-011 3 

SE-011 5 

3 

SE-013 1 11 
4 

1---+---+-+-------------l SLIPFITIER POLE SIGNAL MOUNTING ASSEMBLY 
"3SPA" 

0 0812011 GPI CREATED SE·014_4 
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PARTS LIST - PART DESCRIPTION DRAWING QTY. 
9 

~ 
NO. 

1 DIE CAST AL. SLIP FITTER w4S• SE-016 1 

2 1 1/2"x3 1/4" LONG SCHEDULE 40 AL PIPE, 11 1/2 NPSM 3/4" THREADED ON BOTH ENDS 

3 1112" DIE CAST Al. SERRATED TEE SE-007 4 

9 II 4 1 112"x1 314" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A) SE-009 4 

~·\ 
5 1 112" DIE CAST AL. PIPE LOCKNUT SE-010 4 

6 1112" DIE CAST AL. SERRATED LOCKING RING SE-008 4 

<> 7 1 112"x2" LONG DIE CAST AL. CLOSURE CAP (LC-8-6) SE-011 4 

8 1112"x518" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) SE-011 5 

9 NEOPRENE SEAL WASHER 2 3J4"0Dx1 7/8"1Dx118''TH (N.I.C.") 4 

=(©} ~[2\, =(©} 
10 FOUR-WAY SIGNAL HEAD STEEL TIE SE-013 1 

( <> <> ) A 1/4"-20x112" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 13 

'<Z 
,.. 

D 318"-16x1" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 4 

~--I .~./ *-NOT IN CONTRACT (N.I.C.) 

<> 

~ 
~ 

'11 ~ -
VIEW"A-A" 

PART7 
PAAT10l 

=a 
PARTS 

PART9 

PARTS 

/PART4 
-A-

1A AY 
~ ~ ~ NOTES: 

J D !...:::> ~ ~ 
D !...:::> 1. SIGNAL HEADS MAY BE ROTATED AROUND CENTERS OF CONNECTIONS 

I 2. A THIN COAT OF "MOL YKOTE ANTI-SIEZE THREAD COMPOUND" BY DOW CORNING, OR 

~ ) APPROVED EQUAL, SHALL BE USED ON ALL THREADING IN ALUMINUM THREADED 
<> <> 

~~ 
<> <> CONNECTIONS. 

PART27 

J \ 

t 7 -o-

PART1~ 
ELEVATION SLIPFITIER POLE SIGNAL MOUNTING ASSEMBLY 

"4SPA" 

FOUR-WAY SLIPFITTER ASSEMBLY ........ _. ,._,. 0 0812011 GPI CREATED JR=1'-0· SE-014_5 
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5" DIA. 

2518" DIA. 

2 7/16" DIA. 

~-

T 
_l___j_\L-r--------' 

I 

2.437 O.D. SERRATED BOSS 1[ 
2.000 I.D. SERRATED BOSS .,I ~ ~ ~ 

0 0 0 

II~~ 

TAP THREAD 11/2" NPSM 
11 1/2 THREADS PER INCH 

DETAIL A 

2.625 DIA. • I 
:3: ~ SECTION ALONG CENTER LINE 
~ ~ OF FEMALE SERRATION 

DETAIL "A" 

Jli---· -------=-=:::=c___:: ---------1 

DRILL & TAP FOR 318"-16x1" LONG SQ. 
HEAD HOLLOW NOSE SET SCREW. 
(4 "D" SCREWS REQUIRED) 

5 7/8" DIA. 

SECTIONAL- ELEVATION "A-A" 

5° (RADIAL) 

OUTSIDE VIEW OF SERRATIONS 

2 0812011 GPI REPLICATED IN CADD 
0612001 BMM MARBELITE 

0 1/1967 ADB LC-312-S CREATED 

DIE CAST SLIPFITIER "1SA" FOR 
POLE MOUNTED TRAFFIC SIGNAL HEAD 

LC-312-S SE<l15 
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5" DIA. 

2 112" DIA. 

49/16" 

_L 
DIA. MIN. 

:. 

~ 318" 
T 
l_l~----~--+-~ 

I 

Jl CHAMFER45" 

4 518" DIA. 

5 318" DIA. 

5 7/8" DIA. 

SECTIONAL· ELEVATION "A·A"' 

1 112" x 518" LONG CLOSURE CAP 

~-- DRILL & TAP FOR 1/4"-20x112" LONG SQ. 

~ 
~ 

!.. 

HEAD HOLLOW NOSE SET SCREW 
(5 "A" SCREWS REQ'D.) 

TAP FOR 1112" STD. PIPE NPSM 11112" 
THREADS PER INCH. (TYP.) 

~ 
~ 

!g .. 

DRILL & TAP FOR 3/8"-16x1" LONG SQ. 
HEAD HOLLOW NOSE SET SCREW 
(4 "D" SCREWS REQ'D.) 

6112" 

A 

1/4-20x112" ST. STEEL SET SCREW 

72 SERRATIONS EQUALLAY SPACED AT 5" 

4 0812011 GPI REPLICATED IN CADD DIE CAST SLIPFITIER "4S" FOR POLE MOUNTED 
3 4fl011 BMM CHANGED CAP TO SHORT CAP TRAFFIC SIGNAL ASSEMBLIES "SPA" 
2 07/2001 BMM TRANSFERRED TO CADD ........ 10/1970 JY REVISION 

_..._,. 0 01/1967 ADB LC-313-S CREATED s· = 1'-0ft LC-313-S SE<l16 
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"A" 

~ i Oll'l-r- PART4 

-J----,-----{_';;;:_:'\ I (7 

~---~---= 
PART1 I ~ ~- , I 

(BRACKET "VB") ,L -----/7 i 7 ~- -s 

[ 

?7/ I \\-~ 
i il I \1 
i\\ I 11 
~ ----- -1--l-- -__}-/ _I=:J 

~-~- I - --ccJ 

I 71 lf\n 
II ( ( ! \1 II SIGNAL HEAD 

I 1~ ! ;ij ! / (N.I.C) 

LAWfONHUB(SEE I \

1 I ! I l 
I 

DWG SE-018) ~ \\ I I -__=::] 
I (N.I.C.) ~- \"', PART3- I /;jl.__- I 

I I '~:: I ;7 I 

L_ ___ =-: ___ _j 
r---------rL__'_J I ~ 

0 I 0 ) 

I 

I 

I 

I 

\___ PART2 

PART 
NO. 

PARTS LIST 

DESCRIPTION 

1 1112"x8 3/4" LONG SCHEDULE 40 AL. PIPE, 11 112 NPSM 3/4" THREADED ON BOTH ENDS 

2 1 1/2" DIE CAST AL SERRATED TEE 

3 1 1/2"x1 3W LONG DIE CAST AL CHASE NIPPLE (LC-8-2A) 

4 1 112-x518" LONG DIE CAST AL CLOSURE CAP (LC-8-4) 

5 NEOPRENE SEAL WASHER 2 314" 0Dx1 7/B'"TH (N.I.C*) 

A 1/4"-20x1/2" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

"- NOT IN CONTRACT (N.I.C) 

NOTES: 

1. SIGNAL HOUSING MAY BE ROTATED AROUND CENTER OF CONNECTION. 

DRAWING 
NO. 

SE-007 

SE-009 

SE-011 

2. A THIN COAT OF "MYLOKOTE ANTI-SIEZE COMPOUND" BY DOW CORNING, OR 
APPROVED EQUAL, SHALL BE USED ON ALL THREADING IN ALUMINUM 
THREADED CONNECTIONS. 

1 0812011 GPI REPLICATED IN CADD 
0 0612001 BMM LC-34 CREATED 

BRACKET MOUNTING ASSEMBLY 
FOR VEHICLE SIGNALS ''VB" 

LC-34 SE-017_1 

QTY. 

2 

2 

2 

2 

1 

4 



DRAWING NO.

REVISION

DESCRIPTIONBYDATENO

DEPARTMENT OF TRANSPORTATION
BUREAU OF TRAFFIC OPERATIONS

34-02 QUEENS BLVD               L.I.C.,N.Y.11101

OLD DRAWING NO.SCALE:
NEW YORK CITY

N
Y

C
D

O
T 

TR
A

FF
IC

 S
IG

N
A

L 
S

TA
N

D
A

R
D

 D
R

A
W

IN
G

S
, N

ov
em

be
r 2

01
3

PARTS LIST 

PART DESCRIPTION DRAWING 
NO. NO. 

1 1 112"x8 314w LONG SCHEDULE 40 AL. PIPE, 11 1/2 NPSM 314w THREADED ON BOTH ENDS 

10" 11 112" 
2 1112" DIE CAST AL. SERRATED TEE SE-007 

3 1 112"x1 314• LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A) SE-009 

4 1112-xsJBw LONG DIE CAST AL. CLOSURE CMJ (LC-8-4) SE-011 
,----- "A" 

5 NEOPRENE SEAL WASHER 2 314• 0Dx1 718"TH (N.I.C•) 

A 114w·20x112" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

*- NOT IN CONTRACT (N.I.C) 
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1 ~~::---, rl ;:;:;/ 1 L 1 

11 _________ j 
L----~----J -~ -

------------~ID I ~ LJ ~ 
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LAWTON HUB (SEE 
DWG. SE-018) 
(N.I.C.) 

! 

I 

\___ PART2 ~PART1 
(BRACKET "VB"} 

PART4 

1 0812011 GPI REPLICATED IN CADD 
0 0612001 BMM LC-34 CREATED 

NOTES: 

1. SIGNAL HOUSING MAY BE ROTATED AROUND CENTER OF CONNECTION. 

2. A THIN COAT OF wMYLOKOTE ANTI-81EZE COMPOUND• BY DOW CORNING, OR 
APPROVED EQUAL, SHALL BE USED ON ALL THREADING IN ALUMINUM 
THREADED CONNECTIONS. 

BRACKET MOUNTING ASSEMBLY 
FOR VEHICLE SIGNALS "2VB" 

LC-34 SE-017_2 

QTY. 

4 

4 

2 

4 

2 

8 
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"A" 

1 112" PART1--~ 

SECTION ELEVATION "A-A" 

STAINLESS STEEL STRAP 

3/4" PIPE NIPPLE 

1 112" PIPE NIPPLE 

CABLE 

DETAIL OF HUB CONNECTION TO POLE ........ 
AT CABLE ENTRANCE _. ,._,. 

4 
3 
2 

PART 

-r- 2 

I A 

_l_ 
I -;-/' " 

~ -~ 

\ 
\ 

I 
J 

I 

"' ~~t: / 

I 
---

I 

I 

-+-
VIEW"B-B" 

1. LAWTON HUB ASSEMBLIES SHOULD BE ORDERED IN PAIRS 
WITH ONE 314" PIPE NIPPLE FOR EACH PAIR. 

0812011 GPI REPLICATED IN CADD 
09/2001 BMM TRANSFERRED TO CADD 
02/1970 JJV REVISED NOTE 
10/1968 ADB ADDED NOTE 

PARTS LIST 

DESCRIPTION 

DIE CAST HUB 

3/4"x3" SCHEDULE 40 ALUM. PIPE 
THREADED OVER ENTIRE LENGTH 14 NPSM 

QTY. 

2 

114"-20x112" ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 2 

PART2 

> 

< 

< 

< 

I 

I 

I 

DETAIL OF 3/4" PIPE NIPPLE 
ONE REQUIRED FOR EACH PAIR OF HUB 

THIS DRAWING SUPERCEDES DRAWING 
LC-35 (REV. 8-24-67) 

LAWTON HUB ASSEMBLY DETAIL 

0 04/1968 ADB LB-1175-5 CREATD i--=-+==-F=!-=-'-"====----------1 1'-0R = 1'-0" LB-1175-5 SE<l18 
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VARIES (11ft MIN., 11 314ft MAX) 

PART1 

PART4~ "A"- /--PARTS 

PART9 

<> <> <> 

"C" 

WOOD POLE 

PART2 

<> ) 

PARTS 

PARTS LIST 
PART 
NO. 

DESCRIPTION DRAWINO QTY. 
NO. 

1 TOP BRACKET CONNECTION SE-019_3 

2 BOTTOM BRACKET CONNECTION SE-019_3 

3 DIE CAST AL. PLAIN TEE SE-019_3 

4 1 1/2-xtift LONG SCHEDULE 40 AI... PIPE, 11 1/2 NPSM 314" AND 1ft THREADED ENDS 

5 

6 

7 

8 

9 

A 

B 

c 

1 112"x8" LONG SCHEDULE 40 AL. PIPE, 11 112 NPSM 314" THREADED ON ONE END 

1112" DIE CAST AL. SERRATED TEE SE-007 

1 112"x1 3/4" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A) SE-009 

11/2"x1 518" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) SE-011 

NEOPRENE SEAL WASHER 2 3/4"0Dx1 7/6"1Dx118"TH (N.I.C*) 

1/4ft-20x112" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

318"-16x1" LONG ST. STEEL SQ. HEAD CUP POINT SET SCREW 

1/2"x4" GAL. STEEL LAG SCREW (N.I.C*) 

*- NOT IN CONTRACT (N.I.C) 

NOTES: 

1. ALUMINUM PLATES AND PIPING SHALl. BE 8081-TS All.OY. 

2. THREADING ON ENDS OF PIPING SHALL BE NPSM THREADING, 11 1/2 THREADS PER INCH, 314" 
LONG, UNLESS OTHERWISE NOTED. 

3. THREADS TO BE LUBRICATED WITH A THIN COAT OF "MOLYCOTE ANTI-51EZE THREAD COMPOUND" 
BY DOW CORNING CORP. OR APPROVED EQUAL. 

BRACKET MOUNTING ASSEMBLY 

2 

2 

2 

6 

4 

FOR VEHICLE SIGNALS ON WOOD POLES "WP" 
2 0812011 GPI REPLICATED IN CADD 
1 10/1974 JBC CHANGED TITLES, NOTES AND PARTS LIST 
0 11/1966 JBC LC-310-S CREATED LC-310-S SE-019_1 
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"A"~ 

111/2" 
VARIES (11" MIN., 11 314ft MAX) 

~--M-~4~~~---r--r--r-----------r----~ ~--PARTS 

<> <> <> <> <> 
I 

I (7 

·c· 

WOOD POLE .. 

PART2 

<> <> <> ) 

L____ PART 10 PART6 

VARIES 

PARTS LIST 

PART 
NO. 

DESCRIPTION DRAWING QTY. 

1 TOP BRACKET CONNECTION 

2 BOTTOM BRACKET CONNECTION 

3 DIE CAST AL. PLAIN TEE 

4 1 112"x6" LONG SCHEDULE 40 AL PIPE, 11 1/2 NPSM 314ft AND 1" THREADED ENDS 

5 1 112"x8" LONG SCHEDULE 40 AL. PIPE, 11 1/2 NPSM 314ft THREADED ON ONE END 

• 11/2" DIE CAST AL. SERRATED TEE 

7 1 112"x1 314" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2A) 

• 11/2"x518" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) 

9 NEOPRENE SEAL WASHER 2 3/4"0Dx1 7/8"1Dx118"TH (N.I.c-) 

10 11/2"x8 3W LONG SCHEDULE40AL PIPE, 111/2 NPSM 3/4"THREADED ON BOTH ENDS 

A 1W-20x1/2" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

B 318"-16x1" LONG ST. STEEL SQ. HEAD CUP POINT SET SCREW 

C 1/2"x4" GAL STEEL LAG SCREW (N.I.C*) 

*- NOT IN CONTRACT (N.I.C) 

NOTES: 

1. ALUMINUM PLATES AND PIPING SHALL BE 6061-TBALLOY. 

2. THREADING ON ENDS OF PIPING SHALL BE NPSM THREADING, 11 112 THREADS PER INCH, 314" 
LONG, UNLESS OTHERWISE NOTED. 

NO. 

SE-019_3 

SE-019_3 

SE-019_3 

SE-007 

SE-009 

SE-011 

3. THREADS TO BE LUBRICATED WITH A THIN COAT OF "MOL YCOTE ANTI-SIEZE THREAD COMPOUND" 
BY DOW CORNING CORP. OR APPROVED EQUAL. 

BRACKET MOUNTING ASSEMBLY 

4 

4 

2 

2 

2 

10 

4 

FOR VEHICLE SIGNALS ON WOOD POLES "2WP" 
2 0812011 GPI REPLICATED IN CADD 
1 10/1974 JBC CHANGED TITLES, NOTES AND PARTS LIST 
0 11/1966 JBC LC-310-S CREATED LC-310-S SE-019_2 
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10."1" 

1/4" CONT. WELD 
AU. AROUND 

318"-16x1" LONG ST. STEEL 
SQ. HEAD CUP POINT SET SCREW 

9/16" DIA. HOLE 
AT EACH END 

3"x1/4"x8" LONG ALUM. PLATE 

1 3/4" LONG THREAD 

1/4"-20x1/2" LONG STAINLESS 
STEEL CUT POINT SET SCREWS 
WITH SQ. HEAD 

318" 

2" SCHED. 80 ALUM. PIPE, 6" LONG 

MFRS. SYMBOL 
YEAR OF MFR. 

I I 
u 

BOTTOM BRACKET CONNECTION 

~-- 1"LONGTHREAD 

318" 

~-- 1112" UV RESISTANT PLASTIC INSULATING BU 

1 1/2" STANDARD PLAIN TEE 

MFRS. SYMBOL 
YEAR OF MFR. 

1 112" SCHED. 80AI..UM. PIPE -1 314" 
LONG WITH 11/4" LONG THREAD 

NOTES: 

CHAMFER END 

1/4" CONT. WELD 
ALL AROUND 

---- 9/16" DIA. HOLE 
AT EACH END 

~~-- 3"x1/4"x8" LONG ALUM. PLATE 

TOP BRACKET CONNECTION 

1. ALUMINUM PIPE AND PLATES SHALLBE6061-T6ALLOY. 

cp 
I 

I 

I 

I 

@ 

I I 
u 

2. PIPE THREADING SHALL BE NPSM THREADING, 11 1/2 THREADS PER INCH. 

3. WELDING SHALL BE HELIARC WELDING. 

4. PAINT POWDER COAT BRACKET PER FED SPEC. 

5. PLAIN TEE COULD BE SUBSTITUTED WITH 1 112" DIE CAST AL. SERRATED TEE AND 
1 1/2" THREADED HIGH IMPACT PLASTIC INSULATING BUSHING 0-Z/GEDNEY'S # 
BB-150 OR EQUAL. 

POLE CONNECTIONS FOR 

WOOD POLE BRACKETS "WP" 
2 0812011 GPI REPLICATED IN CADD 

06/1967 ADB ADDED PLAIN TEE DETAIL 
0 11/1966 ADB LB-1022-8 CREATED LB-1022-8 SE-019_3 
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TOP VIEW 

SEE NOTE4 

~-- SEE NOTE 5 

FRONT VIEW 

SLIP ''Y" FITTING 

<> 
BOTTOM VIEW 

ISOMETRIC VIEW 
N.T.S. 

0 1212011 GPI CREATED 

NOTES: 

1. NYC DESIGNATION "W-2P". 

2. 47,000 PSI TENSILE STRENGTH AND DIE-CAST ALUMINUM 
CONSTRUCTION ON FITTINGS. 

3. CHASE NIPPLES AVAILABLE IN ALUMINUM, BRONZE & CAST IRON. 

4. TAPPED 1112"-11112• NPSM. 

5. 114"-20x112• LONG ST. STEEL SQ. HEAD HOU.OW NOSE SET 
SCREW ON ALL 1 112• OPENINGS. 

6. PAINT BRACKET POWDER-COATED PER FED SPEC 5958#13538. 

120 DEGREE SLIP "Y'' FITTING 

SE<l20 
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I Ill ill r-_l_ __[_ ~ 

IT-+-T 
I Ill I 

_1--ti Jy_L 

PART3 

"--- PART2 

ELEVATION 

LAWTON HUB {N.I.C.*) 

PART1 

POLE ct_ PARALLEL TO CURB LINE 

4 312012 GPI 
SECTION "A-A" 3 6/1973 JBC 

2 12/1970 JV ........ 1 03/1968 ADB 
0 03/1968 ADB _..._,. 

PART 
NO. 

PARTS LIST 

DESCRIPTION 

1 1 1/2"x17" LONG SCHEDULE 80 AL. PIPE, 11 112 NPSM 3W THREADED ON BOTH ENDS 

2 1112" DIE CAST AL. SERRATED TEE 

3 1 112"x1 318" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2) 

4 1 112"x518" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) 

5 NEOPRENE SEAL WASHER 2 3W OD x 1 718" ID x 1/8" TH (FOR TOP BRACKET ONLY) (N.I.C.") 

"D" 114"-20x1/2" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

" - NOT IN CONTRACT (N.I.C) 

NOTES: 

DRAWING NO. 

SE-007 

SE-009 

SE-011 

1. SIGNAL HOUSING MAY BE ROTATED AROUND CENTER OF CONNECTION. 

REPLICATED IN CADD 

2. A THIN COAT OF "MOLYKOTE ANTI SEIZE THREAD COMPOUND" BY DOW 
CORNING, OR APPROVED EQUAL !.!::!6bb BE USED ON ALL THREADING IN 
ALUMINUM THREADED CONNECTIONS. 

PEDESTRIAN SIGNAL MOUNTING 
CHANGE TITLE, NOTES & PART LIST ASSEMBLY ''VB-P" 
CHANGED NOTE 2 
REVISED AND REDRAWN 
CREATED 1112. = 1'-0ft LC-341-S SE-021_1 

QTY. 

2 

2 

2 

2 

1 

4 
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ELEVATION 

m--~•y-PART4 
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Ill 
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PARTS 

PART1 

.~-------~ 

~-- LAWTON HUB (N.I.C.*) 

"--- POLE ct PARALLEL TO CURB LINE 

SECTION "A-A" 

~--PART2 

4 312012 GPI 
3 6/1973 JBC 
2 12/1970 JV ........ 1 03/1968 ADB 
0 03/1968 ADB _..._,. 

PART 
NO. 

PARTS LIST 

DESCRIPTION 

1 1 1/2"x11" LONG SCHEDULE 80 AL. PIPE, 11 112 NPSM 3W THREADED ON BOTH ENDS 

2 1112" DIE CAST AL. SERRATED TEE 

3 1 112"x1 318w LONG DIE CAST AL. CHASE NIPPLE (LC-8-2) 

4 1 1/2"x518" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) 

5 120 DEGREE ""r FITTING 

6 NEOPRENE SEAL WASHER 2 314" OD x 1 7/8" ID x 1/8" TH (FOR TOP BRACKET ONLY) (N.I.C.") 

"D" 1W-20x1/2" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

" - NOT IN CONTRACT (N.I.C) 

NOTES: 

DRAWING NO. 

SE-007 

SE-009 

SE-011 

SE-020 

1. SIGNAL HOUSING MAY BE ROTATED AROUND CENTER OF CONNECTION. 

REPLICATED IN CADD 

2. A THIN COAT OF "MOLYKOTE ANTI SEIZE THREAD COMPOUND" BY DOW 
CORNING, OR APPROVED EQUAL !.!::!6bb BE USED ON ALL THREADING IN 
ALUMINUM THREADED CONNECTIONS. 

PEDESTRIAN SIGNAL MOUNTING 
CHANGE TITLE, NOTES & PART LIST ASSEMBLY "VB-2P" 
CHANGED NOTE 2 
REVISED AND REDRAWN 
CREATED 1112. = 1'-0ft LC-341-S SE-021_2 

QTY. 

6 

4 

4 

• 
2 

2 

14 
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LV 
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-~ 
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END VIEW 

DETAIL OF 8" VISORS 

+ 

~-~ 

8" (STANDARD) 

12" (LONG) 

SIDE VIEW 

~=== =, 
I 

I 

I 

I 

I 

I 

I 

I 

) 
-~ 

ROUND OUTSIDE 
CORNERS- 314" RADIUS 

END VIEW 

+ 

LY ~-~ 

10" (STANDARD) 

16" (LONG) 

-

SIDE VIEW 

DETAIL OF 12" VISORS 

NOTES: 

~ 

=== ====, 
I 

I 

I 

I 

I 

I 

I 

I 

I 

I 

I 

I 

I 
-~~~~~/ 

ROUND OUTSIDE 
CORNERS- 1" RADIUS 

1. VISOR LENGTH SHOULD BE DETERMINDED AS PER ENGINEER. 

2 0312012 GPI REPLICATED IN CADD 
0512006 VS REVISION; VOID LG-163-S 

0 04/1964 CL CREATED 

TUNNEL SIGNAL HEAD VISORS 

LG-127-6 
LB-142488 

SE<l22 
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DETAIL "A" 
NOT TO SCALE 

•• 

_L__ 

_j 

NOTES: 

1. ALL SURFACES OF PARTS SHOULD BE SPRAYED WITH BLACK FLAT PAINT. 

2. TOLERANCES SHOULD BE :t 1/16" UNLESS OTHERWISE SPECIFIED. 

3. MATERIAL: ROLLED PLATE. THICKNESS= 0.02". 

1 0312012 GPI REPLICATED IN CADD 
0 10/2006 NJ CREATED 

LOUVERS- 3 DEGREES 

LB-143338 SE-023 1 
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DETAIL "A" 6" 

3116" :If-
~~ /~ 

41/4" 

2314' J \: a.' <'o· ~~ ~ 
r- 1114' Jy-:!;, ~7116"\---- \ ~ I_)~ 

/ 
I "' L \'--={~~ '--~~~ '--=~~~ i 

~-~~~~ r ~ -----~ 
~ 
~ 
~ 
~ 

'l -- 49/16" -I 

~ "~ 1.?rJo t I 

3316" '\ 
\ 211BJ 

L /~ ~f= ~~I " 15116" L~ _'\-- \ "l 

'~ '--:- '--: 1 l ~ 
\...:::_ L- --- ., 

-- -------------
--:.43/4"----

--r---- ~ I 1 \ 
3314" ... 

I \2314" $ 

l~ \ \ I J 1314'~ J ~~ ~· 

~ ~,~~·F ~'--:-=''--_:: 1 " "l r, ., 

' 
;: 

~ I / ~ ~ 
'i':c- \__ - ~ ~ .. '--=- _:: ~~ I ., 

1 
1.~_~, r I 

~ 
! --;;:/ I I I I !o 

!o _l_~ 
I 

;; 115116"1 1 I 

I I 1 ~ 

I Co 
L L L _j ;: 

I 
1 316" ~7116'~ f I 

1 7/6" 

2 1/2" 

4" 

~lr NOTES: 

1. ALL SURFACES OF PARTS SHOULD BE SPRAYED WITH BLACK FLAT PAINT. 

I 2. TOLERANCES SHOULD BE± 1116" UNLESS OTHERWISE SPECIFIED. 
I 

I 

3. MATERIAL: ROLLED PLATE. THICKNESS= 0.02". 

DETAIL "A" 
NOT TO SCALE 

LOUVERS- 7 DEGREES ........ 1 0312012 GPI REPLICATED IN CADD 

_. ,._,. 0 10/2006 NJ CREATED s· = 1'-0ft LB-143345 SE-023_2 
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DETAIL •A• 
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I ""' 
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I 

I 

---j! ~ 
I 

DETAIL"A" 
NOT TO SCALE 

/ 
~/ 
318" 

•• 

"' " ~ 

"' " 
--.---f-- ~ 

N 

"' " ,_ 
~ 

NOTES: 

1. ALL SURFACES OF PARTS SHOULD BE SPRAYED WITH BLACK FLAT PAINT. 

2. TOLERANCES SHOULD BE :t 1/16" UNLESS OTHERWISE SPECIFIED. 

3. MATERIAL: ROU.ED PLATE. THICKNESS"' 0.02". 

LOUVERS· 14 DEGREES 

-. .... - 1 0312012 GPI REPLICATED IN CADD 
0 1012006 NJ CREATED LB-143358 SE-023_3 
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ASSEMBLY DETAIL LOUVER DETAIL 

1. VIEW CUT-OFF OPTIONS FOR GEOMETRICALLY PROGRAMMABLE LOUVERS COULD 
BE BUT NOT LIMITED TO 7", 8", 9", 11", 13", 15", 23.5", 43". 

0 0312012 GPI CREATED N.T.S. 

LOUVERS
GEOMETRICALLY PROGRAMMABLE 

SE-023_4 
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ELEVATION 

ARTICULATED CLAMP 

MINIMUMB'-0" 

NEOPRENE TRI-BOL T 
SLOTTED GASKET 

SLOTTED WASHER 

\ 

~-- ONE-WAY81r.i!" 
CENTER-TO-CENTER 
UPPER ARM 

1 112" SCHEDULE 40 AL. PIPE, 
11 112 NPSM 1 112" THREADED 
ON ONE END 

5/16"-18 V-BOL T --~ 

"'""'1"'-
1 :~~~ 
I I 3 1/2" MAST ARM PIPE 

l~::J 

~ 11r.i!"SCHEDULE40AL.PIPE 

DETAIL OF ATTACHING 
TRAFFIC SIGNAL TO MAST ARM 

NOTES: 

1. TRAFFIC SIGNAL SHALL BE CENTERED OVER TRAFFIC LANE, OR AS PER ENGINEER IN CHARGE. 

2. TO AVOID CORROSION, MAST ARM SHALL NOT BE DRILLED. ALL ELECTRICAL CABLES RUN ON 
EXTERIOR OF MAST ARM HOUSED IN 314" PVC CONDUIT. PVC CONDUIT SHALL BE CONTINUOUS, FROM 
POLE TO SIGNAL HOUSING LEAVING ENOUGH EXPOSED CABLE FOR CONNECTIONS. 

ONE-WAY 81/2" CENTER-TQ-CENTER 
LOWER ARM 

ONE-WAY BRACKET ASSEMBLY 

0 0312012 GPI CREATED 

TWO-WAY 14" CENTER-TQ-CENTER 
UPPER ARM 

STAINLESS STEEL 
BAND 

BAND SCREW 

---- TWO-WAY 14ft 
CENTER-TO-CENTER 
LOWER ARM 

TWO-WAY BRACKET ASSEMBLY 

N.T.S. 

RIGID MAST ARM TRAFFIC SIGNAL 
MOUNTING ASSEMBLY 

SE<l24 
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5.5" 2.5" 

E9 E9 :::::: 
0 0 v © 1'/r r.• • 0 

0 
0 

E9 E9 :J C) C) 

__§---~ 
Q) 

i~~ 'l" ·~~.·. • • . " .... •••• •••• 
fo ~~ 

•1111 t~• .... •"•· 
·-~:_::,--

Ell Ell ITIIIIJ [[[I] 
© • • 0 fo 0 (1) 0 0 

~ :J 0~0 0 
0 

? ur o .ll. o 111 c::;- coco ? f..• 0. c 

(I) I 
I"' \ ~a: 

® 
~ ~ 0[ ~ J :J C) 

C)(_ 6 ~ ~ ~ '-~ rr--,' ~ 

FRONT VIEW SIDE VIEW BACK VIEW ISOMETRIC VIEW 
3"=1'-0" 3"=1'-0" 3"=1'-0" N.T.S. 

ACCESSIBLE PEDESTRIAN SIGNAL {APS) 

UNIT 

0 0312012 GPI CREATED AS NOTED SE-025_1 
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NAVIGATOR 

TOP VIEW 

1/2"METALCONDUIT -~ 

SIDE VIEW 

MOUNTING ON METAL POLE 

0 03.12012 GPI CREATED 

5/16" THREADED ROD 

. () . 

• (I) • 

I 

MOUTNING ON WOOD POLE 

~- 1/2" THREADED CONDUIT 
OUTLET BODY WITH COVER & 
NEOPRANE GASKET 

1/2"x1 1/2" LONG NIPPLE 

112• CONDUIT HUB 

ACCESSIBLE PEDESTRIAN SIGNAL {APS) 
MOUNTING INFORMATION 

N.T.S. SE-025_2 
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'A' 

·e· I 

F I_ 
1\ -r- -

1- - ~ I- -

I- -
~ - v 

CORD END CONNECTOR 
SCALE: 1'~' = 1'-0" 

TRADE SIZE 'A' 'B' "C" CABLE RANGE 

1.792 .595 .978 .100"-.300" 

112 1.792 .595 .978 .200"-.472" 

2.250 .595 1.230 .385"-.750' 

1.963 .595 .978 . 1 00'-.300' 

3/4 1.963 .595 .978 .200' -.472" 

2.250 .595 1.230 .385"-.750' 

11/4 
2.160 .630 1.810 .1510"-.790" 

2.180 .630 1.810 .710"-.980" 

11/2' 0.600 .710 2.090 UNIVERSAL'' 

(') HUMMEL HSK-K-MUL n #1.1597.&499.71 (COMES WITH SOLID GROMMET) OR EQUAL 
(-) HUMMEL SOLID GROMMET #1.089.3699.19 OR EQUAL 

1. TO ACCEPT CABLE, SOLID GROMMET SHALL BE DRilLED ACCORDING TO 
MANUFACTURER'S INSTRUCTIONS. 

POLYETHYLENE SEALING GASKET 

NYLON BODY 

ISOMETRIC VIEW 
SCALE: N.T.S . 

CORD END CONNECTOR 

I---=0-+~03/2=0.:..:13+G:;:.P..:..I ~CREA:.=-:..:.;TE=:D;,.._ _________ ----1 AS NOTED SE-026 
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2-x4• ALUMINUM POLE 
OPENING HAND HOLE 
STRAP 

2"x4w HAND HOLE COVER --~ 
FOR 4 112" OD POLE 

114"-20x1 1/4" STAINLESS ----, 
STEELSOCKETBUTTONHEAD 
SCREW 

1/4"BOLT&4-14WIRE, --~ 
600V ALUMINUM 
GROUNDING LUG 

1/4" STAINLESS STEEL / 
WASHER 

114"-20x3/8" STAINLESS STEEL __ __/ 
SOCKET BUTTON HEAD SCREW 

-~-- 4 1/2" POLE CAP(DOME) 

-~-- 1/4"-20x1/2" ST. STEEL SQ. 
HEAD SET SCREWS (3 REQ.) 

" 4" DIA. x 48" LONG SCHEDULE 40 
GALVANIZED STEEL PEDESTAL 
POLE 

~-- 4"-8 THREAD 

STEEL FLANGE BASE WITH 12 314" BOLT 
CIRCLE FOR 314" ANCHOR BOLTS 

3J4"-10HEXNUT ~ 

314"1Dx2"0DWASHER ~ 

3/4"-10STUDBOLT, ~ ~t 
FULLY THREADED 

3/4"-10HEXBOLTCOUPLING, _A~ 
FULLY THREADED 

314"-10STUDBOLT, -

1 ~t 
FULLY THREADED ---------------

ANCHOR CLEAT --------~::::=::::D (SEE DWG. P-002) 

3/4"-10HEXNUT ~ 

NOTES: 

ANCHOR BOLT ASSEMBLY 
(SET OF 4) 

1. ANCHOR BOLT ASSEMBLY SHALL BE MADE OF GALVANIZED STEEL. 

ACCESSIBLE PEDESTRIAN SIGNAL (APS) 
POLE 

1--"0-+.::.04:::12::.01:.:2--+"G"-P'-11 _;R.::E::_P:::LIC:::A.:.:T.::ED::..::;INc:C::.:AD=D=-----------l 1 112"=1'-ll" SE<l27 
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NOTES: 

1. ALL LEOS MUST BE INCANDESCENT LOOK TYPE AND BE APPROVED BY NYCDOT, AND FOLLOW 
NYCDOT SPECIFICATION 78 LED SIGNAL MODULE. 

2. THE BIKE LANE SYMBOL SHALL BE AS ILLUSTRATED ON THIS DRAWING, OR APPROVED EQUAL 

3. THE BIKE SYMBOL SHALl. BE A MASK TYPE OF CONSTRUCTION USING A HIGH QUALITY 3-MIL 
FLEXIBLE VINYL RATED FOR OUTDOOR USE AND UNAFFECTED BY SUN LIGHT (W RAYS). THE 
MATERIAL SHALL HAVE A PERMANENT ACRYLIC PRESSURE SENSITIVE ADHESIVE. THE MATERIAL 
SHALL BE RESISTANT TO WATER, HUMIDITY, AND MOST PETROLEUM BASED SOLVENTS, WITH A 
SERVICE RANGE TEMPERATURE OF -40°F TO +200°F. THE PRODUCT LIFE OF THE VINYL SHALL BE 
EQUAL TO THE LIFE OF THE LED SIGNAL MODULE AND BE WARRANTED FOR NOT LESS THAN 7 
YEARS. 

1" 

0312012 GPI REPLICATED IN CADD 
0 09/2007 NJ LC539S CREATED 

1" 

BICYCLE SYMBOL 
FOR 12" TRAFFIC SIGNAL COVER 

LC-5395 SE<l28 
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• 
WOOD POLE 

)·~-~ 
PARTS 

rc-- --~ PARTB 

"C" 

IT===;::==:::;:: = -lJ AY 

• ,L, - .-~.~~ 
~ / ~ PART3 

lrril-111~ ---r-.1-------==' ====-~~~"A" 
~~PART7 
I 

I 

ELEVATION 

~-----~ 

PART2 

~---PART4 

/i ~- \ // , ~~~ c=======~ 
_!_ __ _! ___ ~~ "8" 

\ I / 

""~-j-~// 
SECTION "A-A" 

PARTS LIST 

PART DESCRIPTION DRAWING NO. 
NO. 

1 1 1/2"x17" LONG SCHEDULE 80 AL. PIPE, 11 1/2 NPSM 3W THREADED ON BOTH ENDS 

2 1112" DIE CAST AL. SERRATED TEE SE-007 

3 1 112"x1 318" LONG DIE CAST AL. CHASE NIPPLE (LC-8-2) SE-009 

4 1 112"x518" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) SE-011 

5 NEOPRENE SEAL WASHER 2 3W OD x 1 718" ID x 1/8" TH (FOR TOP BRACKET ONLY) (N.I.C.*) 

6 TOP BRACKET CONNECTION SE-019 3 

7 BOTTOM BRACKET CONNECTION SE-019 3 

8 DIE CAST AL PLAIN TEE SE-019_3 

"A" 1/4"-20x112" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

"B" 3/8"-16x1" LONG ST. STEEL SQ. HEAD CUP POINT SET SCREW 

"C" 1/2"x4" GAL. STEEL LAG SCREW {N.I.C.*) 

* -NOT IN CONTRACT (N.I.C.) 

NOTES: 

1. SIGNAL HOUSING MAY BE ROTATED AROUND CENTER OF CONNECTION. 

2. A THIN COAT OF "MOLYKOTE ANTI SEIZE THREAD COMPOUND• BY DOW 
CORNING, OR APPROVED EQUAL !.!::!6bb BE USED ON ALL THREADING IN 
ALUMINUM THREADED CONNECTIONS. 

QTY. 

2 

2 

2 

2 

1 

1 

1 

1 

6 

1 

4 

BRACKET MOUNTING ASSEMBLY FOR 
PEDESTRIAN SIGNALS ON WOOD POLES ''WB-P" 

1--"0-+-"10:::12:::.01:.::2-+"G"-P'-11 ...:C:::.REA=T:.:E:::D __________ --!11/2' = 1'<l" SE-029_1 
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PARTS 

I~ ~"B" 
I 

ELEVATION 

m--~, 
II I I PART2 

~~~~ I 

Ill j I 

I I I I 
PARTS 

PART1 

~-------~ 

lU
~~p-' 

PART1--< 

~//~x-----11 PART4 

rr2===-===-=~ 

SECTION "A-A" 

PARTS LIST 

PART DESCRIPTION DRAWING NO. 
NO. 

1 1 1/2"x11" LONG SCHEDULE 80 AL. PIPE, 11 1/2 NPSM 3W THREADED ON BOTH ENDS 

2 1112" DIE CAST AL. SERRATED TEE SE-007 

3 1 112"x1 318w LONG DIE CAST AL. CHASE NIPPLE (LC-8-2) SE-009 

4 1 1/2"x518" LONG DIE CAST AL. CLOSURE CAP (LC-8-4) SE-011 

5 120 DEGREE ""r FITTING SE-020 

6 NEOPRENE SEAL WASHER 2 314" OD x 1 7/8" ID x 1/8" TH (FOR TOP BRACKET ONLY) (N.I.C.") 

7 TOP BRACKET CONNECTION SE-019_3 

8 BOTTOM BRACKET CONNECTION SE-019_3 

9 DIE CAST AL. PLAIN TEE SE-019_3 

"A" 1/4"-20x112" LONG ST. STEEL SQ. HEAD HOLLOW NOSE SET SCREW 

"8" 3/8"-16x1" LONG ST. STEEL SQ. HEAD CUP POINT SET SCREW 

"C" 1/2"x4" GAL. STEEL LAG SCREW {N.I.C.") 

" • NOT IN CONTRACT (N.I.C) 

NOTES: 

1. SIGNAL HOUSING MAY BE ROTATED AROUND CENTER OF CONNECTION. 

2. A THIN COAT OF "MOLYKOTE ANTI SEIZE THREAD COMPOUND• BY DOW 
CORNING, OR APPROVED EQUAL !.!::!6bb BE USED ON ALL THREADING IN 
ALUMINUM THREADED CONNECTIONS. 

QTY. 

6 

4 

4 

• 
2 

2 

1 

1 

1 

14 

1 

4 

BRACKET MOUNTING ASSEMBLY FOR 
PEDESTRIAN SIGNALS ON WOOD POLES "WB-2P" 

1--"0-+.::10:::12:::.01:.::2-+"G"-P'-11 ...:C:::.REA=T:.:E:::D __________ --!11/2' = 1'<l" SE-029_2 
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ill ~ ~ 
z 
0 

~ z 
::> 
!2 .. 
w 
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POLE & FOUNDATION <t, 

' 

• 
• 

·• 

.~ 

~ 

• .. 

• 

• 

,• 

PLAN VIEW 

I 
I 
I 
I -
I -

'• 
4. • 

• 

4'0!!=.==~ 

NOTE: 

1. TO SECURE TEMPORARY CONCRETE PYLON TO CONCRETE 
SURFACE USE 314" CONCRETE ANCHOR BOLTS. 

•. 4 .. 
SECTION "A-A" 

SCALE: 314" 1'·0" 

_j_ 

SEE DETAIL A 

3000 PSI TEST CONCRETE 
VS. CLASS 1 CONRETE (1:2:4) 

3/4"x12" GALVANIZED ROD 

314" GALVANIZED WASHER 

0 

3/4" GALVANIZED ROD HEX. NUT 

DETAIL A 
SCALE: 3"- 1'-0" 

+ -1---

+ -1---

I· ·I 
ANCHOR BRACKET DETAIL 

SCALE: 3" -1'-0" 

ANCHOR BRACKET 

1-+----+-l---------------1 TEMPORARY TRAFFIC SIGNAL CONCRETE PYLON 

0512012 GPI REPLICATED IN CADD 

1--"0+"'0612=00"'6-+-'J"-'H-+-'C:::.REA=T:.::E::::D __________ -l AS NOTED LB-142765 MISC-001_1 
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2" HOLE 

ELEVATION 

314" PLYWOOD 

ROUNDHD 
WOOD SCREW 

2" LONG 

PAINT ALL EXPOSED SURFACES OF WOOD 
AND PIPE WITH 2 COASTS OF PAINT. 
(COLOR AT DISCRETION OF CONTRACTOR) 

4"ClJTOUT 
IN PIPE 
FOR WIRE 
ENTRY 

FRAMING 

~ 
2X4WITH 
2X4 BLOCK 
WHICH HAS 
2" HOLE IN 
CENTER 

I 

I 

3'-0" 

~ n r 

BOTTOM 

NOTES: 
1. PIPE TO BE 1 1/2"x10' GALV. STEEL. 

2. BASE TO INCLUDE 2 BAGS OF STONE 200 LBS EA. 

3. 2X4'S TO BE USED FOR FRAMING. 

4. CONTRACTORS IDENTIFICATION TO BE STENCILED ON 
OlJTSIDE OF BASE WITH 3" MIN LETTERING HEIGtfT. 

I 

I 

~ 
~ 

TEMPORARY TRAFFIC SIGNAL WOOD PYLON 

0512012 GPI REPLICATED IN CADD 

I-"0-+.:::081::.;1.:::9n"---'P-"R+'C:::.REA=T:.:E:::D __________ --l 314• = 1•-o• LB-13675 MISC-001_2 
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SPEED SIGN UNIT 

3'-0" 

Ul ~ 
L~~:~~------------~--~. 

~·~--~-//// 
STRAP@ 12" O.C. 

SEE NOTE2 

4 CONDUCTOR CABLE 7 
1/2" WEATHERTIGHT 

CONNECTOR 

NOTES: 

1. LIST OF SUGGESTED MOUNTING HARDWARE SUPPLIED BY INSTALLER: 
5'-5116" GALVANIZED CHAIN 
2 318"x1 112" SS BOLTS WITH SS FLAT WASHER 
1 318" SS LOCK NUT NYLON INSERT TYPE 
3 1/2" SS U BOLT WITH SS FLAT WASHERS AND NYLON LOCK NUT 

2. PART FOR THE STRAP ARE AS FOU.OWS: 
12" STAINLESS STEEL BANDING WITH BUCKEL 
PLUS FOUR SIGN BRACKET WITH 5/16"x1/2" SCREW AND 
BRIDGEPORT 2110-S CONDUIT HANGER WITH INSULATOR 
3 112" SS U BOLT WITH SS FLAT WASHERS AND NYLON LOCK NUT 

3. STRAPS ON SIGN BRACKET -CAT SB0.22 

TOP VIEW 

.~\ 
\ .LL 

YOUR SPEED IS L 
RADAR 

FRONT VIEW 

5' LENGTH SAFETY CHAIN 
WRAPPED AROUND MAST ARM 
SUPPLIED BY INSTALLER 
SEE NOTE 1 

3'-0" MINIMUM 

~~- - -. - - "'~_~:- -

II II \ ( 
~~~r-------=:...=..:==~~[Y-- l_--

I 

SPEED SIGN UNIT~ 

1 0512012 GPI REPLICATED IN CADD 
0 1212003 JH CREATED 

SPEED SIGN UNIT 

SAFETY CHAIN 

" 
A 

v 

~ 

A 

3112"UBOLT 

~ "Z" ALUMINUM BRACKET 
BOLTED TO UNIT 
SUPPLIED WITH SIGN 

DETAIL 'A' 

SPEED SIGN UNIT ONLY 
FOR AMERICAN SIGNAL SPEED SIGN 

N.T.S. LB-137305 MISC-002_1 
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s·..o· 

I 5' MAST ARM EXTENSION / SEE DETAIL 'A' 

/-'-
/MASTARM ---L MAST A~----- ~EROD -~-

I I II II II J=ti'=!: -' - =ll=::t 
, 

II II I II \ ( 

\ 

~;;~--tO's \. ~ / to'S 

u 
I I 

J u 
I 

I J 6' LENGTH SAFETY CHAIN 
SPEED SIGN UNIT SPEED SIGN UNIT 

WRAPPED AROUND MAST ARM 
3'-0w MINIMUM I SUPPLIED BY INSTALLER 

(SEE NOTE 1) 

TOP VIEW 

-=::::; ~~ 
o0 , 

' ~ ~ .-

~)/) YO u R it ~;:= -~~ 
s p E E D ~-~ 

v~/ 

-
(;:; 3'-0• MINIMUM , 

' '(j 
~TIEROD 

DETAIL "A" 

NOTES: 
u I 

1. LIST OF SUGGESTED MOUNTING HARDWARE SUPPLIED BY INSTALLER: 
"'('ii7 6'-5116" GALVANIZED CHAIN 

2 318"x1 112• SS BOLTS WITH SS FLAT WASHER 

~MASTARM - 1 318• SS LOCK NUT NYLON INSERT TYPE 

' ./ - 3 112" SS U BOLT WITH SS FLAT WASHERS AND NYLON LOCK NUT 

STAINLESS STEEL CABLE 2. PART FOR THE STRAP ARE AS FOLLOWS: 
STRAP@ 12• O.C. 12• STAINLESS STEEL BANDING WITH BUCKEL 

(SEE NOTE2) ' ./ PLUS FOUR SIGN BRACKET WITH 5/16"x1J2• SCREW AND 

e, BRIDGEPORT 2110-S CONDUIT HANGER WITH INSULATO 

2 CONDUCTOR SHILDED CABLE 
3 112" SS U BOLT WITH SS FLAT WASHERS AND NYLON LOCK NUT 

3. STRAPS ON SIGN BRACKET -CAT SB022 

4. JUNCTION BOX SHALL BE MOUNTED ON THE POLE CLOSE TO MAST ARM 
RADAR 

FRONT VIEW 

SPEED SIGN UNIT 
FOR SPEED CHECK DISPLAYS ........ 1 0512012 GPI REPLICATED IN CADD 

_..._,. 0 1212003 JH CREATED N.T.S. MISC-002_2 
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25' TAPPERED STREET SHAFT ASSEMBLY ~ 
(SEE DWG H~722) ~ 

SCHOOL 
SPEED 
LIMIT 

20 
WHEN 

FLASHING 

(©t 
12"AMBERTRAFFICSIGNAL / ~ 

00 

== ==== ------------

/1\.'\. 01 
SCALE: 112" ~ 1 '-D" 

I I I· j 

- -

SCALE: 1-112" ~ 1'-D" 

NOTES: 

LAWTON HUB (DWG SE-018) 

1 1/2''x4" ± 1" LONG SCHEDULE 40 AL. PIPE, 
11 112" NPSM 314" THREADED ON BOTH ENDS 

1 112" DIE CAST AL. SERRATED TEE (DWG SE-007) 

SEAL WASHER 
(N.I.C) 

SIGNAL 

1 112"l1314" LONG DIE CAST AL. CHASE 
NIPPLE Lc.B-2A (DWG SE-009) 

1 112"x518" LONG DIE CAST AL. CLOSURE CAP LC-8-4 
(DWG SE-D11) 

1. FOUNDATION FOR TAPPERED STEEL SHAFT ASSEMBLY SHALL BE AS 
PER DWG H~788. 

2. STEEL TRANSFORMER BASE SHALL BE AS PER STREET LIGHTING 
SPEC DWG H~722. 

0 1/4'STUD 

POWER 
SUPPLY 

ACSURGE 
PROTECTOR 

0 1/4'STUD 

1 05/2012 GPI REPLICATED IN CADD 

BEACON 
ON 

BEACON 
OFF 

D 

17" 

MANUAL 
ON 

Cf 
AUTO 

1/4"STUD 0 

204 
FLASHER 

CIRCUIT 
BREAKER rn qJ 

MARATHON 
BLOCK § 

H N F1 F2 

1/4"STUD 0 

SCHOOLZONEFLASHERPANEL 
SCALE: 3' ~ 1'-0" 

SCHOOL ZONE FLASHER ASSEMBLY 

~0~...:.:10:.:12::::00:::.9-+=J::..:H+C::..:REA:..:.;T~E=-D-----------t AS NOTED LB-147815 MISC-003_1 
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r-" 
I 
i 
I 
\ 
I 
i 

'M·2A' PO~E 

I 
i 

5' MAST ARM EXTENSION 

20'MASTARM 

SCHOOL ZONE FLASHER ON 
5' MAST ARM EXTENSION 

MONOTUBE MAST ARM 

"M-2A'POLE 

SCHOOL ZONE FLASHER ON 
MONOTUBE MAST ARM 

SCHOOL 
SPEED 
LIMIT 

w 

~~ 
e~i5 
iliti 
i:~ 
11.11. 
::::;;W 
oO 
a: I-
u.::::J 
... a 
• :I: 
... I-

~! 
;i 
:iE 

20 
WHEN 

FW.HING 

~ 

Is 

SCHOOL 
SPEED 
LIMIT 

~~ 

20 
WHEN 

FWHING 

e~i5 
ilji= 
-fd NOTES: 
~~ 

SCHOOL SPEED LIMIT 
SIGN (24 "W x 48'H) 

SECTION "A-N 

ARTICULATED 
CLAMP 

SECTION "8-Bw 

PART5 

UPPER SIGNAL ASSEMBLY DETAIL 

PART5 

LOWER SIGNAL ASSEMBLY DETAIL 

::::!:w 
51 ~ 1. TRAFFIC SIGNAL SHALL BE CENTERED OVER TRAFFIC LANE, OR AS PER ENGINEER. 
u.::::J 
... a 
J.. i= 2. 

~! 
IF Tl-IE ASSEMBLY IS MOUNTED ON A 5' MAST ARM EXTENSION, THE SIGNAL CABLE SHALL BE ROUTED TI-l ROUGH THE MAST 
ARM AND J2A. TO AVOID CORROSION, MAST ARM SHALL NOT BE DRILLED. ALL ELECTRICAL CABLES RUN ON EXTERIOR OF 
MAST ARM SHALL BE HOUSED IN 3/4" PVC CONDUIT WHICH SHALL BE CONTINUOUS, FROM POLE TO SIGNAL HOUSING 
LEAVING ENOUGH EXPOSED CABLE FOR CONNECTIONS AND ATTACHED Will-I BANDING (SEE DWG Al-{104). PVC CONDUIT 

PART 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

PARTS LIST 
DESCRIPTION 

1 112"x46 1/2' LONG SCHEDULE 40 AL. PIPE, 11 112 NPSM 1 1/4" THREADED ON BOTH ENDS 

1 112" DIE CAST AL. SERRATED TEE 

NEOPRENE SEAL WASHER 2 314' 0Dx1 7/8' 1Dx1/8' TH (N.I.C') 

1 112"x2' LONG DIE CAST AL. CHASE NIPPLE (LC-3-2A) 

1 112"x1 318" LONG DIE CAST AL. CLOSURE CAP (l.C-a-6) 

1112"x5/8" LONG DIE CAST AL. CLOSURE CAP (LC-3-4) 

1 112" DIE CAST AL. PIPE LOCKNUT 

1 112" MALE X 11/4' FEMALE NPT REDUCING BUSHING, HIGH IMPACT UV-RESISTANT PLASTIC (SEE NOTE 4) 

1 1/4" MNPT UV AND WEATHER RESISTANT CORD GRIP (SEE NOTE 4) 

ARTICULATED CLAMP FOR 1 112" PIPE 

FLARED-l..EG STAINLESS STEEL SIGN MOUNTING BRACKET 

5116"-18x518" LONG STAINLESS STEEL HEX BOLT 

5/16' STAINLESS STEEUNEOPRENE WASHERS 

'·NOT IN CONTRACT (N.LC.) 

• 
PART12 J 

I 

i 
I 
i / 
~-/ 

--~ 
i i PART2 

! / 
v 

SCHOOL ZONE FLASHER ASSEMBLY 

1 112' SCHEDULE 80 AL. PIPE EXTENSION, 
11 112 NPSM 1 1/2' Tl-IREADED ON BOTH ENDS 

EXTENDED MOUNT CLAMP 

PART1 

SHALL BE SECURED TO MAST ARM WITH 314' STAINLESS STEEL BANDING AND BUCKLES SPACED NO MORE THAN 36' APART. 1--...,.---,.......,.-----------------1 
3. PREFERRED CABLE ENTRY OF THE ASSEMBLY IS IN UPPER SERRATED TEE. IF THE FINAL INSTALLED POSITION OF THE 

ASSEMBLY RESULTS IN THE LOWER SERRATED TEE BEING CLOSER TO THE MAST ARM, THE CABLE ENTRY CAN BE TROUGH 
THE LOWER SERRATED TEE. 

DWGNO. QTY. 

1 

SE-007_2 2 

2 

SE-{109 2 

SE-{111 2 

SE-{111 1 

SE-{110 2 

1 

1 

1 

2 

2 

2 

4. 1 1/4" CORD GRIP SHALL BE NON-METALLIC, UV AND WEATHER RESISTANT WITH GROMMET ACCEPTp.I;;,;N~G.;.7..;,T,;;0..;,1;.8 C;.O;,;N~N.;,;E;;C.;.TO;,;R~-+----+-+-----------------J 
AWG#14 NYC SIGNAL CABLES WITH DIAMETER RANGE OF 0.51'.{1.79' 

SCHOOL ZONE FLASHER ON MAST ARM 

(HUMMEL HSK-K #1.209.5401.71 OR EQUAL). FOUR CONDUCTOR AWG#14 NYC SIGNAL CABLE IS 

NOT TO BE USED IN THIS INSTALLATION. ~ ~-

.,~. 
0 0712013 DR CREATED N.T.S. MISC-003_2 
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TOP OF SHAFT 
5 7/8" .I 

I 

"D2" _j '-- "82" 

~ ~ 

"A2";-<. i ·""' \ 
I 

\ 
(,71 \, 

_/ ~ SEE DETAIL "K" 
_/ 

I (2) 518"><21'-10" LONG STEEL TIE ROD 

I STRAIGHT MAST ARM 3"><20' LONG SCHEDULE 40 STEEL PIPE 

~ I 
~ _f SIGN FACE J 

''I 

718"1HKX2 718" LG. X31/2' H 
STEEL FLAT BAR WELDED 4" DIA. 

PROVIDE 13116" HOLE 
TO ACCEPT 314" BOLTS 
C/W NUT, WASHER & LOCK 
WASHER 

~-- -.---------------------- ----------------

4" DIAx 114"TH STEEL PLATE 
WELDED TO PIPE TO CREATE 
WATER TIGI'fT SEAL 

10'-0" TO 20'-0" 

(AS DESIGNATED BY ENGINEER} 

.I 5 718" 

(12)5/8w·11 S.S. HEX NUTS 
~ ~ v 

~ ~ f'L-- WASHERS "A" 

~ / ' 

~ • I--

~~ SEE DETAIL "B" !o ~ ;;; z I <tPOLE ;; 
~ ~ ~ 

t ~ CROSS ARM 3 112"x4" LONG 
EXTRA STRONG STEEL PIPE 

~ "M-2A" POLE 

~ 1'\ v- "M-2A"POLE 

J\1f-114" 

r.- '\ 
-~ 

20'-0" 

~TIERODS 

PLAN SECTION "B-B" 
SCALE: 1 112" - 1'-0" 

DETAIL "B" 
SCALE: 1-1/2" 1'-0" 

~ MASTARM 

11/4" BOLT 
S.S. FLAT WASHER 
EACH SIDE WITH S.S. NY LOCK 
LOCKING NUT OR APPROVED 
EQUAL. 

STEEL HINGE (SEE DETAIL wK" 
FULL LENGTH OF SIGN (BY OTHER) 

MAST ARM 

1X1/4w TH. STEEL BAR 
I WELDED TO PIPE 

II 
IIFACESIGN 
U(BYOTHER) 

D -------- --------- ---- ----,?~ <t MAST ARM 

~ 

ELEVATION ~ 8 TT M FTRAN F RMERBASE . .. SCALE. 3/8 - 1 -0 0 0 0 s 0 
NOTES: 

1. 15'-6" MINIMUM CLEARANCE FROM THE BOTTOM OF THE SIGN TO 
THE BOTTOM OF THE TRANSFORMER BASE. 

2. STEEL HINGE SUPPLIED BY MANUFACTURER. 

3. FOR MORE DETAILS ON "M-2A" POLE, TRANSFORMER BASE, "AT, "82", 
"C2", "02", TIE RODS, WASHER "A", "J2A"SEE MAST ARM SET OF DWGS. 

4. TO ACHIEVE MIN CLEARANCE, "M-2A" POLE MAY HAVE TO BE INSTALLED 
ON FOUNDATION RAISED WITH STEEL CYLINDER (SEE DWG F-005) 

5. FOUNDATION TO HAVE MINIMUM THREE ELBOWS. 

e ~ ~ 
.......____ 

I--

0 

0 

13112" 

1 1/2" 

""'---- EDGE OF PANEL 

1 518" 
DETAIL "K" 
SCALE: 1-1/2a...1' 

0 

0 

I 
13 1/2" 

0 

0 

STEEL HINGE SEE NOTE #2. 

0512012 GPI REPLICATED IN CADD 

SECTION "A-A" 
SCALE: 3" -1'-0" 

OVERHEAD SIGN FOR "M-2A" POLE 

1--"0-+__,_,NI"'A---l-"N""/A'-1--'C:::.REA=T:.::E::::D __________ --l AS NOTED LC-5015 MISC-004 
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FRONT VIEW SIDE VIEW 

SINGLE TRAFFIC SIGNAL 

FRONT VIEW 

DOUBLE TRAFFIC SIGNAL WITH 
PLAIN TEE AS SERVICE ENTRANCE 

SIDE VIEW 

0512012 GPI REPLICATED IN CADD 
0 03/1964 DM CREATED 

FRONT VIEW 

DOUBLE TRAFFIC SIGNAL 
WITH SEVICE ENTRANCE CAP 

TRAFFIC SIGNALS ON "EL" COLUMN 

LG-1485 MISC-005_1 
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A 

A 

I 
~ 

0 I 
!o 

I IJ=i @9 I I ~ 
'-....::/ 

'-A 

ELEVATION 

B 

I 
5/Bw-11 THREADED ROD 

I I 
I I 
I I 

Cl Cl 
11---------

'-B 

I I 

I I 0 

I 

I I 
I I 

---------11 

"--- LAWTON HUB 

2' 

SECTION "A-A" 

SECTION "B-B" 

0512012 GPI REPLICATED IN CADD 
0 03/1964 DM CREATED 

~- 3" GALVANIZED CHANNEL 

1 112''x4w LONG AL. PIPE 

LAWTON HUB 

TRAFFIC SIGNALS ON "EL" COLUMN 
DETAIL OF MOUNTING BRACKET 

LG-1475 MISC-005_2 
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SPOT CAST 
(TOP & BOTTOM) 

DRILLED AND TAPPED FOR 
12-24 NC MACHINE SCREWS 

TOP VIEW 

FRONT VIEW 

ACCESSORY UNIT 
(NOT SHOWN IN FRONT VIEW) 

TAP FOR 
1r.2• PIPE (NPSM) 

~-- DRILLED FOR CLEARANCE FOR 
114•-20 MACHINE SCREWS 

TAP FOR 112" PIPE (NPSM) 

J 
~ 

1 11a· 

SIDE VIEW 

ACCESSORY UNIT 

ISOMETRIC VIEW 
N.T.S. 

DRILLED FOR CLEARANCE FOR 
(4) 114"-20 MACHINE SCREWS 

DRILLED FOR CLEARANCE FOR 1r.i!" PIPE 

PUSH BUTION POLE MOUNT 

0512012 GPI REPLICATED IN CADD 

i--=0-+..::31:..:.1965=--FE'-'HB=+'C:::.REA=T:..::E::::D __________ --l Nl" = 1'-0" LB-6408 MISC-006 
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1" PIPE NIPPLE __ / 
(DRILL AND TAP POLE) 

CCTV CABINET 

GND --" 

DOME CCTV CAMERA ASSEMBLY 

MOUNTING ARM FOR DOME 

POLE ADAPTER 

CClV CAMERA CABLE 
(RUNS INSIDE POLE) 

(2) MOUNTING BRACKETS 
(FURNISHED BY NYCDOT) 

~-- 1112"x1318" LONG PIPE NIPPLE FROM 
CABINET INSTALLATION KIT (DRILL AND 
TAP POLE) 

2c##10 WITH #8 GND 

CONNECT TO NEUTRAL (AC-) 

~-- WATERPROOF IN-LINE FUSE HOLDER 
AND 30 A FUSE (AC+). SEE NOTE 4 

~-- BOND TO EXISTING GROUND CONDUCTOR 
OR ELECTRODE, OR INSTALL GROUNDING 
CLAMP FOR RMC (IF REQUIRED) 

TYPICAL CCTV CAMERA AND CABINET INSTALLATION SHOWN ON 
STREETLIGHT WITH OCTAGONAL FABRICATED STEEL POLE AND LUMINAIRE 

0 

DOME CClV ASSEMBLY 

POLE 

CCTV CABINET 

TYPICAL CCTV CAMERA/CABINET ALIGNMENT
MIDBLOCK LOCATION 

DOME CCTV ASSEMBLY 

POLE 

CCTVCABINET --~ 

TYPICAL CCTV CAMERA/CABINET ALIGNMENT
STREET CORNER LOCATION 

0312013 GPI REPLICATED IN CADD 
N/A JO CREATED 

NOTES: 

1. ACTUAL FIELD CONDITIONS WILL VARY. ADJUST MOUNTING HEIGHTS AS REQUIRED 
SO THAT CAMERA IS PLACED AS HIGH ON THE POLE AS PRACTICAL WHILE 
MAINTAINING AN OBSTRUCTED VIEW AND MIN. 6" CLEARANCE TO EXISTING DEVICE. 

2. COORDINATE POLE PENETRATION LOCATIONS WITH EXISTING HOLES IN CABINET, 
CCTV MOUNTING ARM AND POLE ADAPTER 

3. ALL CABINET MATERIALS AND INSTALLATION SHALL BE IN ACCORDANCE WITH THE 
LATEST NYCDOT SPECIFICATION FOR ASTC CABINETS. 

4. REQUIRE 24 HR 120 VAC SERVICE AT BASE OF POLE. TO BE PROVIDED BY NYCDOT 
(UNMETERED) 

CCTV EQUIPMENT MOUNTING DETAIL 

N.TS. LB-145535 MISC-007_1 
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AC+ 

AC-

GND 

COMMUNICATIONS 
PANEL 

2AWG16 

CCTV-CAMERA 

VIDEO CAMERA 

PlZ 

RS42~~ 
L_ _ __J 

LOW PROFILE PERMANENT MOUNT 
N-ANTENNA 

RF N-MALE TO N-MALE RG-58/U 

CCTV SURGE VIDEO SERVER 

SUPRESSOR(ESS)t=~~==~l-----------+--------~--
S!~ 
"ill 

SERVICE PANEL 

TOTB1 

TOTB1 

TOTB1 

SEE CC1V CABINET SERVICE PANEL 
FOR WIRING DIRECTIONS 

TOTB2-1 

~--------,r=I~~~-==t~~-POWER 
IL,.J v SUPPLY 

POWERSUPPLY rD-

TO DR -t-----1!9~9~9~9~9~91:1• 1 B OUTLET POWER STRIP ' I (MOUNT ON SHELF) 

I 
,------, 

GND BUSS l<r.ITI-*sc-,lsc:-*sc±:l:-,oo-o=--=oo-o=-=oo-, C-:1:),--,1 I"* ,*-'d'*, ... ex"":>"""" IX"':K"")""""C:>*' <::1'"'1 AC-BUSS 

MOUNT ON STANDOFFS ON CABINET FLOOR 

NEMA 3R. CABINET 

CABINET WIRING DETAIL 

SERVICE PANEL 

GF1 

AC-~ 
BUSS ~ CB2-

1 

GND 
BUSS 

~I CB1 

i z 
c: z 
m 

~ 

DR 

SS-NEUT. 

• 
OUT 

GND 
BUSS 

AC- BUSS 

GND BUSS 

3 TB-1 

SS-LINE 
OUT 

"' 
~ 

LINE 
IN 

LINE 
OUT 

NEUT 
OUT 

MAIN 
LINE 

~ GND 
L=;o;:o--!!NE~U~T~. _ _:G:_:ND:r~ BUSS ,-

a; 
" 

AC-BUSS 

SURGE SUPPRESSOR (SS) 
SHP-300-10 

(EDCO) 

INvJ 

Tr.; OUT 
GND 

'J'GND-BUSS 

LINE FILTER (LF) 
INXT 120NL000-1 

tEDCO\ 

SERVICE PANEL DETAIL 

1 0512012 GPI REPLICATED IN CADD 
0 N/A JO CREATED N.T.S. 

CCTV CABINET WIRING AND 

SERVICE PANEL DETAIL 

LB-145775 
LB-145765 

MISC-007_2 
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I I I I 
I I' I I 'II 

1114" ....-----'-'1'1 I TI~IT I ILl'----'-~ 
-.,-12-" --fl-----o-1 ~ I •• I A 1- -_-+-----.-----+-

r-- _I-- ~ ""ii'J / I -r-L.... 

-'~:~ r ' [t~" -H' .~: 
. ---:.J ~ +-
M- '-I=Y 3" 3" j ~1-'-

4" 

L-----i'-,1' 
1
1 g i II 

1
1 ~ 

--+-----L_--+_ 

I I I I ~ 

~ BROKEN 

1'-6" (TYPE 1812) 

24" (TYPE 2418) 4" 

TOP VIEW 
(WITHOUT METAU.IC FRAME AND COVER) 

,,_, APPROVED STIFF WATERPROOFING 
COMPOUND- CONDUITS TO MOVE 
FREELY THRU BOX WALLS. 

TYPICAL CONDUIT INSTALLATION 

NOTES: 

1. FOR CAST FRAME AND STEEL COVER SEE DWG. MISC-008_2. 

2. PLUG UNUSED INSERTS WITH 5/16"-18x1 114" LONG WELL GREASED CAP SCREW. 

STONE DRAIN 
(BY CONTRACTOR) 

3. PROVIDE EXTRA KNOCKOUTS, IF NECESSARY, TO AGREE WITH INTERSECTION DRAWINGS. 

4. CONCRETE SHALL CONSIST OF 1 PART HIGHGRADE PORTLAND CEMENT- 2 PARTS CLEAN SHARP SAND OR 
TRAP ROCK GRANITE OR GRAVEL SCREENINGS - 4 PARTS HARD CRUSHED ROCK OR GRAVEL W SIZE)- FRESH 
WATER. 

TOP OF SIDEWALK 

WATER ROOFING 

--=-,=r-; 
( I t--r-. 
1 

1
1 

I 

I I L 
L __ ,~ 
ffi f- 1-

-.----

FILL RECESSES WITH GROlJT 
AFTER FRAME IS FINALLY 

IN PLACE 

~· I 

SECTION "A- A" 

'< ., => l=ml1 
of-e ~I_ 
~ ffi u I ~ /KNOCKOUTFOR3"TRANSITE 
:I UJ Sl I <1 CONDUIT IN ONE SHORT SIDE 
0~~ ~ OFTYPE2418BOXONLY,ON ct BOX. 

~ ·~ -'C --x--+--.---
;, L I ~ d' ,' ;, 
;:;l" 1l .. ;\:;:~ 
__L_ I~ " -~'v--'-

1 " ~ 
~ ::::"] ~ SEAL 

EXTRA KNOCKOUT IN TYPE 2418 
BOX ONLY FOR "MK" DETECTOR 

-. .... - 1 0512012 GPI REPLICATED IN CADD 

GROlJT 

1'x1'x1' OF BROKEN 
STONE UNDER BOX 
DRAIN 
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DIAMOND PATIERN COVER 

318" -16 NC TAPPED 
HOLES IN FRAME 

4 LIFTING SLOTS 
(SEE COVER DETAILS) 

318" MIN. 

SEE DETAIL "A" 

ALL WALLS 318w THICKNESS 

5/16"-18NC BRASS BURDAY GROUNDING 
STUD WITH A BRONZE LOCK WASHER 

TYPE K2C20, OR EQUAL 

NOTES: 

TAPERED RIBS 

•• 

SECTIONAL- ELEVATION "B-B" 

1. FOR DETAIL OF PRECAST CONCRETE TRAFFIC SIDEWALK BOX SEE DRAWING MISC-008_1. 

0 

7116" DIA. HOLES WITH 1" DIA. X5/16" 
COUNTERBORE IN COVER. 

(4) 6"x1 1/2" FEET 

2. ALL SCREWS IN COVER SHALl. BE 318" HEX. HEAD, 7/8" LONG OF STAINLESS STEEL OR MONEL. 

3. LETTERING IN COVER TO BE 1/8" RAISED LETIERS IN A 1/8' RECESS. 

4. FRAME AND COVER DIMENSIONS MAY VARY WITHIN NORMAL FOUNDRY TOLERANCES. 

5. FRAME AND COVER TO BE HOT- DIPPED GALVANIZED. 

6. FRAME TO BE GRAY CAST IRON, AS PER ASTM SPEC. A48-62, CLASS 30. 

7. COVER TO BE CAST STEEL AS PER ASTM SPEC. A27-65, GRADE 70-40. (AlTERNATE COVER MAY 
BE CAST NODULAR IRON, AS PER ASTM SPEC. A536-65T, GRADE 65-45-12). 

~ 
m 

~ 
m 

~ 
w 

~ 
w 

8 1/2" B 1/2" 8 1/2" 

~ ~-c- ~ ~ ~ 

I I 

I 

41/4" 

I 

I I I 

t-------~-------t 
I I I 

I I I 

I I I 

-+ - 1--- +- ~ 

COVER FOR TYPE 2418 

9 314" 9314' 

-

I I I 

I I I 
-----+------$- -

I I I 

I I I 

1 + ·~ f-
I 

COVER FOR TYPE 1812 

TYPE 
DIMENSIONS NO. OF 

A B c D SCREWS 

1812 12" 18" 16" 22" 8 

2418 18" 24" 22" 28" 10 

3 05fl012 GPI REPLICATED 
2 411972 JB CORRECTED NOTE N0.7 

12/1965 JB REDRAWIN 

f-

1/8w NEOPRENE GASKET 
CEMENTED TO FRAME 

DETAIL "A" 
(TYPICAL) 

COVER 

PRECAST CONCRETE TRAFFIC SIDEWALK BOX 

I-"0-+.:::031::.;1.:::963"'---'J:::B+'C:::.REA=T:.:E:::D.>:S::U:;..P=ER.::S:::E::;DE=S:..:L:::G'-'·7..:.4-.::cS.._ ___ -I AS NOTED LG-1175 MISC-008_2 
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BLIND PICKHOLE DETAIL LUG DETAIL

DETAIL R-RBOLT DETAIL

FOR REMOVING COVER FROM FRAME

LUG SIZE
1"x1"x3/4" DEEP

SCALE: 6" = 1'-0"

SCALE: 6" = 1'-0" SCALE: 1' = 1'-0"

SCALE: 6" = 1'-0"
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I I 

nil I n 
---Jl4= I _j \ 

= = = = =: ~~~ =f-l-lJ'-I=r = = i 1 

------==:=Jl_ 
====------~~ 

318w-16 HEXAGON BOLT & NUT 

11/16.LOCKWASHER --~ 

1wWASHER --~ 

NOTES: 

I I 
I I 

DIMENSION VARIES 

1. FINISH TO BE PAINTED, RED OXIDE ASTM A36 STEEL. 

~-- 111e• DIA. HOLE 

2. DIMENSIONS MAY VARY SUBSTANTIALLY TO DEAL WITH EXISTING FIELD CONDITIONS. 

."7 

."7 

~ 

."7 

2 112• WELD BOTH SIDE f 

DIMENSION VARIES 

TRAFFIC SIGNAL "J" BRACKET 

0512012 GPI REPLICATED IN CADD 
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BOLT GASKET 
.125"THICK 
.364"10 
11/2"00 
NEOPRENE 
FLAME AND OIL RESISTANT 
DUROMETER IS SHORE A50 
TEMP RANGE IS -65 TO +260 F 

GASKET 

1 7/8" ID 
21/2"00 
.125wTHICK 

GASKET AND BOLT GASKET DETAIL 

0512012 GPI REPLICATED IN CADD 
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6" 

314" 41/2" 314" 

~ 

( ' -
( ) \ I 

--- ---- - ----- -- -

\ 

"- "-~~ 
I 

~ I 

I 

I 

314ft DIAMETER 
HOLE (TYPICAL) 

"' S: I ., 

I : 
~ I SQUARE POLE WELDED TO 

I 

PLATE (POLE SIZE WILL VARY) 

I 

( ' - J ) \ I 
--- ----- - ----- --- -

\ 

~ - -

6"x6''x3J8" FLANGE PLATE 

6" SQ. FLANGE PLATE ........ 1 0512012 GPI REPLICATED IN CADD 
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HOLD DOWN 

PATH OF---, 
LOOP WIRE 

SMOOTH RADIUS ~:-:=~~~~~ 
CHIP OUT FULL DEPTH 
OF THE SAW SLOT _______ _ 
SMOOTH RADIUS 
HOLD DOWN --------~-11 

NOTE: PLACE THE LOOP WIRE NEAR THE 
CENTER OF THE CORNER TO M.LOW THE SEALANT 
TO FLOW ON BOTH SIDES OF THE WIRE 

CHIPPED OUT CORNER 

HOLD DOWN 
PATH OF--~ 
LOOP WIRE 
SMOOTH RADIUS -~llillll' 
CHIP OlJT M.L SHARP 
CORNERS FULL DEPTH 

SMOOTH RADIUS -----• 

c-c-c __ 318" WIDE CUT 

11/4"TO 1112" 
DRILLED OR CORED 
TO THE FULl. DEPTH 
OF THE SAW SLOT 

HOLD DOWN ----------11'" 
NOTE: PLACE THE LOOP WIRE NEAR THE 
CENTER OF THE CORNER TO M.LOW THE 
SEALANT TO FLOW ON BOTH SIDES OF THE 
WIRE 

CORE CORNER 

DETAIL "B"- CORNER DETAILS 

SEAL THE END OF THE TUBE TO 
PREVENT LOOP EMBEDDING 
SEALER FROM ENTERING 

314" FLEXIBLE TUBING 

1 1/4" SAWCUT 

(-,:-'..,~,,-~-f-;f.r-- 318" SAWCUT 

4" DIA. CORE OR 
2" X 4" CUTOUT 

~ 
C) 

~ 
~ 

SAWClJT CURB TOP OR PAVEMENT EDGE AT 

TOP VIEW 

318" WIDE BY 1/4" DEEP TO SHOW WHERE THE 
CONDUIT RUNS UNDER THE CURB OR PAVEMENT 

FILL WITH LOOP EMBEDDING SEALER 

HOLD DOWN --~ 

SAWCUT CURB TOP OR PAVEMENT EDGE 
318" WIDE X 1/4" DEEP TO SHOW WHERE THE 
CONDUIT RUNS UNDER THE CURB OR 
PAVEMENT PER FOOT MIN. 

s NOTE: CURB DETAIL IS SHOWN 
1- BY THE DASHED LINES. 
a:i RUN THE CONDUIT UNDER 
~ THECURB. 

:i: 
"-

12" MAX 

INSULATING 
BUSHING 

MORTAR SEAL ~~-- LOOP WIRE 

SHIELDED LEAD INTO 
CONTROLLER CABINET 

PULL BOX KNOCKOUT 

DETAIL "E" 

---~.ta~=i=9~~~~-4( LOOP WIRE USE INSULATING BRUSHING, 
SEAL THE END OF THE 

HOLD DOWN "--- HOLD DOWN CONDUIT, AND THE HOLE 

NOTE: IF TOP COURSE IS MORE THAN 1 314" IN DEPTH THE 
SAWCUT SHALL BE MADE AFTER THE TOP COURSE IS PLACED. 

TOP COURSE OR OVERLAY 

~ 
z w 
o F!' 
@~~ 
!!;a:ca: 
CJQWW 
~cnb~ 

SAWCUT 

LOOP EMBEDDING SEALER 

THROUGH THE PAVEMENT 
LOOP EMBEDDING SEALER TO PREVENT LOOP EMBEDDING 

SEALER FROM ENTERING. 
1 NPS MIN. METM. STEEL CONDUIT, 
ZINC COATED, FLEXIBLE LIQUID-TIGHT STEEL 
CONDUIT OR RIGID PLASTIC CONDUIT. WILL BE 
PAID FOR UNDER THE APPROPRIATE COUNDUIT WILL ITEM. 

DETAIL"C" 
PAVErNT JOINT OR CRACK 

SIDE VIEW- LOOP LEAD IN AT PAVEMENT EDGE 

1->----- LENGTH 

~~r 
SEAL THE END OF TUBE ____ --"J 

TO PREVENT LOOP EMBEDDING 
SEALER FROM ENTERING 

DETAIL "A" 

HOLD DOWN 

SEE SECTION E-E 
FOR SAWCUT DEPTH 

SIDE VIEW- CROSSING PAVEMENT 
JOINTS OR CRACKS 

-1.------+f'l~~~~-- SEE DETAIL "B" 
SEAL SPACE ---
BETWEEN TUBING 

NOTE: THE NUMBER OF TURNS, LENGTH, AFTER INSTALLING 

·-

WATER PROOF COATING FOLLOWED 
BY THE PVC TAPE OR HEAT SHRINK 
TUBING FOU.OWED BY FINAL WATER 
PROOF COATING 

1" 

~--- EXTEND WATER PROOFING 
AND PVC TAPE AS NEEDED 
TO COVER A MINIMUM OF 
1" OF THE LOOP WIRE TUBE 

•• 

LOOP EMBEDDING SEALER 

BASE COURSE --~-
2112" MAX. 

318" SAW ClJT 

~~ -~- =~~·-·-
_N_L r---=.,.----.'111 ~~~ ...... - HOLD DOWN .•.. ~-·· 

·::; .-:·-•• r. .. .· ·•. 
·•."' •. • r 
:".·.~~·: ::. ·~. 'r 

NUMBER OF WIRES AS 
SPECIFIED ON THE PLANS 

cn~w-" O'l:::J g:;z 6"MIN. 

WIDTH, AND/OR SPECIAL CONFIGURATION OF THE 
LOOP SHALL BE AS SPECIFIED ON THE PLANS. 
FOLLOW DETAIL A (1) CROSSING PAVEMENT 

NOTE: USE SHORT (1") PIECE OF FLEXIBLE 
NEOPRENE RUBBER OR PLASTIC TUBING OR 
ROUND FOAM SEALER STRIPS AT 2'-0" CTRS. 
TO HOLD LOOP WIRES IN PLACE UNTIL SEALER 
SETS. DO NOT USE SHARP OBJECTS TO HOLD 
WIRES DOWN. 

"' cw 

SPLICE 

JOINTS (2) CROSSING OTHER CRACKS AS DIRECTED BY 
THE ENGINEER 

SEE DETAIL "C" 

PAVEMENT 

1 NPS METM. STEEL CONDUIT, ZINC 
COATED, FLEXIBLE LIQUID-TIGHT STEEL 
CONDUIT OR RIGID PLASTIC CONDUIT. 

PAVEMENT EDGE OR CURB 

"--- SHOULDER OR SIDEWALK 

CONDUIT WILL BE PAID FOR UNDER SEPERATE ITEM 

1("~----- SEE DETAIL "E" Q------- CONDUIT AS SPECIFIED ON THE PLANS 
SHIELDED LEAD IN 

PULL BOX AS SPECIFIED ON THE PLANS 
SEE THE STANDARD SHEET ON PULL BOXES FOR INSTM.LATION DETAILS 

SEE DETAIL D" 
LOOP INSTALLATION DETAILS 

TUBING 

z CONDUCTOR ,. 
SEALS END OF TUBING 
BEFORE INSULATING WATER PROOF COATING 

FOLLOWED BY PVC TAPE 

DETAIL "D" (SPLICE DETAIL) 

SHIELDED 
LEAD-IN 
CABLE 

--_ __ WATERPROOF COATING 
FOLLOWED BY RUBBER TAPE 
OR HEAT SHRINK TUBING 

SAWCUT CROSS SECTION 
IN CONCRETE OR ASPHALT 

SECTION E-E 

NOTE: SEE STANDARD SPECIFICATIONS FOR FURTHER DETAILS 

INDUCTANCE LOOP VEHICLE DETECTOR 

INSTALLATION DETAILS 

0512012 GPI REPLICATED IN CADD 

I-..!!O--I-"-11~/2~00~8--l--=JT~....!CecREA=T!!:E~D------------l 1112• = 1'<l" MISC-013 
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-.-----

WITH STAINLESS STEEL BANDS. 

SENSOR CABINET 12"x10"x6" NEMA, \ 
4X NON-METALLIC MOUNT TO POLE 

-~;;:;~ !\ 
DB-9 CONNECTORS ------+'-~::j,-,~ 

WATERRESISTANT ~' ___/ 
CABLE FITTING 

RTMS COMPOSITE CABLE 

t7 

FEMALE DB-9 CONNECTOR. ~ ( 
WITH PROTECTIVE COVER. : l· 
SEENOTE2 : 

GND--""~~ 
~~- ~ 

I 

RTMSSENSOR 
WITH INTERNAL 
EUDOMODEM 

SENSOR MOUNTING BRACKET 

2C#10 WITH #8 GND 
AND RS-232 CABLES 
(RUN INSIDE POLE) 

CONNECT TO NEUTRAL (AC-) 

WATERPROOF IN-LINE FUSE HOLDER 
AND 30 A FUSE (AC+). SEE NOTE 3 

~-- BOND TO EXISTING GROUND CONDUCTOR 
OR ELECTRODE, OR INSTALl. GROUNDING 
CLAMP FOR RMC (IF REQUIRED) 

"' ill 
:J 

~ 
~ :J 

~ "' N 

"' fil z 
w 
U> 
J: 

§ 
'i' ~ " '" ~ J: 

" z "-
!i' "-

$ 
:J 
0 

" w 
!;;: 
z 
~ 
8 
u 

RTMSSENSOR 
WITH INTERNAL 

EUDOMODEM 

SENSOR 
CABINET 

I 

i 

,+-.. --+- + 
~"""!""" 

I 

i 

I 
"' "' :J 
u 

~---

TYPICAL RTMS SENSOR/SENSOR 
CABINET ALIGNMENT- MIDBLOCK 

LOCATION 

MALE DB-9 
CONNECTOR 

FEMALE DB-9 
CONNECTOR 

I= 

TORTMS 
,--A-.. 

+ - G 

~~~~----~:_::::___ ______ • AL BACKPANEL 

I 

8718" I 

.-------------------., SEE NOTE 6 

-

r ----- ----- ----- ---- ---- -----1--
LO () () () 

...- LO ..- iii iii ftl 
~<~8--~~~ 
() :::i (/) (/) (/) 

~ ~ ~ 

35mm DIN RAIL ~ 

~ ----- ----- ----- ---- ---- -----1--

-

CONDUCTORS PART OF 
RTMS COMPOSITE CABLE 

II 
IL'~c ':'~': NEU 

IN OUT OUT 

~ G 
~ 
NEUT 

IN 

WIRING 
SCHEMATIC 

NOTES: 

5A ~ 
1P :J 

8 

RS-232 CABL~ _ 
SEE NOTE4 

1. ACTUAL FIELD CONDITIONS WILl. VARY. 

I I I 
LOAD 

u u ~ ;;; ;;; GROUND LUG 
0 0 0 ONPANEU 
"- "- "- DIN RAIL U> ff ff ~ 

+ - G LINE 

~ .. GND 

"---y--J 
TO POLE BASE 

2. PROVIDE SLACK COIL TO ALLOW RS-232 CONNECTOR TO BE CONNECTED TO LAPTOP 
COMPUTER BY MAINTENANCE STAFF. 

3. REQUIRE 24 HR 120 VAC SERVICE AT BASE OF POLE. TO BE PROVIDED BY NYCDOT 
(UN METERED) 

4. AT THE POLE BASE, TilE RS-232 CABLE SHALL BE TERMINATED WITI-1 A FEMALE DB-9 
CONNECTOR WITI-1 PROTECTIVE COVER. 

5. CABLE IN ACCORDANCE WITH NYCDOT SPECIFICATION FOR 120V POWER SUPPLY 
CABLE. 

6. MOUNTED WITHIN 12"x10"x6" DP NORMAL SIZE NEMA 4x NON-METALLIC ENCLOSURE. 

\__ HOLE FOR 1 1/T DIE CAST CHASE NIPPLE (SEE SE-009) 
AND 1 112" DIE CAST AL. PIPE LOCKNUT (SEE SE-010) 

BACK 
PANEL. 

LAYOUT 
TYPICAL RTMS AND CABINET INSTALLATION SHOWN ON 

STREETLIGHT WITH OCTAGONAL FABRICATED STEEL POLE AND LUMINAIRE 

1 0512012 GPI REPLICATED IN CADD 
0 09/2008 XX CREATED 

REMOTE TRAFFIC MICROWAVE SENSOR (RTMS) 

INSTALLATION DETAILS 

N.T.S. 
D-1 
D-2 

MISC-014 
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VIEW "A-A" 
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57 .5" 

4.3.5" 

1 1.5 '' 
i 
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I 
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I 
c71 ~" 
;._) ..... 

FMJ THERMOSTAT -, 
AND UC>·~T 

! i 

E-~::::::·::::7 f-~·7--:~~-:::~·::{:::! · 
B.ATT BATT 

55 ,\H ~.5 .AH 

~'· -"=~• F¥'ccc=='~• 
BATT BATT 

~)5 AH 55 AH 

+ 
BA.TT 

55 AH 

+ 
BATT 

55 /\H 

FIVE 
,.....-BATTERY 

STRINGS 

77 .25" 

BATTERY 
/-s!Rit-JG-5 

···-·r·--··· ~==~~~ r::-o -.= 
i il B.ATT BATT 
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~·--4'15"'--1 
FRONT VIEW 

lL 
~ NEW YORK CITY 

~ -..~-

REVISION 

VIEW "B-B" 

DEPARTMENT OF TRANSPORTATION 
BUREAU OF TRAFFIC OPERATIONS 

34-02 QUEENS BLVD L.I.C.,N.Y.111 01 

NEMA "R" GROUND MOUNT CONTROLLER 
CABINET EQUIPMENT ARRANGEMENT 

SCALE: OLD DRAWING NO. DRAWING NO. 

g = = 5 0 09/2008 GPI CREATED N.T.S. MISC-015 
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3-D DETAIL
MONOTUBE OVERHEAD MAST ARM BRACKET WITH POLE

3-D DETAIL
INNER HUB WITH POLE

"M-2A" POLE

"M-2A" POLE

TOP PLATE

BOTTOM PLATE

LIP PLATE

OUTER CLAMP

MAST ARM
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CL "M-2A" POLE 

112"THICK 
STIFFENER 
PLATE 

1 112" 

CPGW 
TYP. 

Ol!TER CLAMP Cl!T FROM 
8ft DIA. EXTRA STRONG PIPE 
WITH 112"WALL THICKNESS 

1" THICK PLATE OF INNER HUB 
WIDTH VARIES AS SHOWN 

718" DIA. BOLT (TYP.) 

3" x 1/2" TAB (TYP.) 

CL "M-2A" POLE 

7112" 

"M-2A" POLE 

SECTION "B-B" 

CLMAST 
ARM SPLICE 

6" DIA MONOTUBE 
MAST ARM 

SEE MAST ARM 
SPLICE DETAIL 

MONOTUBE OVERHEAD MAST ARM BRACKET 

7112" 

CL "M-2A" POLE 

114"CONNECTOR 
PLATE (TYP.) 

1/2" STIFFENER 
PLATE 

OUTER CLAMP 

1/2" THICK LIP PLATE 
WELDED TO INNER HUB 
BOTTOM PLATE 

INNER HUB ATTACHED 
TO ftM-2Aft POLE 

~CLMAST 
I n_ ARM SPLICE 

'i"iE'''!=II!'I[J:: 
MAST ARM 6" DIA. 
SCHEDULE 60 

OUTER CLAMP I SPLICE ASSEMBLY 

HOLES FOR 1/4" DIA SELF 
TAPPING SCREWS (TYP.) 

TOP OF EXISTING 
"M-2A" POLE EXPLODED VIEW OF ASSEMBLY 

CL 
CONNECTOR 
BRACKET 

OUTER 
CLAMP 

EXISTING 
"M-2Aft POLE 

1" THICK T+P PLATE OF INNER HUB 

6"DIA. 

112"THICK 
STIFFENER PLATES 

CLMAST 
ARM SPLICE 

MAST ARM 
6"DIA. 
SCHEDULE 60 

HORIZONTAL 

1/2"THICK 
STIFFENER 
PLATES (TYP .) 

SCHEDULE 60 PIPE 

1/2" THICK LIP WELDED TO BOTTOM PLATE OF INNER HUB 

ELEVATION VIEW 
MONOTUBE OVERHEAD MAST ARM BRACKET 

STIFFENER PL. 
(TYP.) 

112" FLANGED 
SPLICE PLATE 

BOLT CIRCLE 

MAST ARM 6" DIA. 
SCHEDULE 60 STEEL PIPE 

SECTION "D-D" 
MAST ARM SPLICE 

!ASTMA709l 

112" 

CLSPLICE 

~--MAST ARM 
B"DIA. 

-, SCHEDULE 40 

\_ CL MAST ARM 

roo-- 1/2"THICKSTIFFENER p -1 ~rr~ 
MAST ARM SPLICE DETAIL 

(ASTM A709l 

INNER HUB 
BOTTOM PLATE 

LIP CONNECTED 
TO INNER HUB 
BOTTOM PLATE 

1/4 1314-2 

INNER HUB DETAIL 

1 7/8" 

LIP PLATE DETAIL 
(SEE NOTE 8) 

1 7/8" 

6 1132" TOP 

67132" BOT 

~ ~ 
:!i c 

~ 

~ // 
~ 

INNER HUB TOP AND 
BOTTOM PLATE DETAIL 

(SEE NOTE 8) 

"M-2A" -~~ INNER HUB 1" TOP PLATE 
TAPPERED POLE 
"M-2A" POLE 
SEE NOTE 8 

LIP PLATE 

INNER HUB 1" 
BOTTOM PL. 

114 1314-3 

114ft CONNECTOR PLATE 

Ol!TER CLAMP 

--111-H-+---- 1"@ OVERHANG 
BEYOND OUTER CLAMP 

~,~,.~-<,coNT. 

IJ#:'='=>----17/B"x1/2" 
LIP PLATE 

SECTION "F-F" 

SECTION "X-X" (HALF CONNECTOR! 
(OUTER CLAMP NOT SHOWN FOR CLARITY) 

w 

~ 
"-

"M-2A" POLE. CL OF HUB SHALL 
BEAT LOCATION INDICATED ON PLANS. 

2. FASTEN INNER HUB TO "M-2A" POLE USING SELF TAPPING 
SCREWS THROUGH HOLES IN PLATES PROVIDED. 

3. INSTALL OUTER CLAMP AROUND INNER HUB. FASTEN BY 
TIGHTENING FOUR BOLTS. 

4. INSTALL MAST ARM AT SPLICE CONNECTION. 
5. INSTALL SIGN MOUNTING BAR. LENGTH DETERMINED BY NYCDOT 

SIGN GROUP. 
6. INSTALL SIGNS USING APPROPRIATE NUMBER OF FASTENERS AS 

SPECIFIED IN TABLE. 
7. MAST ARM BRACKET SHALL BE FABRICATED TO ACCOMODATE A 

6" RISE OVER 20 FEET OF MAST ARM LENGTH. 
8. ALL DIMENSIONS ARE BASED ON THE ARM BRACKET INSTALLED 

AT THE LOCATION ON THE NYCDOT STANDARD "M-2A" POLE AS 
SHOWN ON DWG. MISC-016_1. CONTRACTOR SHALL VERIFY THE 
DIMENSIONS PRIOR TO FABRICATION. 

"M-2A" 
POLE 

TAB PLATE (TYP.) 

7 518" DIA. 

SECTION "C-C" (TOP) 
SECTION "E-E" (BOT! 
INNER HUB DETAIL 

2 114ft x 114ft THICK 
CONNECTOR PLATES 
(TYP.) 

Ol!TER CLAMP 

MONOTUBE OVERHEAD SIGN MAST ARM 
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12'1F SENSOR 
IS REQUIRED 12'~" 

) 111111 ~1 

12'~" 
LATCHING OPTION ___/ 

-• 
I 

= 
• • =r 8' TO 12' IF SENSOR 

•r IS REQUIRED 
~ I ~------------

.----;--.,~ I 

~\.~ 
I~P~TERI ~----------------------------------------------------------------~ IRE~~RI l I ~ 

- ADVANCED DETECTION OPTION 

~ 
NON-LATCHING OPTION ~ I 

NOTES: 

1. ACCESS POINTS AND REPEATERS SHOULD BE MOUNTED NO HIGHER THAN 20 FEET OFF THE GROUND. 

2. ACCESS POINTS AND REPEATERS SHOULD BE WITHIN 150 FEET OF WIRELESS SENSORS. 

3. WHEN ACCES POINTS AND REPEATERS ARE USED IN FACE·TO·FACE CONFIGURATION, DISTANCES AMONG THEM SHOULD NOT BE OVER 1,000 FEET. 

4. WHEN ACCESS POINTS AND REPEATERS ARE USED IN BACK-TQ.BACK CONFIGURATION, DISTANCES AMONG THEM SHOULD NOT BE OVER 400 FEET. 

5. CABLE CONNECTION BETWEEN TRAFFIC SIGNAL CONTROLLER AND ACCESS POINT SHOUW NOT BE LONGER THAN 300 FEET. 

• 

• 

~ 

f 
r------.__ ffi 
I l -----~ rACcESSL tt g 

~g~ 

1r / ( /v \'\ 

~+----~~--~~----------------------------------------------~ 

12' IF SENSOR r.. 
IS REQUIRED 'lt.: • 

MIN.16' 12'~" 

'\i -/ 

I REP~~RI 
- r-

I I 
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~ 

I 

I 

WIRELESS SENSOR EQUIPMENT LAYOUT 
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CURB 
FACE 

TRENCH WIDTli 

I 
TRENCH WIDTH + 12' 

REFLEC~IVE CRACKING MEMBRANE 

6" (LL-14 STREETS ONLY) TRENCH WIDTH 8" (UL-14 STREETS ONLY) 

CURB 

TRENCH WIDTli + 12' 

TRENCH WIDTH 
REFLECTIVE CRACKING MEMBRANE 
(TYP) LL-14STREETS ONLY 

~I I •. "'"""" ElOS"NG ASPHALT 
~ WEARING AND/OR BINDER COURSE 

(TYP)LL-14STREETSONLY I\ 
CURB I ~ SAW CUT FULL \ 4" MINIMUM EXISTING ASPHALT 
FACE V DEPTH (TYP) • WEARING AND/OR BINDER COURSE 

1/ / / d .,.V.,.-+Y,.../__,..../...,...-/..,....-/,...__,....//""'7' 

FACE -I ~ 4" MINIMUM EXISTING ASPHALT 
8" f--p---- SAW CLJT FULL WEARING AND/OR BINDER COURSE 

0 V DEPTH (TYP) / {~. . : . ' . . .. v: / { /. ~ / 

NOTES: 

V'//////// . 
: • • FuLL ~EPTH • ~~·!Giz·~~~·~- ~~~~~·~ 

NEW ~f P~ll ~NC~TE, 6" (OR VARIES) EXISTING 

• •• •• • • ~ CONCRETE BASE 

-~ . • • • ~ FULL DEPTH CONCRETE 

""' (SEE NOTE 2) 

~fO ----+--- COMPACT FILL 
(SEE NOTE 1) 

METHOD OF BACKFILL FOR 
NON-PROTECTED STREETS 
(FORMER DWG LB11323S) 

1. COMPACTED CLEAN GRANULAR (SAND) FILL TO BE A MAXIMUM OF 6" ABOVE TOP OF PIPE. 

_ ... · , .. ··. -~ .· ~ · 
-----;r--~{)E~ •• .- ~~z•~. ~~~~~ 

EXPOSED CONCRETE EDGES EPOXY ~ NEW 32~ PSI C0NCRETE: 6 (OR VARIES) EXISTING 
COATED JUST PRIOR TO CONCRETING • -' r CONCRETE BASE 

ON UL-14 STREETS ONLY •• • ' ' ' • • ~ ~ FUUL DEPTH CONCRETE 

3! (SEE NOTE 2) 

~ COMPACT FILL 
~ (SEE NOTE 1} 

PIPE___/ 

METHOD OF BACKFILL FOR VERMEER WHEEL CUT 
FOR LL-14 & GUARANTEED STREETS 

(FORMER DWG LB-11396S) 

2. FUUL DEPTH "ZERO SLUMP" OR VERY DRY CONCRETE TO BE 3200 PSI TEST CONCRETE TO BE INST AULED TO A HEIGI-IT OF MINIMUM OF 4" BELOW THE TOP OF EXISTING ASPHALT BASE. 

3. CONCRETE TO BE MIXED ON SITE BY AN APPROVED PORTABLE MIXER OR AS APPROVED BY TliE ENGINEER. 

4. PRIOR TO CONSTRUCTION, THE CONTRACTOR MUST SUBMIT HIS MIX OF MATERIALS IN EASILY AND IDENTIFIABLE VOLUMETRIC OR WEIGHT MEASURES AND AN ACCEPT ABLE 
CERTIFICATION CONFIRMING THIS MIX IS 3200 PSI TEST CONCRETE. 

5. A LAYOUT OF BOTH, THE VERMEER WHEEL CUT AND 6' CUTBACK WILL BE MADE IN THE STREET LJTILIZING STRAIGHT EDGES OR STRING CHUCK LINES IN GENERAL PARALLEL TO THE 
CENTER LINE OR CURB LINE OF TliE STREET. ANY BENDS MUST BE SQUARED OFF ON THE OUTSIDE OF TliE BEND AND CUT STRAIGHT ON THE INSIDE, SO AS CREATE A TRIANGLE OR 
SQUARE RESTORATION. ~~----.,~. 

1 
0 
0 
0 

----7-----=-~~~z•~.~~~~~ 
CHISEL CUT TO SOUND CONCRETE ON ~ NEWr ~O PSI CONCRETE 6 (OR VARIES) EXISTING 

LL-14 STREETS ONLY. • • · _,. • _. CONCRETE BASE 
EXPOSED CONCRETE EDGES EPOXY "" ......, 

COATED JUST PRIOR TO CONCRETING 3! FULL DEPTH CONCRETE 
(SEENOTE2) 

07ll013 DR 
03/1990 GL 
07/1991 GL 
03/1990 GL 

ON UL-14 STREETS ONLy ~"'--.--tD__. .... 
---+---- COMPACT FIUL 

(SEE NOTE 1) 

REPLICATED IN CADD 
LB-113225 CREATED 
LB-113965 CREATED 
LB-113235 CREATED 

PIPE___/ 

METHOD OF BACKFILL FOR CHESEL CUT 
FOR LL-14 & GUARANTEED STREETS 

(FORMER DWG LB-11322S) 

BACKFILLING 

N.T.5. 
LB-113235 

LB-113965, L5113225 
MI5C-018 
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8'CURB LINE 

'1.---------

8'CURB LINE 

NOTES: 

1. NORMAL LOCAL LAW 14 (LL-14) CUTBACKS ON THE BASE. 

ONE QUADRANT 
RESTORATION AREA 

ONE QUADRANT 

2. FULL CORNER QUADRANT RESTORATION FOR ALL QUADRANTS THAT WERE EXCAVATED 

8' CURB LINE 

8' CURB LINE 

8' CURB LINE 

'1.---------

8' CURB LINE 

...... 
--- 0 07/2013 DR CREATED ... ~. 

TWO QUADRANTS 
RESTORATION AREA 

TWO QUARDANTS 

N.T.S. 

8'CURB LINE 

8'CURB LINE 

RESTORATION AREAS OUTSIDE 
PROLONGATED 8' CURB LANE 
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TRAFFIC SIGNAL ON "M-2A" POLE TRAFFIC SIGNAL ON "M-2A" COMBO POLE 
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RIDGID MAST ARM TRAFFIC SIGNAL INSTALLATION 
FRONT VIEW 

MAST ARM CLAMP 
FRONT VIEW 
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MAST ARM TRAFFIC 
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SERRA TED TEE CLOSURE CAP 

LAWTON HUB 

120• "Y" FITTING 
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OVERHEAD SIGN ON "GCP" POLE OVERHEAD SIGN ON "M-2A" COMBO POLE 
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1. SENSOR AND SHELL ASSEMBLY 

5. PLACING THE SENSOR 

1. ORIENTATION OF CHISEL CUTS TO 
SENSOR 

5. REMOVING SENSOR 

2. ADJUSTING SENSOR INSTALLATION HIGHT 

6. FILLING SENSOR HOLE WITH EPOXY 

3. CLEANING SENSOR HOLE 

7. FILLING SENSOR HOLE WITH EPOXY 
UNTIL LEVELED WITH ROAD SURFACE 

WIRELESS SENSOR INSTALLATION PROCEDURE 

2. CHISEL CUTS 3. PRYING UPWARD TO LOOSEN SENSOR SHELL TOP 

6. REMOVED SENSOR 

WIRELESS SENSOR REMOVAL PROCEDURE 

. \w 

' 
4. INITIAL EPOXY APPLICATION 

8. INSTALLED SENSOR 

4. REMOVING SENSOR SHELL TOP 
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LAWTON HUB 
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