
	

	 	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

FOR MORE 
INFORMATION, 
visit:   
www.nyc.gov/ 
sidewalks 

TREE RELATED 
DEFECTS, visit: 
www.nycgovparks
.org/services/ 
forestry/sidewalk -
repair 

� SIDEWALK PERMIT has been obtained 

� ALL sidewalk defects have been removed 

� EXPANSION JOINTS have been installed,           
sealed and are level with the sidewalk 

� At a minimum of every 20 linear feet 
� At each property line 
� Where the curb meets the sidewalk 
� Separating new concrete from old 

concrete 

� IF REPAIRING PEDESTRIAN RAMPS, install 
Detectable Warning Tiles (Truncated Domes) 

� THE ENTIRE SIDEWALK IS VISIBLE for 
Dismissal Inspection 

� THE DISMISSAL INSPECTION has been 
scheduled by calling 311 and providing 

� Permit number 
� Property address 
� Block and Lot 
� Notice of Violation number 

SIDEWALK DISMISSAL  
INSPECTION CHECKLIST 

  How To Dismiss Your 

     Sidewalk Violation! 
												

NYC	DOT	
SIDEWALK	REPAIR	SPECIFICATIONS	

MUST	BE	FOLLOWED	
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