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A-001.00

EXISTING FACADE

1

EXISTING FACADE ELEVATION
SCALE: 1/4" = 1'-0"

1
EXISTING FACADE SIDE ELEVATION
SCALE: 1/4" = 1'-0"

2
EXISTING FACADE SIDE ELEVATION PHOTOS 
SCALE: NTS

3

EXISTING FACADE FRONT ELEVATION PHOTO
SCALE: NTS

4

AREA OF
WORK

 PHOTO EXISTING FACADE
SCALE: NTS

5
 PHOTO EXISTING FACADE
SCALE: NTS
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A-002.00

EXISTING FACADE

2

HISTORICAL PHOTO EXISTING FACADE
SCALE: NTS

1
HISTORICAL PHOTO EXISTING FACADE
SCALE: NTS

2
HISTORICAL PHOTO EXISTING FACADE
SCALE: NTS
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WATER REPELLANT
MATTE BLACK FABRIC

FRONT & SIDES WITH
UNFRAMED SKIRT TO

HAVE PAINTED WHITE
LOGO LETTERING,

MOUNTED ON
FIXED AWNING

CONTINUOUS ZINC-
COATED COPPER
AWNING HOOD;

CAULKED JOINT; NO
REGLET CUTS IN

LIMESTONE.
CONNECTIONS TO
EXISTING BUILDING

TO BE COORDINATED.

 12" THICK OIL RUBBED
BRONZE PIN MOUNTED

LETTERS TO MATCH
HEIGHT OF ADJACENT
CLAUDETTE SIGN. SIGN

TO BE FASTENED AT
LIMESTONE JOINT.
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WATER REPELLANT MATTE BLACK FABRIC
FRONT & SIDES WITH UNFRAMED SKIRT TO

HAVE PAINTED WHITE LOGO LETTERING,
MOUNTED ON FIXED AWNING

ALIGN W/
CORNICE

PAINTED SIGNAGE

Forbes Media

Forbes
ALIGN

CONTINUOUS ZINC-
COATED COPPER
AWNING HOOD;
CAULKED JOINT; NO
REGLET CUTS IN
LIMESTONE. CONNECTIONS TO
EXISTING BUILDING
TO BE COORDINATED.
MECHANICALLY BOLT/FASTEN TO
EXISTING STONE FACADE AS REQUIRED.
ATTACHMENTS
NOT TO COMPROMISE  EXISTING FACADE

WATER REPELLANT
MATTE BLACK FABRIC
FRONT & SIDES WITH
UNFRAMED SKIRT TO HAVE PAINTED
WHITE LOGO LETTERING,
MOUNTED ON FIXED AWNING AND
SIDES
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A-003.00

PROPOSED FACADE

3

PROPOSED FACADE FRONT ELEVATION
SCALE: 1/4" = 1'-0"

1

PROPOSED RENDERED FACADE FRONT ELEVATION
SCALE: NTS

4

PROPOSED FACADE SIDE ELEVATION
SCALE: 1/4" = 1'-0"

2

AREA OF
WORK

PROPOSED RENDERED SIDE ELEVATIONS 
SCALE: NTS

3

WALL SURFACE MOUNTED SCONCE,
SPEC: WORLD IMPORTS, REVERE 3-LIGHT
OUTDOOR WALL LANTERN #61313-06,
FINISH: FLEMISH (06) LAMP: LED B10 7W
(60W EQUIVALENT) CANDELABRA, 2700K,
FLAME TIP, CLEAR FINISH.

WATER REPELLANT MATTE BLACK FABRIC:
SUNBRELLA ‘BLACK’ (4608)

PROPOSED FACADE SIDE ELEVATION (2 LOCATIONS)
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