
327 CENTRAL PARK WEST 
15 DE  WINDOW REPLACEMENT

LANDMARKS PRESERVATION COMMISSION



UPPER WEST SIDE, CENTRAL PARK WEST HISTORIC DISTRICT MAP

Site 
Location



The proposed window replacement is on a secondary facade and not visible  from a 
public thoroughfare. 

It is visible through the trees from  Central Park. 

From Central park it is difficult to make out the configuration  without magnification. 

The existing window is a pair of aluminum double hung replacement windows. 
No visible original fabric will be removed or altered. 

The Landmarks Preservation Committee has a Master Plan for the windows on the two 
Primary facades that regularizes the replacement windows that had been installed in 
many locations.  It calls for a 5” mullion between double hung windows.  There is no 
LPC plan for the secondary facades.

INFORMATION



DEMOLITION
Plumbing Schedule

4/11/16

Location Fixture Manufacturer Style Item Number Size Material Finish/Color Remarks
Bath #1 Sink Duravit Vero Furniture washbasin ,04547 27 1/2 x 19 5/8 Porcelain white

Vanity Duravit Vero Vanity XL6342 30 3/4x19 1/4 white check legs 10"
Faucet Fantini Rubinetti AL/23 B004WU Chrome
pop up

Bath #3 Sink Duravit Vero .045450.30
19 5/8 x 18 1/2x 
5 1/8 Porcelain white

Vanity Duravit Vero XL6043
17 3/4x16 7/8 x 
17 3/4 White 12" Chrome legs

Faucet Kohler Widespread gooseneck K14406-4 polished Chrome

Kitchen Sink Elkay Avado undermount EFRU2115DBG 23 1/2 x 18 1/4 16 Ga SS
Faucet Existing

Lighting

Lighting Schedule

4/11/16

Fix # Location Type Manufacturer Style
Item Number   
Reflector/Frame Size Color Bulb Remarks Watts Switch

A

1 Entry
Close to 
Ceiling

Hubbardton 
Forge

Exos Square Semi 
Flush 126510 20.6x11

Bronze/ 
Natural 
Anna/ 
Natural 
Linen 3x20W T4 E26 Existing j-box 60 Dimmer

B 1 Living Room Fan Big Ass Fan Haiku I Series 60" White Existing j-box Wall Control

C
7 Dining Room Pendant

Existing j-box, client 
provided Client provided fixture

D 1 Bath #3 Sconce WAC Lighting Line Dweled WS-6718 18"x4"x4" 2700K 16.5W LED Existing j-box 16 ELV Dimmer
E1 2 Kitchen Linear LED WAC Lighting Pro3 24V LED LET-T-CH 12" 3000K 5 W LED 10
E2 1 Kitchen  Linear LED WAC Lighting Pro3 24V LED LET-T-CH 36" 3000K 15W LED 15
E3 2 Living cabinet Linear LED WAC Lighting Pro3 24V LED LET-T-CH 11' 3000K 55W LED 110 ELV Dimmer
E4 2 Bath#3 Cab. Linaear LED WAC Lighting Pro3 24V LED LET-T-CH (2) 2' 3000K 20W LED 20 Jamb switch

F 1 Hall Recessed WAC Lighting 3.5" Tesla HR-3LED-T518-N-W-WT  
5 1/4"x 5 
1/4"x6"H 21.5 W LED 21.5

G
4 Hall Surface WAC Lighting Dice FM-4009-30-BN 9"

Brushed 
Nickel 27W LED

Existing j-box     
continous ELV dimming 54 ELV Dimmer

H 3 Closets Surface WAC Lighting Niveous FM-W52309 9" White 18W LED continous ELV dimming 54 ELV Dimmer
J 1 Study Ceiling WAC Lighting Kiss 51814 BN 14 W Existing j-box 14 ELV Dimmer
K 1 BR #3 Fan Big Ass Fan Haiku L Series 52" White LED 20W Existing j-box 20

L
4 Gallery Track Tech Lighting Monorail 12" extension SN

Existing j-box             
transformer 300W ELV Dimmer

L
14 Gallery Track Heads Tech Lighting MO T156 SN 5W

7.5W LED SORAA 
MR16 105

Surface monorail transformer  
100W EL LED

M 1 Bath #2 Sconce Sonneman Aileron 8R322 24x4 3/4 Aluminum 20 W LED Existing j-box 20 Dimmer

519.5 2045 SF =3.4 Watts/SF

Plumbing

Plumbing Schedule

4/11/16

Location Fixture Manufacturer Style Item Number Size Material Finish/Color Remarks
Bath #1 Sink Duravit Vero Furniture washbasin ,04547 27 1/2 x 19 5/8 Porcelain white

Vanity Duravit Vero Vanity XL6342 30 3/4x19 1/4 white check legs 10"
Faucet Fantini Rubinetti AL/23 B004WU Chrome
pop up

Bath #3 Sink Duravit Vero .045450.30
19 5/8 x 18 1/2x 
5 1/8 Porcelain white

Vanity Duravit Vero XL6043
17 3/4x16 7/8 x 
17 3/4 White 12" Chrome legs

Faucet Kohler Widespread gooseneck K14406-4 polished Chrome

Kitchen Sink Elkay Avado undermount EFRU2115DBG 23 1/2 x 18 1/4 16 Ga SS
Faucet Existing
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Fire Stair & Service Elevator
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Kitchen

Entry
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Closet
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Remove Pan, Sensor
and switch for reuse
Remove plumbing lines 
back to riser

Remove cabinets, counters,
backsplash and floor tile.
Protect Range, microwave, 
refrigerator and countertop 
for reinstallation

Remove doors and walls as indicated 
Remove sconces and wiring,
relocate switches
Remove radiators and cap during construction
Protect for reinstallation

Remove top 
1" of 
concrete 
inside 
closets

Remove GWB enclosure and downlights

Remove 
downlights and 
GWB enclosure to 
plaster

Remove cabinets, counters, sink 
and appliances Remove electrical outlets.
Protect refrigerator for reinstallation
Remove plumbing lines back to risers

Remove vanity
Medicine cabinet 
and sconce

D Living Room

D Kitchen

D Entry

Remove Sink, 
Vanity, Glass panel 
& sconce

Remove door

Remove section of wall
for new door
Relocate outlet

Remove all interior 
swinging doors and 
latches in 15D 

Demolition General Notes
Contractor shall be responsible for seeing that each subcontractor cleans 
up and removes, DAILY, any and all debris generated by construction 
operations, making ready for all subsequent subcontractors .

General Contractor SHALL: Exercise reasonable precaution in the 
protection of all existing finishes to remain and/or all existing substrates to 
receive new finish; Schedule and coordinate all trades to eliminate 
damage to materials once installed; Provide protective coverings for all 
floor, partition and ceiling finishes to remain in the project area and for all 
finishes which may be subject to traffic or construction activity in adjacent 
areas; Provide protective covering for all windows and other glass to 
remain; Provide impact protection for all interior finishes; Provide minimum 
1/8 inch thick tempered hardboard or plywood gang way to protect all 
flooring materials from breakage, cracking, scratching or other damage 
from dollies, hand trucks or rolling bins or tool carts used to transport 
materials to and from project area.

Protect Tub & WC 

Remove washing machine 
and plumbing lines 
back to riser

3'-
0"

Remove speakers

Remove top 
1" of 
concrete 
inside 
closets

0 1 2 3 4 5 6 7 8 9 10 FTDemolition Plan
Scale: 1/4" = 1'-0"1

Door

Door Schedule

4/11/16

Nominal Size Door Frame Frame Details Hardware
Location Door # Width Height Thickness Door Operation Slab Style Door Style Finish Head Jamb Sill Function  HW Set Accessories Comments
Entry 1 EX Existing Strip & Clear Existing Entry Existing
Utility Closet 2 EX Existing Paint Existing Passage 1 IBU
Bathroom 3 EX Existing Paint Existing Privacy 2 IBU
Coat Closet 4 EX Existing Paint Existing Passage 1 IBU/SN
Egress 15E 5 EX Existing Strip & Clear Existing *
Egress 15D 6 EX Existing Paint Existing
WIC 7 2'-10" 7'-0" 1 3/8" Swing Simple Solid Flush Paint 3/4" Passage 1
Shoe Closet 8 2'-4" 7'-0" 1 3/8" Swing Simple Solid Flush Paint 3/4" Dummy 3
WIC 9 2'-10" 7'-0" 1 3/8" Swing Simple Solid Flush Paint 3/4" Passage 1
Coat Closet 10 2'-6" 7'-0" 1 3/8" Swing Simple Solid Flush Paint 3/4" Dummy 3
BDRM #3 11 5'-0" 7'-0" 1 3/8" Swing Bi-part Solid Flush Paint 3/4" Passage 4
Closet 12 2'-6" 7'-0" 1 3/8" Swing Simple Solid Flush Paint 3/4" Dummy 3
Study 13 3'-4" 7'-0" 1 3/8" Swing Bi-part Solid Flush Paint 3/4" Passage 4
Old Entry 14 EX Existing Strip & Clear Existing *
BR#2 15 2'-10" 7'-0" 1 3/8" Swing Simple Solid Flush Paint 3/4" Privacy 2
Closet 16 4'-0" 7'-0" 1 3/8" Swing Bi Part Solid Flush Paint 3/4" Dummy 1(2)
Closet 17 Not Used
Closet 18 2'-0" 6'-8" 1 3/8" Sliding Solid Flush Paint Existing Sliding 5
Bath #1 19 2'-0" 6'-8" 1 3/8" Swing Simple Solid Flush Paint Existing Privacy 2
BR #1 20 2'-6" 6'-8" 1 3/8" Swing Simple Solid Flush Paint Existing Privacy 2a
Closet 21 2'-6" 6'-8" 1 3/8" Swing Simple Solid Flush Paint Existing Passage 1a
Bath #2 22 2'-0" 6'-8" 1 3/8" Swing Simple Solid Flush Paint Existing Privacy 2a
Closet 23 4.667 6'-8" 1 3/8" Slider Solid Flush Paint Existing Passage 1a

* Remove interior knob and dead bolt, patch holes, seal perimeter of door

Remove double hung windows
Provide temporary protection

Lighting Schedule

Accessories

4/11/16

Location Item Manufacturer Style
Item 
Number Size Finish Qt. Remarks

Bath#1 Shower Door Mr. Shower Door
Spray panel with 
Stationary panel 3/8" Glass PC low iron tempered

Gasket 3M U shape Silicone rubber

Bath#3 Shower Door Mr. Shower Door

Bifold Spray 
panel with 
Stationary panel 3/8" Glass PC low iron tempered

Gasket 3M U shape Silicone rubber
2 Wall cabinet D'Eco Nail Polish wall rack -2 acrylic Custom cabinet

Mirror on door 1/4"x16x54 unframed
TP holder Hansgrohe Axor Uno 41538000 PC 1
towel bar 24" Hansgrohe Axor Urquiola 42460000 24" PC 1
towel bar 12" Hansgrohe Axor Urquiola 42430000 12" PC 2
Shower basket Nameeks Gedy S080-13 7 5/8" PC 1

Material

Material Schedule

4/11/16

Location Description Manufacturer Distributor Material Color/Finish Size Installation Remarks/Grout

Kitchen Floor Porcelain Tile Stone Source Styletech Wood/style 05/Natural 6x48 Thinset 1/8" Joint

Thresholds Porcelain tile Stone Source Styletech Wood/style 05/Natural 6x48 Thinset polished edge

Sink Countertop Recut sink opening 
existing slab

Back Countertop Stainless Steel 304 Brushed 16 ga Wrapped on plywood

Backsplash Existing & match

Rolling cab top Maple butcher block 1 1/4"

Base cabinet 
dining side face MSI International MSI 

International Quartzite, Allure 3/4" Slab to be selected

Cabinets
HDWD veneer/solid 
HDWD edge Thin Lacquer White Wood grain should 

read through lacquer

Living/Dining Radiator cab top Soapstone 1 1/4"

Radiator cab 
sides Hot rolled steel plate Clear coat 14 GA removable

Fireplace 
surround Soapstone 1 1/4"

Mantle Soapstone 1 1/4"

Cabinets/ 
bookshelves

HDWD veneer/solid 
HDWD edge with leather Thin Lacquer Color TBD Wood grain should 

read through lacquer

Laundry/Study Countertop Soapstone 1 1/4"

Cabinets

HDWD veneer/solid 
HDWD edge with leather 
inset on doors and 
drawer faces

Thin Lacquer Color TBD
Wood grain should 
read through lacquer

MBR Cabinets
HDWD veneer/solid 
HDWD edge Thin Lacquer Color TBD Wood grain should 

read through lacquer

Grouts are Laticrete, unsanded for walls, sanded for floors
2

Remove upper cabinet

Hardware Schedule

4/11/16

Door Hardware Frank Allart & Company
Set # Handle/Rose/ collar/Thumbturn Function Hinge/Track Finish Catch Stop Stop on # Remarks

1 7622A/ 4900 B/G Passage 4" Ball Bearing SN except IBU @ 1,2,4 Latch 1

2 7622A/4900 B/G , T61/4953 Privacy 4" Ball Bearing 
SN except IBU @ 3 outside, PC 3,22 
inside Latch

Hafele 
937.01.202 3,19

Provide 
release key

3 7622A/4900 B/G / 7813 Dummy 4" Ball Bearing SN Ball Catch
Hafele 
937.01.202 8, 10, 12

4 7622A/4900 B/G/ 7813 Passage/Dummy 4" Ball Bearing SN 

Ball 
Catch/ 
Latch

Hafele 
937.01.202 11

Dummy one 
door

5 Sliding Existing Track

Cabinet Hardware
Location Knob Function Hinge/Track Finish Catch Stop Remarks

Kitchen Colonial/Tanners Craft L511 Door
European heavy duty 
soft close M26D/Coco Loco Pequeno W/B bumper

Colonial/Tanners Craft L511 Drawer
Full extension soft 
close M26D/Coco Loco Pequeno W/B bumper

LR Colonial/Tanners Craft L511 Door
European heavy duty 
110° TBD Touch Latch

Drawer Touch Latch
Bath #3 Colonial 404 Door European heavy duty US26
Study Colonial 300-3 Drawer M20A
Laundry Colonial 300-3 Doors M20A

MBRM Colonial/Tanners Craft L247 Drawers
Full extension soft 
close

Mapoli Pitch Brown, Matte Light 
Statuary Bronze

WIC Colonial/Tanners Craft L205-8-15BX19
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Closet

Remove 
Existing door 
and frame
Patch and Paint 
wall & base

3'
-0

"

10
"

Construction Plan
Scale: 1/4" = 1'-0"1

Patch floor at 
removed wall

General Notes
1.  Provide Laticrete Waterproofing 9235
under new kitchen floor tiles.  Turn 6" up walls and 
behind thresholds.

2.  Patch floors as required.
Sand and refinish all wood floors.  Stain to match 
two original apartments.

3.  Refinish all wood floors, stain & waterbase
polyurethane, three coats

4.  Paint all walls, trim and ceilings except
bedrooms 1&2

Patch 
floors at 
closets.

Provide threshhold 
patch wall and ceiling

Install new vanity on
existing Rough in.

Install cabinet in old 
door opening

Install bookshelves cabinets 
along wall

Install new floor tiles and
cabinets. Recut countertop 
for sink and reinstall
Range, refrigerator, microwave 
and dishwasher to remain.
Install new sink on existing 
rough in.

Install Washer and Dryer
Use sensor and switch 
from 15 E locate above 
counter behind access door
Install Stainless steel pan 
under washer

Printer 
cabinet

A
lig

n 
w

/ b
ea

m
 fa

ce

A
lig

n

Existing
Electrical 
Panel

1 1/4" SS Poles 
@ 3' &6'-6"

Existing 
lower cab to 
remain

Patch floor

New sink & vanity on
existing rough in

6 shelves

6 shelves

2'-6"5'
-5

 1
/2

"

Align

Align

A
lig

n
3'

-1
"

Contractor shall furnish and install new 
partitions as shown. Partitions shall be 5/8"  
gypsum board on 20 gauge, 3-5/8" steel studs, 
16" O.C.except as noted.   Partitions are to 
bottom of slab unless noted otherwise.   Provide 
top track and base to match existing partitions. 
Level 5 finish on all public faces.  Level 4 finish 
in closets.  Contractor shall maintain or restore, 
as required, the integrity of existing rated 
partitions altered during the course of 
construction. Where new partitions intersect 
with existing, attach as required to maintain 
rigidity.  Provide finish as scheduled.

Wall types

A 3 5/8" MTL Studs w/ batt insulation
5/8" GWB both sides, skim coat public 
faces
1/2" greenboard behind tile
1/2" cement board around tub and 
shower

New 
Wall

Legend

General 

General Notes:
1.  Patch and paint all walls
2.  Skim coat and paint new walls
3.  Provide new baseboard hdwd ptd at 
new walls except at bathrooms or 
millwork
4.  Provide 1 x 2.5 base in all new 
closets
5.  All windows existing, except as 
noted.
6.  All dimensions are to face of 
FINISHED WALL.
7.  Contractor shall furnish and install 
millwork as shown and provide fire 
retardant treated blocking in new walls 
for support of millwork.

Replace window in existing masonry 
opening.  tilt and turn , dark bronze,
thermally broken, double glazed.Relocate radiator close to

supply end.  Provide Danfoss 
valve.
Provide new Fridgidaire AC 
in through-wall  sleeve.  

New Masonry opening
below window for AC & sleeve.
New Radiator enclosure.
steel and stone

6 Shelves fixed

A

A

A

No Work

Install Danfoss valves
Repack valves and 
replace traps
New Radiator enclosure
steel and stone

Remove lock and
latchset and peephole,
seal door in closed
position patch and paint

Refrigerator Range
MW above

DW
below Sink
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2
A001

1
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Vent dryer 2x8 through window
replace bottom sash 
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Bath #2

Closet

Reflected Ceiling Plan
Scale: 1/4" = 1'-0"2

S
D

S
3

S

EP

SD

Linear LED

LED Sconce

Flourescent Surface Fixture

Recessed Fixture

Suspension Fixture

Track Light

Ceiling Fan

Switch

Dimmer

Three-way switch

Switch for Fan

Electrical Panel

Smoke / 
Carbon Monoxide Detector

F

D

E E E

0 1 2 3 4 5 6 7 8 9 10 FT

E4

5'-4"

5'
-4

"

All ceilings are existing unless noted

GWB 8'-0" AFF

GWB 8'-0" AFF

Fire Stairs
Service
Elevato
r

7'-
0"Detail @ Door Jamb

Scale: 1 1/2" = 1'-0"3

1 1
/2"

7'-
0"

Base Detail
Scale: 1 1/2" = 1'-0"4

@ Rooms in closets

1 1
/2"5 1

/2"

2 1
/2"

1/2"

3/4"

xc

x

3

7'-
0"

Detail @ Dropped Ceiling
Scale: 1 1/2" = 1'-0"5

5/8" GWB

2 1/" MTL Studs @ 16" OC
5/8" GWB

Corner Bead
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PHOTOS TAKEN EVERY TEN STEPS ALONG PATH



SATELLITE VIEW

15
DE



BEFORE AND AFTER



WINDOW PHOTOGRAPH OF EXISTING, DRAWING OF PROPOSED

From Apt 14A

New  window in
existing masonry 
opening

Partial East Elevation 
Scale: 1/2" = 1'-0"

Partial Exterior Elevation West
Scale: 1/2" = 1'-0"

Photo of Window to be replaced



DETAILS

 Head & Sill @ New Window
Scale: 1 1/2" = 1'-0"
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Insulating glass tilt & turn window 
installed behind exterior wythe of 
brick, Skyline Windows 1200 
series, install window brick to 
brick

Continuous sealant
High performance 
silicone & backer rod

Turn flashing up 
behind window 
and at jambs

 Jambs @ New Window
Scale: 1 1/2" = 1'-0"

Insulating glass tilt & turn 
window installed behind 
exterior wythe of brick

Secure blocking & 
Window to Structure

Patch drywall as nec.
Jbead @ window
Sealant & backer rod

Low expansion foam
insulation to fill gaps

 AC Through Wall Installation
Scale: 1 1/2" = 1'-0"

Existing Lintel

Existing Sill

SG1200 SG1200

SG1200
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