












Police Academy – College Point, Queens                                                                                          Figure 17-2
Slip-Ramp Design ModificationsSlip Ramp Design Modifications



POLICE ACADEMY FEIS Chapter 17: Mitigation

Table 17-1: Proposed 2014 Traffic Mitigation Measures 

Proposed Mitigation
Mitigation

No-Build Signal
Signal Timing Timing

Intersection Approach (Seconds) (1) (Seconds) (1) Description of Mitigation
College Point Blvd. (N-S) @ NB/SB 47.7 (all times) 40.7/47.7 Restripe WB appoach for exculsive right-turn only and left-thru-right
31st  Ave (E-W) EB/WB 29.7 (all times) 36.7/29.7 Transfer 7 seconds from NB / SB phase to EB / WB in AM

NB + LT 12.6 (all times) 12.6 (all times)
College Point Blvd. (N-S) @ NB/SB 50/45 50/45 Transfer 1 second from EB/WB phase to NB+LT in the PM 
Roosevelt Ave. (E-W) NB+LT 17/14 17/15

NB+LT (cl) 13/16 13/16
EB/WB 40/45 40/44

Ulmer Street (N-S) @ SB 27 (all times) 32/44 Change Signal Cycle length from 90 seconds to 120 seconds 
Southbound Service Road (WB) & WB 36 (all times) 42/38 Reconfigure the SB Ulmer Street approach of this intersection as shown in Figure 17-1 and
U-Turn (WB) WB (U-Turn) 27 (all times) 46/38 17-2
Linden Place (NB/SB) @ NB/SB 29 (all times) 29/29 Transfer 6 seconds from SB +LT  phase to EB in PM
Northbound Service Road (EB) SB+LT 23 (all times) 23/17

EB 38 (all times) 38/44

Notes:
(1) Signal timings shown indicate green plus yellow (including all-red) for each phase. AM/PM
n/c - no change.
(cl) - clearance phase.
ped. - pedestrian phase.
_ - Underline represents change from DEIS.






